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Introduction > About the Product

Introduction

About the Product

Target users

This product is intended for users who can perform mixing operations on PA systems in halls, event spaces,

studios, etc.

Purpose of use

This product is used for mixing at halls and event spaces and in broadcast/production.

About model differences

Number of analog

Monaural input

s channel AES/EBU Channel strip
Channel Strip section:
DM7 32 120 4-in/4-out 24
Main section: 4
Channel Strip section:
DM7 Compact 16 72 0-in/2-out 12

Main section: 4

DM?7 Control (expansion controller)

Many functions can be controlled, including User Defined keys/knobs, scene memory, monitor control, and

panners.

NOTE

Illustrations are for the DM7 unless otherwise noted.
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Introduction > About Available Documentation

About Available Documentation

The DM7 Series manual can be downloaded from the Yamaha Pro Audio website in PDF format. The manual
can also be viewed in HTML format.

https://www.yamahaproaudio.com/

Il Owner’s Manual

This mainly provides explanations of the names of the various parts on the panel and their basic operation.

Il DM7 Series Reference Manual (this document)

This manual provides detailed explanations of all screens and functions, and includes step-by-step
procedures and a system set-up procedure to help you operate the DM7 Series.

https://manual.yamaha.com/pa/mixers/dm7/rm/

Il DM Editor Installation Guide

This guide explains how to install the DM Editor.

https://manual.yamaha.com/audio/apps_software/dm_editor/

Hl DM StageMix User Guide

This guide explains an iPad application that allows you to control the DM7 Series system wirelessly.

https://manual.yamaha.com/audio/apps_software/dm_stagemix/
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Introduction > About the Utility Software Configuration

About the Utility Software Configuration

The DM7 Series can be used with a variety of utility software. Detailed information about the software is
available on the Yamaha Pro Audio website.

https://www.yamahaproaudio.com/

For information regarding how to download or install the software, as well as setting details, refer to the
website listed above or to the downloaded Installation Guide.

Il DM Editor

This application software allows you to set up and operate the unit from a connected computer. You can also
back up the unit settings, or set up the unit at a remote site where access to the unit is limited.

l DM StageMix

This is software that allows remote operation of the main unit using an iPad.

Il MonitorMix

This application software allows you to remotely control the monitor mix balance of the DM7 Series unit from
a smart device connected via Wi-Fi.

Il Console File Converter

It also enables you to convert settings file formats between the Yamaha RIVAGE PM Series, CL Series, QL
Series, and DM7 Series.

B ProVisionaire Series

This application software allows you to create a control panel that suits the setup environment or
operational procedure, and to remotely control and monitor devices.
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Introduction > Firmware Updates

Firmware Updates

You can update the unit's firmware to improve the operability, add functions, and correct possible
malfunctions.

Information on updating the firmware can be found on the following website.
https://www.yamahaproaudio.com/

For information on updating and setting up the unit, please refer to the firmware update guide available on
the website.
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Introduction > Functional Enhancement Packages (Mixer Accessory)

Functional Enhancement Packages (Mixer Accessory)

Broadcast Package (DEK-BR), a functional enhancement package for broadcast
applications
The optional Broadcast Package/Theatre Package allows you to add features suitable for broadcast and

theater applications. Suitable for broadcast applications, the Broadcast Package adds features such as mix
minus and loudness metering, and streamlines broadcast mixing using the DM7 Series.

Functions:

Mix Minus

Fader cue release
Backstop PFL
Audio Follow Video

Source select mix mode

Loudness meter

Meter scale
5.1 Surround

Theatre Package (DEK-TH), a functional enhancement package for theater applications

The Theatre Package, which is suitable for theater applications such as plays and musicals, adds functions
such as an actor library, DCA scene grid, and AFC Image control, greatly improving the convenience of mixing
for complex scenes and sound productions using the DM7 Series.

Functions:

e 4-bank EQ/DYN

* Actor library

* DCA presets

» DCAscene grid

e MIDI Output Event on Scene

» AFC Image control
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Introduction > Trademarks

The illustrations and screens shown in this document are for explanation purposes only.

Please note that we bear no responsibility for the results or effects of using the software or this document.

The company names, product names, and other names contained in this document are registered
trademarks or trademarks of their respective companies.

Steinberg and Nuendo are registered trademarks of Steinberg.

Windows is a registered trademark of the Microsoft Corporation in the United States of America and other
countries.

Mac and iPad are trademarks of Apple Inc., registered in the United States of America and other countries.

DynaFont is a registered trademark of DynaComware Taiwan Inc..

TUXERA is a registered trademark of Tuxera Inc. in the U.S. and other countries.

TUXERA-




Introduction > Installation of Option Cards

Installation of Option Cards

Installation of PY cards

Before you install a PY card, you must check the Yamaha Pro Audio global website to see whether the DM7
Series supports your card.

https://www.yamahaproaudio.com/

1 Make sure that the power to this product is turned off.

A CAUTION

Installing or removing a card while the power is on may lead to electric shock or component failure.
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Introduction > Installation of Option Cards

2 Remove the screws that fasten the [PY] card slot cover and remove the slot cover.

The removed screws will be used again to install the PY card. Keep the slot cover in a safe

place for future use.
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Introduction > Installation of Option Cards

3 Align both edges of the PY card with the guide rails inside the slot, and then insert
the PY card into the slot.

Push the PY card all the way into the slot so that the connector at the end of the PY card is
correctly inserted into the connector inside the slot.

.

Ay

0 Y.\

Z. 9 e Ak
y

2§

NOTICE
* When inserting the PY card, align both sides of the PY card with the guide rails in the slot of the host device.

4  uyse the screws removed in Step 2 to fasten the PY card.

Do not use the card unless it is securely affixed with the screws. Be aware that component
failure or malfunction may occur if the PY card is not fastened.
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Removing the PY card

1 wMake sure that the power to this product is turned off.

A CAUTION

Installing or removing a card while the power is on may lead to electric shock or component failure.

2 Completely loosen and remove the screws that hold the PY card in place.

3 Pullthe PY card toward you while holding the peg-shaped handles (see the figure
below) on the card.

O PY card O

© ©

Handle

4 Replace the stored slot cover and affix it with the screws.

Do not use the unit while the slot cover is removed. Component failure or malfunction may
occur.
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Introduction > Connections

Analog input connections

The INPUT jacks of I/0 devices like the DM7 series are mainly for connecting mikes and line level equipment.

Rio3224-D2

The PATCH screen is used to set the switching of patches. Patches can also be switched using the PATCH
button on the SELECTED CHANNEL VIEW screen.
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Analog output connections

The OMNI OUT terminal on the DM7 Series and the OUTPUT terminals on the I/0 devices can be used to
patch output signals from output channels (MIX, MATRIX, STEREO (L/R)), monitor signals (MONITOR OUT L/R
channels), and direct output signals from input channels.

The front panel of the DM7 Series is equipped with a PHONES output jack for monitoring, enabling constant
monitoring of the signal selected as the monitor source. The same signal can also be monitored through
external speakers by assigning the MONITOR OUT L/R channels to any desired output terminal.

Ri03224-D2

o

@YAMAHA

Q-0 Q0@

Monitor speaker

Main speaker (Powered speaker)
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Introduction > Connections

The PATCH screen is used to set the switching of patches. Patches can also be switched using the PATCH
button on the SELECTED CHANNEL VIEW screen.
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1/0 device connections

When connecting the DM7 to 1/O devices (Ri03224-D2, etc.) there are two options: daisy-chain connection
and star connection.

In addition, devices equipped with two ports, one for the main circuit (PRIMARY) and the other for the

secondary circuit (SECONDARY), can be redundantly connected to each other in the unlikely event of a
failure.

Related links
“About Dante” (p.414)
“Daisy-chain connections” (p.25)

“Star connections” (p.27)

“Redundant connections” (p.29)
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Daisy-chain connections

Daisy-chain connect devices by linking them together in a row. Building the network is easy and no network
switches are required. It is used on simple systems when the number of devices to be connected is small.

As the number of connected devices increases, the latency must be increased. In addition, if the system fails
due to a cable break or other cause, the network will be divided at that point and transmission to and from
the devices beyond that point will not be possible.

Il Example of DM7 and 1/O device connection

Use the Dante terminals on the DM7 and the I/0 device and connect as shown below.

é PRIMARY

PRIMARY
E——
. SECONDARY

001)

DZR-D/DXS-XLF-D (UNIT ID: Y002)
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H 1/0 device settings
Use the following settings when connecting the DM7 to the Ri03224-D2 or DZR-D/DXS-XLF-D.

[Rio3224-D2 settings]

« UNITID=1

+ SECONDARY PORT = DAISY CHAIN
« START UP MODE = REFRESH

[DZR-D/DXS-XLF-D settings]

e UNITID=AnyID

» MODE (DANTE MODE) = STANDARD

Configure the UNIT ID of DZR-D/DXS-XLF-D on the DANTE SETUP screen of the DZR-D/DXS-XLF-D speaker.

[DM7 settings]

Dante network settings are configured on the Setup screen or Device Mount screen under DANTE SETUP.

NOTE
No SECONDARY function is available under DZR Dante.

Related links
o “DANTE SETUP (Setup) screen” (p.169)
o “DANTE SETUP (Device Mount) screen” (p.174)
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Star connections

The star connection is a method of connecting devices centered around a network switch. A network switch
that includes a variety of features to control/monitor the network (e.g., clock synchronization for any chosen
data line, QoS to prioritize voice transmission, etc.) is recommended.

Il Example of DM7 and 1/O device connection

Use the Dante terminals on the DM7 and the I/O device and connect as shown below.

Network switch

¥ g g

PRIMARY

DM7

Rio3224-D2
PRIMARYE (UNIT 1D: Yoo1)

1 & DZR-D/DXS-XLAD

1 1 DZR-D/DXS-XLF-D
F‘HIMARY@ (UNIT ID:Y002)
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H 1/0 device settings
Use the following settings when connecting the DM7 to the Ri03224-D2 or DZR-D/DXS-XLF-D.

[Rio3224-D2 settings]

« UNITID=1

+ SECONDARY PORT = DAISY CHAIN
« START UP MODE = REFRESH

[DZR-D/DXS-XLF-D settings]

e UNITID=AnyID

» MODE (DANTE MODE) = STANDARD

Configure the UNIT ID of DZR-D/DXS-XLF-D on the DANTE SETUP screen of the DZR-D/DXS-XLF-D speaker.

[DM7 settings]

Dante network settings are configured on the Setup screen or Device Mount screen under DANTE SETUP.

NOTE
No SECONDARY function is available under DZR Dante.

Related links
o “DANTE SETUP (Setup) screen” (p.169)
o “DANTE SETUP (Device Mount) screen” (p.174)
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Redundant connections

Aredundant connection is a network consisting of two circuits, a primary circuit (PRIMARY) and a secondary
circuit (SECONDARY). Normally the PRIMARY line carries communications, but if a problem occurs, such as an
interruption to the PRIMARY line, then communications switch automatically to the SECONDARY line. When
using a star connection, this method creates an environment that is more resilient to network failures than a
daisy-chain network.

Il Example of DM7 and 1/O device connection

Use the Dante terminals on the DM7 and the I/0 device and connect as shown below.
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Network switch
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Network switch

DM7
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H 1/0 device settings

Use the following settings when connecting the DM7 to the Ri03224-D2.

[Rio3224-D2 settings]

« UNITID=1

+ SECONDARY PORT = REDUNDANT
« START UP MODE = REFRESH

[DM7 settings]

Dante network settings are configured on the Setup screen or Device Mount screen under DANTE SETUP.

Related links
o “DANTE SETUP (Setup) screen” (p.169)
e “DANTE SETUP (Device Mount) screen” (p.174)
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Introduction > Connecting to the DM7 Console (DM7 Control)

Connecting to the DM7 Console (DM7 Control)

Use the upper displays and encoders in [USER DEFINED KNOBS] for the following operations.

USER DEFINED KNOBS

~

Encoder [1]: Press to cancel or back out of a menu or screen.

Encoder [2]: Turn to the right to advance through a menu or screen, and turn to the left to go back. Press to
execute or select.

Press encoders [1] and [2] at the same time to enter the Menu screen.
You can set the items in the following table on the Menu screen.

Setting Parameterl Parameter2 Parameter3 Explanation
Version Dlsp'lays the firmware
version.
] Clear Last Target Selects a connection
Connection -
Direct IP destination.
Static IP
Network Mode
DHCP
Network IP Address Configure a network.
Subnet Mask
Default Gateway
Contrast Mini LCD 0-10
Mini LCD 0-15
Color Bar 0-15 Sets the screen's
Brightness contrast and
Setting Panel 0-15 brightness.
Light 0-15
Color Light 0-10
h ing fan'
Others FanSpeed LOW/HIGH Sets the cooling fan’s
speed.
Fader Calibration performs Fader and
Maintenance . A .
Stick Calibration Joy Stick calibration.
License Plsplays!|cense
information.
Log Displays the log.
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Introduction > Connecting to the DM7 Console (DM7 Control)

For new connections

1 configure a network.

For a new connection, start the product and go to the Menu screen. From the Menu screen, go
to the Network screen.

HEWhen using DHCP

Select DHCP for Mode on the Network screen.

HEWhen using a Static IP

Select Static IP for Mode on the Network screen. After setting the IP Address, proceed to the

next screen, and correctly set the Subnet Mask and Default Gateway.

2 Connect the DM7 console.

From the Menu screen, go to the Connection screen.
HWhen selecting a detected DM7 console

On the Connection screen, turn encoder [2] to the right to display the detected DM7 console,
and select the connection destination.

HWhen directly specifying the IP address of the connection destination

From the Connection screen, go to the Direct IP screen, and enter the IP address.

NOTICE

¢ DM7 Control may update automatically when a new connection is made. Wait until the update finishes without turning off the
power.

If the connection settings have already been made

If a DM7 console existing on the same network is detected, it will automatically connect. If it does not
connect automatically, follow the procedure for a new connection.

NOTE

If you want to enter the Menu screen when connection settings have already been made, press [USER DEFINED KNOBS] encoders [1]
and [2] at the same time.
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Part Names & Functions

Top Panel

This will explain the functions and names of the components on the top panel of the DM7 Series.
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©® Touchscreen

This is a capacitive multi-touch screen. The unit will not work properly if operated when wearing gloves.

NOTICE

* Do not operate the screen with sharp-pointed objects or fingernails. It may damage the screen or make it impossible to
operate the touchscreen.

NOTE

A clear protective film is installed on the touchscreen at the factory, please remove before use.

© [HOME]
Press this button to recall and toggle between the OVERVIEW screen and SELECTED CHANNEL VIEW screen.
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© [FADER BANK]

Switches fader assignments on the panel.

O [SENDS ON FADER]

Switches SENDS ON FADER mode on/off. When this mode is turned on, you can use the channel strips to adjust the
send level of signals sent to the MIX/MATRIX bus.

© [ENCODER MODE]

Displays the screen for switching the functions of the encoders located below the touch screen. These encoders
feature the following two functions:

Screen Encoder function:
Up to 12 parameters can be assigned to the encoders via the touch screen.
Channel Encoder function:

Parameters for 12 channels on the channel strips can be assigned to the encoders.

©® channel Strip section

Controls the main parameters for the currently-selected channels.

@ [TOUCHAND TURN]

Controls the parameter of the knob selected via the touch screens.

© [SHIFT]

Combine with another key to perform certain functions.

© [USER DEFINED KEYS]
Operates a pre-assigned function.
In addition, this switches the bank to be operated via [BANK] as the Fader Bank.
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(0]

Main Section

This section allows you to adjust main parameters for the assigned channels. By default, STEREO A and STEREO B are
assigned to channel C and D respectively.

NOTE
The areas in the diagram below are called Bay L (DM7 Only) and Bay C.

=

HE
HE

| |
Bay L (DM7 Only) Bay C

LED lighting bar

Illuminates the operation panel when using in a dark location.

USB connectors

This port is used to connect a USB storage device. Connect a USB storage device to save and load system settings
data as settings files.
MP3 and WAV files can also be played.

M USB drive format
The supported format types are FAT16/FAT32/exFAT.
H Write protection

Some USB drives can be write-protected to prevent accidental deletion of data. If your USB drive contains important
data, we suggest that you use write protection to prevent accidental erasure. On the other hand, you will need to
make sure that your USB drive’s write-protect setting is turned off before you save data to it.

For information about USB drives that can be used with the system, visit the Yamaha Pro Audio website at:

http://www.yamahaproaudio.com/

NOTICE

¢ Do not remove the USB drive from the USB port or turn off the power to the unit while the unit is accessing data, e.g.,
saving, loading or deleting data. Doing so may damage your drive, or may damage the data in the unit or on the media
device.
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Following is an explanation of the functions and names of parts of the rear panel of the DM7 Series.

[ |

DIGITAL MXING CONSOLE

LINK/ | LINK/
ACT 1G ACT 1G

@ O @ O
3
©® [OMNIOUT]

Balanced XLR 3-pin output jacks for analog audio signals.

® [INPUT]

Balanced XLR 3-hole input jacks for analog audio signals from line-level devices or microphones.

© Exhaust vent

This product is equipped with a cooling fan. This vent lets warm air escape from the unit. Make sure that the vent is
not blocked with obstructions or other objects. Intake air is provided through vents on the lower front and rear sides.

CAUTION

¢ Do not block the ventilation ports (heat dissipating slits) on this product. To prevent increased internal temperature,
there are ventilation holes on the front and rear of the product. If the ventilation ports are blocked, heat will be trapped
inside the product, which may cause malfunction or fire.
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o

AC IN (power input) connector[A]/[B]

Connects to the supplied power cords. Connect the power cords to this unit, then connect the plug ends into the
outlet. When connecting the power cords, insert all the way until they lock in place securely. The supplied AC power
cords feature a V-lock mechanism with a latch, which prevents the power cords from disconnecting accidentally.

CAUTION

e Ensure that the power to the unit is turned off before connecting or disconnecting the power cord.

To disconnect a power cord, remove it while pressing the latch on the plug.

[ | /I O1(Power switch)

Toggles the power between ON ( | ) and OFF (). If the unit will not be used for a long time, be sure to unplug the
power cord from the AC outlet.

When the switch is (D), the power is off.

NOTICE

¢ Turning the unit on/off in rapid succession can cause it to malfunction. After turning the unit off, wait at least six
seconds before turning it on again.

NOTE
This product will operate normally when one or both power supplies [A] and [B] are on. If both power supplies are on and one

of the power supplies fails during operation, the unit automatically switches to the other power supply.
[AES/EBU]

The DMT7 is equipped with a sampling rate converter on both the [IN] and [OUT] chassis connectors. Please note that
the DM7 Compact, which features only the [OUT] chassis connectors, is not equipped with a sampling rate converter.

[IN] (DM7 Only)

These are balanced XLR 3-hole input jacks that accept digital audio signals in the AES/EBU format.
[ouT]

These are balanced XLR 3-pin output jacks for outputting digital audio signals in the AES/EBU format.

[TCIN]

This balanced XLR 3-hole chassis input jack accepts time code signals from the connected external device.
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(8]

[WORD CLOCK OUT/IN]

These are BNC connectors used to transmit/receive word clock signals to/from an external device. The WORD CLOCK
IN] connector is internally terminated by a 75-ohm resistor.

[GPI]

This is a D-SUB 15-hole chassis connector that allows communication (5-in/5-out) with a GPI-compatible external
device.

[PY]

This card slot allows you to install a PY card (sold separately) to expand the number of 1/0 ports.

Dante [PRIMARY]/[SECONDARY]

These connectors are for Dante audio network connections, such as /O devices like the Ri03224-D2. The connectors
to use are RJ-45 connectors that conform to etherCON CAT5e, made by Neutrik.

NOTICE

® Use an STP (Shielded Twisted Pair) cable to prevent electromagnetic interference. Make sure that the metal
components of the connectors are electrically connected to the STP cable’s shield by conductive tape or other similar
methods.
Do not use the EEE function (*) of a network switch inside a Dante network. Power consumption settings are adjusted
automatically between switches that support the EEE function, but some switches do not correctly adjust these mutual
settings correctly. This means that in certain unfavorable cases with the Dante network, the EEE function of a switch
might be enabled, impairing the clock synchronization capability and causing audio to be interrupted. Therefore, we
strongly recommend that:
« If using a managed switch, turn off the EEE function of all ports that use Dante. Do not use a switch that does not
allow you to turn off the EEE function.
« If using an unmanaged switch, do not use a switch that supports the EEE function. Such switches cannot turn off the
EEE function.
*EEE (Energy Efficient Ethernet) function: A technology that reduces power consumption of an Ethernet device when
network traffic is sparse. It is also called “green Ethernet” or IEEE802.3az.

[LINK/ACT]

These indicators show the communication status of [PRIMARY] and [SECONDARY], respectively. If the Ethernet cables
are connected properly, the indicators will flash rapidly.

[16]
These indicators light when the Dante network is functioning as Gigabit Ethernet.

[USB TO HOST]
This is a USB Type-C (USB2.0) connector.

By connecting a computer with a USB cable, the console can function as a 96 kHz/32-bit or 48 kHz/32-bit audio
interface with a maximum of 18 inputs and 18 outputs. It also allows control of DM7 series and remote control of DAW
software by USB-MIDI.

Itis necessary to install Yamaha Steinberg USB Driver in order to communicate with a computer.

NOTICE

¢ Use USB cables under 3 m long.
¢ Wait at least 6 seconds between unplugging and replugging USB cables.
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® Network connector

This is an RJ-45 connector for connecting to a computer. Use an ethernet cable (CAT5 or better recommended).

NOTICE

¢ Use an STP (Shielded Twisted Pair) cable to prevent electromagnetic interference.

® Grounding screw

Each supplied power cord has a three-prong plug. If the AC outlets are grounded, this product will be properly
grounded through the power cords. Also, grounding this screw may effectively eliminate noise such as hum and
interference.
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Front Panel

This will explain the functions and names of the components on the front panel of the DM7 Series.
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© [PHONES LEVEL]
This adjusts the level of the signal output from the PHONES output jack.

©® [PHONES]
This is a headphone jack for monitoring the MONITOR or CUE signals.
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Part Names & Functions(DM7 Control)

Top Panel

This will explain the functions and names of the components on the top panel of the DM7 Series.
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[USER DEFINED KEYS]

Operates a pre-assigned function. This switches the bank to be operated via [BANK]. Functions are assigned from the
screen of the DM7 console.

[USER DEFINED KNOBS]

Operates a pre-assigned function. Four functions can be assigned, and there are no banks. Functions are assigned
from the screen of the DM7 console.

[MONITOR]

The monitor output level is adjusted using [LEVEL A] or [LEVEL B]. Also, the DIMMER is adjusted using [DIM]. For
Monitor A, pressing [MONO] changes Out Mode to MONO. Use [MAIN]/[ALT1]/[ATL2] to switch the Output source to be
monitored.

Channel Strip section
This section is used to adjust the channel strips for CUSTOM FADER of the E/F channels assigned on the DM7 console.

[PANNER]

This can be adjusted using [PANNER]. Use the joystick to adjust in the X/Y directions, and the encoder to adjust in the
Z direction. The function to be adjusted can be assigned to the encoder. Use [REL] and [ABS] to switch between
relative value (REL) movement and absolute value (ABS) movement. Press [GRAB] to immediately apply the PANNER
position. Use [ASSIGN] to display the screen linked with the PANNER function on the DM7 console.

[SCENE MEMORY]

This is used to perform operations related to scene memory. The selected scene memory is shown in the SCENE
MEMORY display.

Jog wheel section

This section is used to adjust functions assigned in advance using the jog wheel, [F1]/[F2], and [E1] to [E4]. The
display shows the functions assigned to [E1] to [E4]. Functions are assigned from the screen of the DM7 console.
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Following is an explanation of the functions and names of parts of the rear panel of the DM7 Series.

® | ® @YAMAHA Vo S
o1
| -

EXT DC
INPUT

O [ | 1/l O] (Power switch)

Toggles the power between ON ( | ) and OFF (). If the unit will not be used for a long time, be sure to unplug the
power cord from the AC outlet.

When the switch is ((D), the power is off.

NOTICE

¢ Turning the unit on/off in rapid succession can cause it to malfunction. After turning the unit off, wait at least six
seconds before turning it on again.
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(2]

AC IN (power input) connector[A]/[B]

Connects to the supplied power cords. Connect the power cords to this unit, then connect the plug ends into the
outlet. When connecting the power cords, insert all the way until they lock in place securely. The supplied AC power
cords feature a V-lock mechanism with a latch, which prevents the power cords from disconnecting accidentally.

CAUTION

¢ Ensure that the power to the unit is turned off before connecting or disconnecting the power cord.

To disconnect a power cord, remove it while pressing the latch on the plug.

[EXT DCINPUT]

This is an XLR 4-pin connector for supplying external power (DC 24 V) as a backup for the product’s built-in power
supply. Connect a Yamaha PA-700 power adapter or an equivalent product recommended by Yamaha. To connect the
power adapter, first connect the power cord of the power adapter to the power adapter, and then insert the DC plug
into this connector. Finally, insert the power plug into an AC outlet.

CAUTION

* Before connecting an external power supply, be sure that the external power supply is turned off. Failure to do so may
cause malfunction or electric shock.
e For [EXT DC INPUT], use a power supply rated at DC 24 V that complies with Limited Power Source.

NOTE

This cannot be turned on/off using the power switch.

When an external power supply is connected, this product operates normally whether both the built-in power supply and
external power supply are turned on, or only one of them is turned on.

If both power supplies are turned on and power from one supply is interrupted during use, the product continues to
operate normally.

Exhaust vent

This product is equipped with a cooling fan. This vent lets warm air escape from the unit. Make sure that the vent is
not blocked with obstructions or other objects. Intake air is provided through vents on the lower front and rear sides.

CAUTION

¢ Do not block the ventilation ports (heat dissipating slits) on this product. To prevent increased internal temperature,
there are ventilation holes on the front and rear of the product. If the ventilation ports are blocked, heat will be trapped
inside the product, which may cause malfunction or fire.

Network connector

This is an RJ-45 connector for connecting to a computer. Use an ethernet cable (CAT5e or better recommended). This
allows external control using supported applications such as DM Editor. Also, because an L2 switch is built in,
functions can be linked with the DM7 console simply by connecting one connector to the DM7 console and the other
to a computer or similar device. Redundant connection is not supported.

NOTICE

* Use an STP (Shielded Twisted Pair) cable to prevent electromagnetic interference.
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Basic Operations

Basic Operations on the Top Panel

This section explains the basic operations that are performed on the top panel.

Bay encoder operations

The [ENCODER MODE] key is used to switch between functions.

Screen encoder

Up to 12 parameters can be controlled using the touchscreen.

Channel encoder

This controls the assigned parameters for the 12 channels lined up in the channel strips.

Operating the [TOUCH AND TURN] knob

Press the parameter you want to control on the touchscreen and use the [TOUCH AND TURN] knob to
immediately control it. At this time, a pink frame will appear over the parameters that can be controlled on
the touchscreen.
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Basic Screen Operations

Switching screens

On the Bay screen, pressing at the upper right of the screen displays the menu bar. Press the desired
button on the menu bar to switch to the corresponding screen. In the Utility screen, press the desired button
on the HOME screen to switch to the corresponding screen. When the HOME button is pressed, you will
return to the HOME screen.

NOTE

On the screen, the area with a pink frame when selected contains the parameters that can be controlled with the [TOUCH AND TURN]
knob.

Controlling parameters with the [TOUCH AND TURN] knob

After selecting the parameter to be controlled by tapping on it, use the [TOUCH AND TURN] knob to perform
operations. A pink frame appears around the selected parameter.

Setting parameter values on the screen

After selecting the parameter to be controlled by tapping on it, use the vertical or horizontal slider to set the
parameter value. A pink frame appears around the selected parameter.

Scrolling

On screens that feature a scroll bar, slide your finger up and down or left and right to scroll the screen.
Swiping the screen allows you to scroll quickly. You can also manipulate the screen as follows:

* Pinching or spreading fingers

The EQ's Q can be controlled.
« Sliding three fingers up and down

The amount of cut/boost of EQ gain for multiple bands can be adjusted simultaneously.
« Sliding four fingers up and down / Pinching or spreading three fingers in and out

The amount of EQ gain for multiple bands can be increased or decreased all at once.
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On-screen User Interface

This section explains various user interface components shown in the touch screens, and how to use them.
Tabs
Tabs are used when switching between multiple pages. The page name is displayed on the tab.

1ch GAIN

Buttons

Buttons are used to execute specific functions, to switch parameters on/off, or to select one of multiple
choices. Buttons that perform on/off operations appear in solid colors while they are turned on, and are dark
when turned off.

When you press the button, a separate popup window will open, allowing you to make detailed settings.

.

Library

When you press the | button, a pull-down menu will appear.

Type W
PRECISE

Pressing the expand Il or B collapse button expands or collapses screens such as EQ and dynamics.
List screens

Windows similar to the following are displayed to allow you to select items from a list, such as the User
Defined knob setting window.

USER DEFINED KNOBS
Assign Item for User Defined Knob [Bank 1, Knob A]
Function Parameter 1 Paramaeter 2 Parameter 3
gl Analog Gain Selected Ch BayC
Input Gain Digital Gain " BaylL
To Sterea

To MX Level
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The blue item in the list is the item that is selected for operation. Use the [TOUCH AND TURN] knob to scroll
up and down the list.

Keyboard screen

The following keyboard window will appear when you need to assign a name or comment to a scene or

library, or when you need to assign a channel name. Press the character buttons on the screen to enter the
desired characters.

Save As
Template

Cancel

Dialog boxes

Dialog boxes similar to the following allow you to confirm operations you just performed. Press the OK
button to execute the operation. The operation will be canceled if you press the CANCEL button.

Store Scene #1.00
(Title: Scenel)

Cancel
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Screen Overview

Touch screen

The following information is displayed on the touchscreen.

B Blank c D Blank

BankA Harke [ i ;ﬁ =, 'ﬂﬂl
MaimArea

Sope ¥ Freg EQATT
-12 dBjoct 16.0k

CH10 | emaa CH12

chl0 ‘ chll chl2

o0 o5

Main area

The contents of the main area vary depending on the currently-selected function. There are two main types
of screens used for mix operation. Press the [HOME] key to switch between these screens.

SELECTED CHANNEL VIEW screen
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This screen shows all mix parameters of the currently-selected channel. For a detailed explanation of this
screen, refer to “About the SELECTED CHANNEL VIEW Screen” (p.53).

OVERVIEW screen
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Screen Overview > Touch screen

This screen simultaneously displays the main parameters for 12 channels. For a detailed explanation of this
screen, refer to “About the OVERVIEW Screen” (p.59).

Tool Bar

The toolbar has icons for frequently used functions and screens for system settings. The toolbar is always
visible, even when the main area display has been switched.

o ® 6 0 6

1.00 Scenel ‘ | ‘

Displays the “SCENE Screen” (p.73).
Displays the “METER screen” (p.382).
Displays the “PATCH Screen” (p.159).

Displays the “RACK Screen” (p.245).

® 6 © © ©

Displays the menu bar.

Press to open a pull-down menu to access each function.

Channel name area

Pressing the channel name area switches the on-screen SEL channel (the channel to be operated/displayed).

4 | s e | cnm

chda || chs I chg cha |
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t the SELECTED NNEL VIEW Scree

cHIT4 | ¢ ¢ CHELT: | & CHES-56

B Blank

BankA Hankg

This screen shows all mix parameters of the currently-selected channel.

< CH1 >

ch1 7

©® selected channel

This area shows the number, name, icon, and channel color of the channel that is currently selected for operation.
Press < to switch to the previous channel and > to switch to the next channel. Press V to display a list of channels
and you can switch to any channel.

omMNI1
OMNI 1
A

® Input Select button

Press this button to open the Input Select screen, where you can switch between Input A/B and change the patch.

©® HA indicator

Displays the on/off status of the HA's phantom power (+48V) and the input phase. When pressed, a pop-up screen is
displayed that allows you to turn the phantom power on/off and switch between forward (gray) or reverse (orange)
phase.
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o

A. Gain

Displays the HA analog gain. If the Gain Compensation function is turned on, a blue indicator appears, showing the
analog gain position at the time the function was turned on. The level immediately after the analog HA is displayed
on the right. When the screen is pressed to select, the value can be changed by sliding vertically or horizontally or
using the [TOUCH AND TURN] knob; the Gain screen is displayed by pressing it again.

D. Gain

Displays the digital gain setting value. The on/off status of the Direct Out is displayed in the upper area. When the
screen is pressed to select, the value can be changed by sliding vertically or horizontally or using the [TOUCH AND
TURN] knob; the Gain screen is displayed by pressing it again.

Switches between the expanded display and collapsed display of DYN1.

Switches between the expanded display and collapsed display of EQ. If you touch and hold EQ or DYN2 and slide to
the side, the order of EQ and DYN2 will be switched.

Switches between the expanded display and collapsed display of DYN2.

Press this to display the screen for effects and inserts.

0.00ms

meter

o

o

)
<

Displays the delay time. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob; the Delay screen is displayed by pressing it again.

Balance

.

Pan/Balance

Displays the signal location. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob; the To Stereo screen is displayed by pressing it again.

wn
= 9
Z w
W

Displays the on/off for signals sent to the STEREO A bus and B bus. Press to display the pop-up window used to
switch on/off.

Fader

'

54



Screen Overview > About the SELECTED CHANNEL VIEW Screen

®

Fader

Displays the fader level. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob; the Fader screen is displayed by pressing it again.

ON/CUE

The channel and cue out on/off and the selected cue bus are displayed. Press to display the pop-up window used to
switch on/off.

o
iy

Opens the “CH LIBRARY Screen” (p.268).

LEVEL meters
The signal level set in the channel Metering Point is displayed.

When A.Gain is present and the Metering Point is Pre GC or Pre D.Gain, the input level distribution is displayed next to
the meter as a histogram. The width is displayed thicker as the levels being observed in an area increases.

When pressed, a popup screen is displayed to switch Metering Point, turn Peak Hold on/off, and reset the histogram.

STEREQ
CH1 T CH2

Pair setting popup button
Press this button to display the screen for CHANNEL PAIRING.

Insert button

Press this to display the screen for effects and inserts.
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®  Automixer button
Opens the “AUTOMIXER Screen” (p.69).

BankA BankB

Slope v Freq Slope v Freq
-12 dB/oct 80.0 -12 dBfoct 16.0k

D EQ

Displays the EQ graph, bank, type, HPF, LPF, EQ ATT, etc. Pressing this field displays the parameter name and value,
and they can be adjusted using the screen encoder. Pressing the expand button displays the EQ screen.

@ DYN1

Displays the selected dynamics type, threshold value, input/output frequency response graph, GR (gain reduction)
meter, and input/output level indicators for Dynamics 1. Pressing this field displays the parameter name and value in
the upper portion of the channel name area, and they can be adjusted using the screen encoder. Pressing the expand
button displays the DYN1 screen.
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@ DYN2

Displays the selected dynamics type, threshold value, input/output frequency response graph, GR (gain reduction)
meter, and input/output level indicators for Dynamics 2. Pressing this field displays the parameter name and value in
the upper portion of the channel name area, and they can be adjusted using the screen encoder. Pressing the expand
button displays the DYN2 screen.

@  MIX/MATRIX Sends

This displays the level of the signal sent from the selected channel to the MIX and MATRIX bus. The send parameters
can be adjusted using the screen encoder by pressing this. Pressing again switches to the Send screen.

m Safe
RIS T

@ safe

Displays the status of Recall Safe, Solo Safe, and Mute Safe. Press to display the pop-up window used to switch on/

@ DCA/Mute

Displays the DCA and mute group to which the selected channel is assigned. Press this button to display the DCA/
Mute Assign screen.

NOTE
When MUTE GROUP CONTROL is on and the channel is muted and DCA MAIN is off, each indicator flashes.

Selected Ch View Mode

The parameter names and values for EQ, dynamics, and other parameters are displayed at the bottom of the
SELECTED CHANNEL VIEW screen, and can be adjusted using the screen encoder or the [TOUCH AND TURN]
knob.

The mode for this area can also be switched using the “PREFERENCE screen” (p.100)'s Selected Ch View on
the Preference2 tab.

Module: Adjusts parameters by function.
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MIX/MATRIX SENDS

mx1 M1 mxi2
MX1 MX11 MX12

Level Level Level Level Level Level Level Level Level Level Level Level
-c0 -0 -o0 -co -c0 -00 -o0 -co -00 -00 -00 -co

* When the Alt button is pressed, or when ALTERNATE FUNCTION is assigned to a USER DEFINED key, Pre/
Post settings can be made.

Channel: Adjusts parameters for the selected channel.

©® send selection buttons

Press to display the screen for selecting the send destination for the input channel.

®  NoAssign button

Press to remove the send destination assignment.

© setfor All Input Channels button

Press this button to turn it on, and the send destination selected immediately afterward will be applied to all input
channels.

O MX1-MX48 and MT1-MT12 buttons

Selects the send destination.
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About the OVERVIEW Screen

1.00 Scenel e =) | p—
C— =

CH25-36 CH3T-48 CH49-60 CH61-72 CH73-84 CH85-96 | CH97-108 | CH109-120 Rack
ch4 ch5 ch 6 ch?7 ch8 ch9 ch10 ch12

vouw 9 | (bou bow 9% | bow Dou Dou Doue

Delay Delay Delay 1 Delay Delay

ch1 ch2 ch3 ch5 ché ch7 cho ch10 chll ch12

oo oo 0 oo 00 00 oo o oo oo

This screen simultaneously displays the main parameters of the parts of the 12 channels for which layers are
selected.

Press this button to display the 12ch D.OUT screen.
Press this button to display the Delay screen.

Press this button to open the AUTOMIXER screen.

© © © ©

LEVEL meters

The signal level set in the channel Metering Point is displayed.
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(5]

Send
When pressed, this displays the level of the signal sent from the selected channel to the MIX and MATRIX bus.

7 l

A. Gain/D. Gain

Displays the HA analog gain. If the Gain Compensation function is turned on, a blue indicator appears, showing the
analog gain position at the time the function was turned on. When the screen is pressed to select, the value can be
changed by sliding vertically or horizontally or using the [TOUCH AND TURN] knob; the Gain screen is displayed by
pressing it again.

If there is no analog gain, the digital gain is displayed.

H A indicator

Displays the on/off status of the HA's phantom power (+48V) and the input phase. When pressed, a pop-up screen is
displayed that allows you to turn the phantom power on/off and switch between forward (gray) or reverse (orange)
phase.

Press this button to open the “DYNAMICS Screen” (p.66).

Press this to open the “EQ Screen” (p.62).

Press this button to open the “DYNAMICS Screen” (p.66).

Opens the “Insert screen” (p.259).
Balance

C

Pan/Balance

Displays the signal location. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob; the To Stereo screen is displayed by pressing it again.

ST B
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® sTAB

Displays the on/off for signals sent to the STEREO A bus and B bus. Press to display the pop-up window used to
switch on/off.

@® DCA/Mute

Displays the DCA and mute group to which the selected channel is assigned. Press this button to display the DCA/
Mute Assign screen.

NOTE
When MUTE GROUP CONTROL is on and the channel is muted and DCA MAIN is off, each indicator flashes.
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Screens

All the EQ parameters of the currently-selected channel can be changed. This is convenient if you want to
make detailed EQ settings for a specific channel.

@

The screen contains the following items.

©® Expand/collapse button

Expands or collapses the screen.

® Bankbutton

Allows you to switch between A and B as the storage destination for the EQ parameters.

© Typebutton
Switches the EQ type between PRECISE, AGGRESSIVE, SMOOTH, and LEGACY.

The type of each channel can be set in Global Setting.

O EQFlat button

When this is pressed, a confirmation screen appears, and when OK is pressed, the GAIN parameters for all EQ bands
are reset to 0 dB.

© Process Order button
Switches the order of EQ and DYN2.

©  Multi Ch View button

Opens the Multi Ch View screen.

@ RTAbutton

If this button is on, a semi-opaque frequency response graph of the EQ processed input signal will be superimposed
on top of the EQ frequency response graph.

62



Screens > EQ Screen
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Peak Hold (Peak Hold)
The peak in the graph displaying the RTA is held.

Hold button

When this button is on, the frequency response graph will display and hold the result of the frequency analysis.

Ballistics field
 Ballistics button

When this is on, attenuation rate can be added to the graph plotting.
¢ Fast/Slow switching button

Switches the attenuation rate (FAST/SLOW).

Offset
Sets the offset for the RTA display.

EQ graph
Displays the parameter settings of the EQ and filter.

EQ ON/OFF button
Turns the EQ ON/OFF.

EQ IN/OUT level meters

Displays the peak level of signals before and after the EQ. For a stereo channel, these meters indicate the level of both
the Land R channels.

Library button
Press this button to display the CH LIBRARY screen.

Copy button

Copies the EQ parameter settings stored in the bank (selected via the A/B switching button) to buffer memory.

Paste button

Press this button to paste the settings copied in buffer memory to the EQ of the currently-selected bank. If valid data
has not been copied into buffer memory, pasting is not possible.

Compare button

Press this to switch between and compare the settings stored in buffer memory and the currently-selected settings. If
valid data is not stored in the buffer memory, comparison is not possible.

Default button

When this is pressed, a confirmation screen appears, and when OK is pressed, and the EQ/filters for all parameters
are reset to their default setting values.

HPF type select button
Allows setting of the HPF attenuation per octave to -6 dB/oct, -12 dB/oct, -18 dB/oct, and -24 dB/oct.

HPF Frequency

Displays the HPF cutoff frequency. When the screen is pressed to select, the value can be changed by sliding vertically
or horizontally or using the [TOUCH AND TURN] knob.

63



Screens > EQ Screen

@  HPF ON/OFF button
Turns the HPF ON/OFF.

@  LPF type select button
Allows setting of the LPF attenuation per octave to -6 dB/oct and -12 dB/oct.

@  LPF Frequency

Displays the LPF cutoff frequency. When the screen is pressed to select, the value can be changed by sliding vertically
or horizontally or using the [TOUCH AND TURN] knob.

@  LPF ON/OFF button
Turns the LPF ON/OFF.

@ EQATT
Adjusts attenuator. When the screen is pressed to select, the value can be changed by sliding vertically or horizontally
or using the [TOUCH AND TURN] knob.

@  Low Shelving ON/OFF button
Turn this button on to switch the LOW band to a shelving type filter.

@  BYPASS button
Sets the EQ band to bypass status.

@  High Shelving ON/OFF button
Turn this button on to switch the HIGH band to a shelving type filter.

@ EQparameter setting

Displays the Q, FREQUENCY, and GAIN parameters for each band. When the screen is pressed to select, the value can
be changed by sliding vertically or horizontally or using the [TOUCH AND TURN] knob.

Touch Operation

This section explains the EQ operations performed by touching the EQ screen.

1 finger touch operations
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© Handle for the selected band
Drag a band handle to adjust the frequency and gain.
The gain is reset by double tapping the ball.

If the balls for multiple bands are overlapping, the selection can be changed by tapping.

® Gaxis

Drag up or down to fix the frequency and adjust the gain.

® Faxis
Drag left or right to fix the gain and adjust the frequency.

O HPF/LPF
Drag to adjust the frequency. Double tap to turn on/off.

Multi-touch operations
* PINCH
Pinch to adjust the Q for the selected band.
Multi-band operations
The parameters for multiple bands can be adjusted all at once.
* BOOST
With three fingers, tap and hold the area above 0 dB and slide up or down to increase or decrease the
amount of boost for all boosted bands.
« CUT
With three fingers, tap and hold the area below 0 dB and slide up or down to increase or decrease the
amount of cut for all bands being cut at once.
EXPAND

With four fingers, tap and hold and slide up or down to expand or reduce the gain adjustment amount for
all bands at once. The same operation can be performed by placing three fingers across the 0 dB line and
pinching.

Boost band: Bands set in the boost area (the area above 0 dB). The boost amount for a band can be changed
using multi-touch operation.

Cut band: Bands set in the cut area (the area below 0 dB). The cut amount for a band can be changed using
multi-touch operation.
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DYNAMICS Scree

This allows for all dynamics parameters to be displayed and edited. This is convenient when you want to
make detailed dynamics settings for a specific channel.

Linrary

Filter

2@

topy

Default

©® Expand/collapse button

Expands or collapses the screen.

® Bankbutton

This allows you to switch between A and B as the storage destination for the dynamics parameters.

©® Typebutton

This is used to switch the dynamics type between LEGACY COMP, COMP260, GATE, DE-ESSER, EXPANDER, DUCKING,
FET Limiter (DYN2 of input channels and DYN1 of output channels only), and Diode Bridge Comp (DYN2 of input
channels and DYN1 of output channels only).

©  Multi Ch View button
Opens the Multi Ch View screen.

© Dynamics ON/OFF button

Switches dynamics on/off.

©® History button
When this is pressed, the last 10 seconds of history of the dynamics graph is displayed.
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Key In Filter (This area is not displayed if the dynamics type is De-Esser, FET Limiter, or Diode
Bridge Comp.)
This function sets the filter settings for the key-in signal pass.
* Filter selection button
Select the filter type from HPF, BPF, or LPF. Press a button that is on to disable the filter.
°Q
Displays the filter Q setting. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob.

FREQUENCY

Display the cutoff frequency setting of the filter. When the screen is pressed to select, the value can be changed by
sliding vertically or horizontally or using the [TOUCH AND TURN] knob.

Dynamics graph

Displays the input/output characteristics of the dynamics processors.

Mix Balance

The balance with the input signal can be adjusted.

Dynamics IN/OUT level meters/GR meter

These meters display the peak level of the signals before and after the dynamics processing, and the amount of gain
reduction. For a stereo channel, these meters display the level of both the L and R channels.

LIBRARY button

Press this button to display the CH LIBRARY screen.

COPY button

Copies the dynamics parameter settings stored in the bank (selected via the A/B switching button) to buffer memory.

PASTE button

Press this button to paste the settings that were copied in buffer memory to the dynamics of the currently-selected
bank. If valid data has not been copied into buffer memory, pasting is not possible.

COMPARE button
Press this to switch between and compare the settings stored in buffer memory and the currently-selected settings. If

valid data is not stored in the buffer memory, comparison is not possible.

DEFAULT button

Press this button to reset all dynamics parameters to the initial values.

KEY IN CUE button
This button cue-monitors the signal that is selected as the KEY IN SOURCE. The CUE will be canceled when you move
to a different screen.

NOTE

Even if the Cue mode is set to MIX CUE (the mode in which all channels whose [CUE] key is on are mixed and monitored),
turning on the KEY IN CUE button will cause only the signal of the corresponding channel to be monitored. All [CUE] keys that
had been turned on at that time will be forcibly canceled.
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KEY IN SOURCE selection buttons

Allows you to select one of the following as the key-in signal that will trigger dynamics processing.

e Self.......... Signal from the same channel.

e OtherPreDYN1........ Pre-DYN1 signals on other channels (selected from a group of 24 channels each) (only
Input Ch DYN1)

e OtherPreProc.......... Pre-Proc signals on other channels (selected from a group of 24 channels each) (only Input
ChDYN2)

e MXOut.......... MIX channel output signal

EXTIN1-4.......Signal selected as EXT IN 1-4

Type button

Select the type of dynamics from the following.

* Legacy Comp ..........This is a standard compressor that has been equipped with many of Yamaha’s legacy digital
mixers, such as PM1D and PM5D.
e Comp260........ This is an analog-style compressor based on Yamaha’s proprietary VCM (Virtual Circuitry

Modeling) technology. The compression curve setting (Knee) can be selected from 6 levels: Hard / Soft-1 /Soft-2 /
Soft-3 /Soft-4 / Soft-5. Although the attack/release times can also be adjusted, the preset settings reproduce the
fixed characteristics of the original unit being modeled.

* Gate...... This dynamics type reduces the output by a fixed value (Range) when a signal smaller than the
Threshold levelis input.

* De-Esser........... This dynamics type detects only the sibilants and other high-frequency consonants of the vocal,
and compresses its bandwidth.

¢ Expander........... This dynamics type reduces the output by a fixed Ratio when a signal smaller than the Threshold
levelis input.

* Ducking........... This dynamics type reduces the output by a fixed value (Range) when a signal greater than the

Threshold level is input. This is effective if you want to lower the volume level of background music (BGM) using
the Key In Source signal.

FET Limiter ........... This is a model of a FET compressor/limiter commonly used in studios. Because THRESHOLD is
fixed internally, the degree of compression is adjusted by adjusting the INPUT level.

Diode Bridge Comp ........... This is compressor modeling using Diode Bridge.

Dynamics parameter settings

Displays the dynamics parameter values. These can be adjusted using the screen encoder. The type of parameters
will vary depending on the currently-selected dynamics processor type.
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UTOMIXER Screen

DUGAN AUTOMIXER

peeiride  ovefride owerride
prest  prest preset

mute mute mite

e e T == e
£ 4 ( d d d

10 presst 11 presel 12 press

man

The screen contains the following items.
H Master field

© cChanneldisplay select buttons

Displays the auto mix gain meters and mode indicators (man (yellow), auto (green), or mute (red)) for each channel.
Press one of these buttons to select channels to be displayed in the channel control field below.

® oOverride/Preset/Mute buttons

These buttons are used to set up each group (a/b/c/d/e) selected in the channel control field. Only the buttons for the
selected groups will be displayed.

Override

Press this button to smoothly fade-in the levels of the channels (for which the override buttons are turned on) to 0
dB (unity gain). All channels for which the override buttons are turned off will be muted.

Preset

Press this button to place the corresponding group of channels into a mode (man, auto, mute) as indicated next to
the lit preset indicator.

* Mute

Press this button to fade out all channels immediately (in 0.5 seconds).

© resethbutton

Initializes the Automixer settings.
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O meters button

Switches the meter indicators displayed in the channel control field. Pressing the button repeatedly will switch
among gain (automix gain), input (input level), and output (output level).

NOTICE

¢ Normally, the meter should be set to display gain.

H Channel control field

Each channel is always in either man, auto, or mute mode. The indicators for the active channel mode will
light up. To select a mode, press the corresponding mode button or the PRESET button in the master field.

©® Levelindicator

Lights up green when the audio signal reaches the level appropriate for automatic mixing.

NOTICE

e Ifthe level indicator is flashing, raise the input gain. If the level indicator is illuminated red, lower the input gain.

®  Meterindicator

The meter indicator features three display modes. The mode will change each time the meters button in the master
field is pressed.

gain (Green): Displays the Automixer gain
input (Yellow): Displays the input level
output (Blue): Displays the output level

NOTICE

* Normally, the meter should be set to display gain.
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weight

The weight adjusts the correlated sensitivity between input channels. Balance the weight controls so that the auto
mix gain meters display approximately equal levels when there is no input. For example, if there is ongoing noise
near one microphone (e.g., computer fan or air vent), suppress it by reducing that channel’s weight. To change the
channel’s weight setting, use the [TOUCH AND TURN] knob to adjust the weight slider.

Automixer calculates the ratios of the input levels of a specific channel against all input channels within the group.
The following example explains how the weight control works.

H Raising the weight control for one channel:
¢ Increases that channel’s automix gain, and slightly decreases the automix gain on other channels.

¢ Channels with higher weight settings are more likely to gain automix gain (making it easier to be heard) than other
channels.

H Lowering the weight control for one channel:
* Decreases that channel’s automix gain, and increases the automix gain for other channels.

* Makes it more difficult for that channel’s mic to be differentiated from others when people are speaking on
multiple microphones at the same time.

group

Each channel can be assigned to one of five groups (a/b/c/d/e). This group function is helpful in the following
applications:

* When using multiple rooms: Assign the microphones in each room to different groups so that they can function as
separate automixers.

¢ Stereo panning: Assign the microphones panned left, right, and center to separate groups to maintain a stable
stereo presence.
override

Turning on the OVERRIDE button in the master field will place the corresponding channels into man mode or mute
mode, depending on the override button status of the channel.

When the channel’s override buttons are on, turning on the OVERRIDE button in the master field will place the
corresponding channels into manual (man) mode.

When the channel's override buttons are off, turning on the OVERRIDE button in the master field will place the
corresponding channels into mute mode.

Turn off the OVERRIDE button in the master field to restore the previous mode for that channel.
The Override function is useful when the panel discussion leader wants to control the system.
Follow the steps below.

1. Turn on the override button on the channel for the leader.

2. Turn off the override button on all other channels.

3. Turn on the OVERRIDE button in the master field as necessary.

Channel number
The channel number and channel name to be inserted are displayed.

Press to set the channel to be inserted.

preset button

Press this button to select a channel mode (man, auto, or mute) that will be engaged if the PRESET button in the
master field is turned on. The indicator will light up indicating when preset has been programmed for that channel.
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Screens > AUTOMIXER Screen

©® man/auto/mute buttons
Switches man/auto/mute.

man: There is no automixing, and the audio signal passes through at unity gain. Use this mode for singing through a
microphone.

auto: Automixing is turned on. Use this mode for dialog or speeches.

mute: The channel’s output is muted.
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Screens > SCENE Screen

Scene List screen

This screen is used to manage scenes with saved mixer settings.

Seane List cal @ Gl 5t Commant

©® scenelist

This area displays information about the scenes stored in memory.

©  sortbuttons
The list will be sorted as follows, according to the column header you pressed.
* No.

Sorts the list in order of scene number.

Title

Sorts the list in numerical/alphabetical order by title.

Comment

Sorts the list in numerical/alphabetical order of comments.

Time Stamp

Sorts the list by date and time of creation.

NOTE

By pressing the same location again, you can change the direction (ascending or descending order) in which the list is sorted.

©® Current scene select button

Press this button to select the scene that was recalled or stored most recently. The current scene is highlighted in
green in the list.

O scene number

Displays the current scene number.
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(5]

Scene title button

Displays the title assigned to the scene. Press to display the keyboard to edit the title. The maximum number of
characters in a scene title is 16.

Protect (lock) symbol

Displays the write protect enabled/disabled status. Press to write-protect the scene, and the button lights up. Press it
again to cancel write protection.

Selected scene

The scene highlighted in blue in the list is the currently selected scene.

Clear Mix Data button

Press this button to initialize the current scene.

Delete button

Press this button to erase the selected scene.

Duplicate button

Press this button to duplicate the selected scene.

Delete Duplicate Undo button

Undoes the delete and duplicated operations. This function is valid only immediately after you perform these
actions.

Store button

Stores the current mix data as a new scene. Press to display the SCENE Store screen used to name and save the
scene.

Update button

Updates scene data by overwriting the scene (that has been recalled or stored most recently) with the current mix
data.

Update Undo button

Undoes the store operation. This is valid only if the immediately previous action was an overwrite save.

Recall button

Press this button to recall the currently-selected scene.

Recall Undo button

Undoes the recall operation. This is valid only if the immediately previous action was a recall operation.

Total Scene Usage display

Displays the state of scene resource usage. The maximum number of scene data is 500.
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Scene List screen (Comment)

This screen is used to manage scenes with saved mixer settings.

Comment

Scenel

o]

Delate
.

Buplleate

© comment field
Press this to display the keyboard to input scene comments.

The maximum number of characters in a comment is 32.

® status field

Indicators in this field display the settings for Focus (Focus), Fade (Fade Time), Play (Playback link: a function which
plays a desired song a certain period of time after a scene is recalled), GPI (GPI: General-purpose interface), MIDI, and
Scene Link.

©® Time Stamp field

Displays the date and time a scene was saved. For details about the Time Stamp display format, refer to "Setting the
date and time of the internal clock".
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Scene List screen (Focus)

When recalling a scene, this screen allows you to select which part of the data is to be recalled.

Scene List

No. ~

100 © Scenel

© Focus button

Enables or disables the Focus function for each scene

® setbutton

Press this button to access the FOCUS screen, which allows you to select the parameters to be recalled.

©  Focus parameter display section

These indicators display the Focus settings that are specified for each scene (green: all parameters; blue: partial
parameters).
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FOCUS screen

When recalling a scene, this screen allows you to select which part of the data is to be recalled.

©® cChanneldisplay

Displays the channel name.

® Category select list

Selects the category of parameters to be displayed on screen. You can press the + or - button located beneath the list
to expand or collapse the channel parameter display for each category.

© ALL Channel Focus ON button

Specifies whether you want to apply the Focus function to all channels.

O cChannel Focus ON button

Turn Focus on/off for each channel.

© AU On button

Turns Focus on for all parameters on all channels.

O All parameter settings ON button

Turns on/off the Focus setting for all parameters that are associated with the corresponding channels.

© Al channel settings ON button

Turns the Focus setting on/off for all channels associated to the selected parameter.

© Parameter setting ON button

Turns the Focus setting on/off for parameters on each channel.

77



Screens > SCENE Screen

(9]

Set by SEL button

When this is on, the [SEL] key can be used to turn on/off the channel focus setting.

All On button/All Off button

Turns all the settings on/off.

Library button

Press this button to open the Focus library screen.

Revert button

Cancels the temporary changes and restores the previous settings while Focus settings are being changed.

Apply button

Press this button to apply the settings after changing the Focus settings. A dialog box is displayed for you to confirm
the change.

Input, Output/DCA tabs

Press this to display the screen for setting the focus for each channel.

Rack tab

Press this to display the screen for setting the Focus for each Rack (Premium, FX, EQ, Automixer).

Bus/Others tab

Press this to display the screen for setting the Focus for the Mix bus type, channel link and fader layer positions.
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Scene List screen (Fade Time)

When a scene has been recalled, this screen allows you to set the function to continuously change the fader
for any channel over a certain period of time until the fader reaches the desired value.

Fade Time

Total Scon

© Fade button

Enables or disables the Fade function for each scene.

® Individual button

Switches the fade function between Global mode and Individual mode. Turn this on to set the fade time and offset
time for each channel. When on, input channels can also have their Pan set individually.

©® setbutton

Press to display the Fade Time screen where you can select a channel to use the fade function and set the fade time
(the time it takes for the fader to reach the new value). In Individual mode, the Individual Fade Time screen is
displayed.

O Fade Time display

This area displays the fade time set for each scene.
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FADE TIME screen

This screen allows you to select the channel to which the fade effect will be applied and to adjust the fade
time.

FADE TIME

© cChanneldisplay field
Highlights the channels/DCA selected in channel selection field @ to which the fade effect is applied.

® channel select field
Allows you to select the channels/DCAs to which the fade effect is applied.

©  setby SEL button
When this button is on, you can add a channel by using the corresponding [SEL] key.

® Fade Time setting display

This sets and displays the Fade time. Use the corresponding screen encoder to adjust the value.

© All On button/All Off button

Turns all the settings on/off.
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Individual Fade Time Screen

This screen sets the fade time and offset time for each channel.

INDIVIDUAL FADE TIME

7)unselect

Fade Time
0.0

©® cChannelselect field
Allows you to select the channels/DCAs to which the fade effect is applied.

Press this to display a popup window.

®  Fader button
Sets and displays the on/off status of the Fader fade function.

© Panbutton

Sets and displays the on/off status of the Pan fade function. Input channels only.

O Fade Time setting display

This sets and displays the Fade time. These can be adjusted using the [TOUCH AND TURN] knob or the screen
encoder.

© start Offset setting display
Sets and displays the start offset. These can be adjusted using the [TOUCH AND TURN] knob or the screen encoder.

O selectAll button

Selects all channels.

@ Unselect button

Clears all channel selections.
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Scene List screen (GPI)

This screen is used to set the output of control signals from the GPI to external devices when a scene is
recalled.

Scene List

No,

Fig
Loo Scenel

©® GPlbutton

If this is on and the selected scene is recalled, a control signal will be output.

®  GPIparameter display section

This indicator displays the GPI setting status (Local and PY Slot) set for each scene. Press this section and then set in
the popup window that is displayed.
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Scene List screen (Playback Link)

This screen allows you to set a link so that a specific audio file on a USB flash drive will play when a scene is
recalled.

Scene List

>
Scenel

© Playbutton

Enables or disables the Playback Link function for each scene.

®  songselection button

Press this button to display the Playback Link screen, where you can select a song and set the offset time (the time
between recalling a scene and starting playback). The title of the selected song will be displayed on the button.

© Offset time display

This displays the time duration from scene recall until the start of playback of the specified audio file. The offset time
is set on the Playback Link screen.
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PLAYBACK LINK Screen

PLAYBACK LINK

001  Songl 00:00:00

The screen contains the following items.

©® PATH indicator

This area indicates the current directory path.

®  song Title/File Name buttons

Switches the list display between song names and file names.

©® songTitle/File Name list
Displays the song names and file names of audio files in the \YPE\SONGS)\ folder.

O Artist list
Displays the artist names of audio files in the\YPE\SONG\ folder.

O oOffset

Use the [TOUCH AND TURN] knob or the screen encoder to set the time from the recall operation until audio file
playback starts.
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Scene List screen (Scene Link)

In Split mode, this screen is used to set the link between the A side scene and the B side scene.

The scene on the opposite Split side can be linked to the scene on the current Split side. When a scene is
recalled, the linked scene is also recalled.

Scene List A Recall Safe s Global Paste Comment Focus ade Time L MID| Scene Link

No.

100 scenel

©® Scenebutton

Enables or disables the scene link function for each scene.

®  scenetitle button

Displays the title assigned to the scene. Press this button to display the Scene Link screen.
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Recall Safe screen

This sets the Recall Safe when a scene or preset is recalled.

Recall Safe is a function that excludes only specific parameters/channels (DCA groups) from Recall
operations.

Recall Safe

Dzlz(z|zlzl2|lz|2|2]|2|2

©® cChanneldisplay

Displays the channel name.

® Category select list

Selects the category of parameters to be displayed on screen. You can press the + or - button located above the list to
expand or collapse the channel parameter display for each category.

©  ALL Channel Recall Safe ON button

Sets whether the Recall Safe function is applied to all channels.

O channel Recall Safe ON button

Turns Recall Safe on/off for each channel.

© AUl ON button

Turns Recall Safe settings on/off for all parameters on all channels.

©® Al parameter settings ON button

Turns the Recall Safe settings on/off for all parameters belonging to the channel.

@ Al channel settings ON button

Turns the Recall Safe settings on/off for all channels related to the selected parameter.

© Parameter setting ON button

Turns the Recall Safe settings on/off for parameters on each channel.
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Set by SEL button
When this is on, the [SEL] key can be used to turn the Recall Safe settings on/off for the channel.

Input, Output, and DCA tabs

Press this to display the screen for setting the recall safe for each channel.

Rack tab

Press this to display the screen for setting the recall safe for each Rack (Premium, FX, EQ, Automixer).

Bus/Others tab

Press this to display the screen for setting the recall safe for the Mix bus type, channel link, and fader layer positions.
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Global Paste screen

Sets the function to copy-and-paste the settings of a desired channel or parameter to the scene data in
memory.

Global Paste

Paramater Destination Scene

8

Title
Scenel
Scenel

Scened

Status field

© status

This displays the parameter to be copied from and the scene it will be pasted into.

® Paste button

Press this button to paste the selected item(s) to the scene in memory.

Parameter field

©  set by Edit button

When this is set to on, you can select channels and parameters by operating the panel or touch screen.

O Clear button

This can cancel the selected parameter. This is displayed when the Set by Edit button is set to on.

© Manual button

Press this button to display the Global Paste Parameter screen. On this screen, select the channel and parameter to
be copied from.

©® Bankbutton

Press this to recall the parameter settings stored in the Bank button. Press the selected Bank button again to display
the keyboard screen.
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Destination Scene field

(8]

SUM button
When this is on, SUM mode is enabled. In SUM mode, multiple Scene Group settings can be applied.

Scene Group button

Press this button to apply the saved settings to the Destination Scene list in SCENE LIST. Press the selected Scene
Group button again to display the keyboard screen.

Scene list

Select the scene being pasted into the (Destination Scene). The selected scene will be displayed with a highlight.

Press the Scene Group List in the Group column to display only the groups to which each scene is associated.

Save button

When this is on, Save mode is enabled. In Save mode, the contents of the scene list can be saved to the selected
Scene Group.

AU button

Selects all the scenes in a scene list.

Clear button

Clears the highlighted selection in the scene list.

Selected scene display

This displays the number of selected scenes.
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Scene List Screen (MIDI) (Theater Package Compatible)

Multiple MIDI events can be issued when a scene is recalled.
There are four types of MIDI messages that can be used:

* Note On

C2(0) - G8 (127) (Velocity is fixed at 127.)

Note Off

C2(0) - G8 (127) (Velocity is fixed at 0.)

Program Change

No.1-128

Control Change

NO.0-119, Value 0 - 127

Scene List

MIDI Tx

“ scenel

Scene2

© MIDI button

When on, the set MIDI message will be issued when the scene is recalled.

® setbutton

Opens the MIDI screen where you can set MIDI messages linked to scene recall.

©®  MIDI message indicator

Displays MIDI messages linked to scene recall. MIDI messages are sent in order from left to right.
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MIDI TX Screen

3 MoteOn Program Change Controd Change

Nty On

@ c-2(0)

The screen contains the following items.

Device selection button

Press this button to display the screen for selecting USB or PY. When PY is selected, either an "Online" (green),
"Virtual" (yellow), or "No MIDI" (gray) indicator is displayed according to the status of the PY card.

MIDI CH selection buttons

Press this button to display the screen for selecting CH1-CH16 or CH ALL. If set to CH ALL, MIDI messages will be sent
on all channels.

MIDI message command button

Press this button to display the screen for selecting MIDI commands.

MIDI message parameter knob

Set parameters with the [TOUCH AND TURN] knob and screen encoder. For Control Change, CTL is operated using the
screen encoder, and Value is operated using the [TOUCH AND TURN] knob.
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AFC IMAGE screen

Scene List

This screen contains the following items.

© AFCImage button

Sets the scene number to be linked with AFC Image when a scene is recalled. This function can be turned on/off using
Scene Recall Sync on the Immersive tab of the NETWORK screen.
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GENERAL Scree

This displays the version and license.

This sets the brightness of the touchscreen, top panel LEDs, USER DEFINED KEYS display, and LED lighting
bar.

GENERAL

- = 1
(12) Actor 2 License

+48V Active Name
4 Language

3 Dpelay
Compensation

9 ON 5 English i

Console
6 Lock

a

Contrast Brightness (W}
8 9 Bank A

Color Bar Screen

15 15 15 Bank B

The screen contains the following items.
©® Vversion

This shows the version of the system software.

® License button

Press this button to display the LICENSE screen that displays the system software license.

© Delay Compensation button

Press this button to open the Delay Compensation screen, which automatically adjusts the delay (timing) caused by
inserts or DSP processing resulting from routing.
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Screens > GENERAL Screen

o

+48V Active button
Switches phantom power (+48V) on/off. When this button is off, phantom power will not be supplied even if the +48V
button for the channel with the [INPUT] jack input is on.

NOTE
Precautions related to phantom power
Observe the following precautions to prevent damage to the main unit/external devices and noise.

Turn off phantom power if it is not needed.

Turn it off when connecting a device that does not support phantom power to the [INPUT] jack on the back.
Do not connect or disconnect a cable to the [INPUT] jack on the back while phantom power is on.

Turn on/off with the output control set to minimum.

Name Language button

Select the language to use for channel names.

NOTE

Use DM Editor or DM StageMix for input in languages other than English. If the selected language setting and the language
used for the channel name are different, some characters may not be displayed properly.

Console Lock button

This button executes the Console Lock function. If a console password has been set, pressing this button will display
the PASSWORD popup window. If the correct password is entered, Console Lock will be executed. If the console
password has not been set, pressing this button will execute the Console Lock immediately.

Fan button
This is a switch that toggles the speed of the internal cooling fan between HIGH and LOW.

Contrast
¢ MiniLCD
Sets the contrast of the characters in the USER DEFINED KEYS display on the top panel.

Brightness
Mini LCD
Sets the brightness of the top panel USER DEFINED KEYS display. The brightness of the color bar on the USER

DEFINED KEYS display also changes at the same time. After setting the brightness of the USER DEFINED KEYS
display, use the Color Bar if you want to adjust the brightness of the color bar on the USER DEFINED KEYS display.

Color Bar

Sets the brightness of the color bar of the USER DEFINED KEYS display on the top panel. You can set the relative
brightness of the color bar on the USER DEFINED KEYS display without changing the brightness of the USER
DEFINED KEYS display.

Panel

Sets the brightness of the top panel LEDs.

Screen

Sets the brightness of the touch screen.

Light

Sets the brightness of the LED lighting bar at the top of the top panel.

Color
Sets the color of the LED lighting bar at the top of the top panel.
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@® Bankbutton
This selects the bank (A/B) in which panel settings are set.

®  Actor button (Theatre Package compatible)
Press this button to display the ACTOR screen.
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Screens > DELAY COMPENSATION Screen

DELAY COMPENSATION

Current DSP Latency: STEREO

(Sampleing Rate =96 kHz) Tsamples 164 samples 171 samples

(1.64 ms) (1.71 ms) (1.78 ms)

Input Inserts Qutput Buses Output Inserts

The screen contains the following items.

NOTE
By default, only INPUT INSERTS is on.

© INPUT INSERTS COMPENSATE button

When this is on, the delay caused by the input channelinserts is automatically adjusted. When using this
compensation, all input channel signals will be delayed by 44 samples.

© OUTPUT BUSES COMPENSATE button

When this is on, delays for each bus in the MIX/ST/MATRIX are automatically adjusted. When using this compensation,
output from the MIX bus is delayed by 18 samples and the output from the STEREO bus is delayed by 9 samples.
When used simultaneously with OUTPUT INSERTS COMPENSATE, the output from the MIX bus is delayed by 132+18
samples, the output from the STEREO bus is delayed by 132+9 samples, and the output from the MATRIX bus is
delayed by 132 samples.

© OUTPUT INSERTS COMPENSATE button

When this is on, the delay caused by the output channel inserts is automatically adjusted. When using this
compensation, output signals from the MIX bus is delayed by 44 samples, the output from the STEREO bus is delayed
by 88 samples, and the output from the MATRIX bus is delayed by 132 samples.

sample fs 48kHz fs 96kHz
9 0.19 msec 0.09 msec
18 0.38 msec 0.19 msec
44 0.92 msec 0.46 msec
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Screens > DELAY COMPENSATION Screen

sample fs 48kHz fs 96kHz
88 1.83 msec 0.92 msec
132 2.75 msec 1.38 msec
13249 2.94 msec 1.47 msec
132+18 3.13 msec 1.56 msec
@ Latency display

This displays the latency (msec) from the time a signal enters the DSP (engine) and passes through the INPUT until it

is output to each bus. Latency is added when Delay Compensation is applied. This will vary according to the Fs
(sampling rate).

o MIX..oooooiiiiins Latency from INPUT to MIX OUT
e STEREO ............. Latency from INPUT to STEREO OUT
* MATRIX............. Latency from INPUT to MATRIX OUT
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Screens > USER SETUP Screen

USER SETUP Screen

USER SETUP screen

USER SETUP

Curre

1) Administrator

5 7 . 8
(O] =)

User Dofined Knobs Usar Definad Keys

Freference

The screen contains the following items.

©® CurrentUser button

Press this to display the screen used to switch the logged in user.

©  UserLevel button
Press this button to display the CREATE USER KEY screen used to set the logged-in user.
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(3]

o

Save Key button

Press this to display the screen to overwrite and save the user authentication key.

Select Dntlasicn b Sa

BARILEHTY

The power user (Administrator) can use an empty slot for a new save.

Change Password button

Press to display the screen to change the password.

Lol PasTwec:

Preference button

Press this button to display the “PREFERENCE screen” (p.100) where various preferences can be set.

User Defined Keys button
Displays the - 1) > 2 h%d% D £ A --- where you can configure the USER DEFINED key settings.

User Defined Knobs button

Press this to display the “USER DEFINED KNOBS screen” (p.106), where you can set the parameters related to the
USER DEFINED knobs, and assign functions to the Channel Strip encoders.

Custom Fader button

Press to display the “CUSTOM FADER screen” (p.104), where you can make settings for custom faders, which can
freely combine channels.

Create User Key button
Press this to display the CREATE USER KEY screen used to create new users.

Guest User Level button (Power User (Administrator) only)
Press this to display the “GUEST USER LEVEL screen” (p.115), where you can set the guest user login.
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Screens > USER SETUP Screen

PREFERENCE screen

Administrator PREFERENCE

Preference 1

——

Store/Recall Confirmation Auto Channel Select Panel Assistance [CUE] > [SEL] Link

Bl e |0 e |
@Update “ @ Output ON Output “

DCA Roll-out

v
Recall ON Use Fader Touch Roll-out to Next Bay

Error Messages

Patch Confirmation Fader Touch Sensitivity [ON] Keys Digital /0 “
v
Change @ 2 During SOF Send
® @« [EN
- v
Steal 12 LA L e During MUTE Override
— ot [JEI vancenere [ R
Global Paste Confirmation
® - Ell | © ~ IEN
[SEND SEL] > [CUE] Link
st “ “

©® store/Recall Confirmation
Allows you to turn on/off options related to scene store/update/recall operations. When this is on, a confirmation
message is displayed when you perform a Store, Update, or Recall operation.
®  Patch Confirmation
Allows you to turn on/off options related to patch operations.
¢ Change
When this is on, a confirmation message is displayed when you edit an input patch or output patch.
e Steal

When this is on, a confirmation message is displayed when you edit an input or output patch that is already
patched to a port.
© Global Paste

When this is on, a confirmation message is displayed when you perform a global paste.

® Auto Channel Select
Sets whether a channel is selected when you operate its [ON] key or fader.
¢ Input

Output

This can be turned on/off separately for input channels and output channels.

Use Fader Touch

Touching a fader will automatically select the corresponding channel via the Touch Sense function built into the
fader.

© Fader Touch Sensitivity

The Touch sensitivity can be adjusted in five steps. Higher values provide greater touch sensitivity.
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Screens > USER SETUP Screen

O [FADER BANK] > [SEL] Link

Specifies whether channel selection will be linked with fader bank selection. You can set this parameter separately
for INPUT (input channels), OUTPUT (output channels), and CUSTOM (custom fader bank). If this button is on, when
you select the corresponding fader bank, the channels in that bank that was selected most recently will be selected,
and its [SEL] key will illuminate.

@ Panel Assistance
If the Panel parameter in the Brightness field is set to less than 50%, when this is set to on, all the LED indicators on
the panel will be dimmed.

O DCARoll-out

Roll-out to
Sets the Bay used for DCA Roll-out.

© [ON]Keys

During SOF

Selects the operation of the [ON] keys in SENDS ON FADER mode.

e Send.................... Turns Send on/off

¢ Channel............... Switches the channel on/off
This is useful when the monitor engineer wants to control the channel on/off at all times, even during SENDS ON
FADER.

During MUTE

Selects the operation of the [ON] keys while muted.

e Override.................... Turns mute on/off

e ChannelOff............... Switches the channel on/off

@® [SEND SEL]>[CUE] Link

When in SENDS ON FADER mode, this turns on/off the CUE state follow operation when the destination bus is
switched.

@ [CUEI>[SEL] Link

Sets whether channel selection will be linked with cue operations.

®  Error Messages

Digital /0

If this is on, and a digital audio /O error (Console AES/EBU input/output, PY slot digital input/output) occurs, an
error message will be displayed.

MIDI I/O

If this on, if a MIDI transmission/reception error occurs, an error message will be displayed.

DANTE Alert

When this is on, if a Dante error occurs, an error message will be displayed.
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Preference2 Tab

Administrator PREFERENCE

Preference 2

e —

o Home Key Behavior

Selected Ch

Suenden “

FADER BANK] > [Meter] Lini

9 Selected Ch View

v
Module

® Home Key Behavior

Sets the behavior of the HOME key.
When the HOME key is pressed, the display switches to the screen that is turned on (Selected channel view /
Overview).

® [Fader Bank]>[Meter]
Sets whether the Meter display will be linked with fader bank selection.

® selected Ch View

Selects the mode for Selected Ch View.
Module : Adjusts parameters by function.
Channel : Adjusts parameters for the selected channel.
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Surface Screen (DM7 Only)

This is used to set link layer selections for multiple surface Bays.

Administrator PREFERENCE

Surface

Sends on Fader

©® Bank

Press this to recall the saved setting.

® SEL

Links channel selections.

©® Bay

This links Bay settings and fader layer selection.

© SENDS ON FADER
This links the SENDS ON FADER on/off and destination bus.
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CUSTOM FADER screen

CUSTOM FADER screen

Administrator CUSTOM FADER

Custom1A

Custom1B

Custom1C

Custom1D

Custom1E

The screen contains the following items.

(2]

Bay selection buttons

This allows you to select a Bay or master fader to which you want to assign a combination of channels.

Bank select buttons

This allows you to select a bank to set up.

Set BY SEL button

When this is on, channels can be assigned to the currently selected fader assign button using the [SEL] key.

NAME popup button

Press this to display the keyboard used to name layers.

Fader assign button

Selects the position to assign a custom fader. Press the selected fader assign button again to display the CH SELECT
screen for selecting the channel to assign. The assigned channels will be displayed.

Layer Clear button

This button sets the settings for the currently selected layer to unassigned. Press this button to open the
confirmation screen, and press the OK button to execute. Otherwise, press the CANCEL button to return to the
previous screen without changing anything.

Layer Copy button

Copies the selected layer.
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(8]

Layer Paste button

Pastes to the selected layer.

Move button

1. Select Fader(s) 2. Select a position 3. Execute

b 5 Cancel
to Move from: | To Move into:

Press to enter MOVE mode to move the fader. After using the fader assign button to select the move source, press the
To button. Next, select the fader assign button for the move target, and press the Move button.

Insert button

1. Select a position 2. Set Numbers of 3. Execute
to Insert: Blank(s):

Press to enter INSERT mode to add a fader. After selecting the position to be added using the fader assign button,
select the number of additions (1-4). Next, press the Insert button.

Clear button

Selected Fader(s)
To Clear:

Clear

Press to clear the assigned fader (no assignment).

Press to enter CLEAR mode to delete the fader block. After using the fader assign button to select the fader to be
deleted, press the Clear button.
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USER DEFINED KNOBS screen

Administrator USER DEFINED KNOBS

utility )

Brightness a7 Brightness i Brightness 7 Brightness
Mini LCD Color Bar Panel Light

(10) encoder Mode

Pan/Balance
HPF Frequency
DYN1 Threshold
DYN2 Threshold

Pan/Balance

The screen contains the following items.
© Targetbutton
Select the USER DEFINED knob to be set from the Utility screen or DM7 Control.

© Bank1-4tabs
Allows you to switch between the banks ([1]/[2]/[3]/[4]) for the USER DEFINED knobs.
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© Edit Label button

Press to enter edit mode, which allows you to set the title and color.

No Assign

No Assign

[

Press again to return to normal mode.

©® USER DEFINED KNOBS A-D

These buttons correspond to the USER DEFINED knobs [A]-[D] on the panel. Press this button to display the USER
DEFINED KNOB screen, where functions can be assigned. If nothing is assigned to the button, "No Assign" is
displayed.

© Clear Bank button

Press this button to display a confirmation message. Press OK to clear all current Banks.

©® CopyBank button

Press this button to copy the current Bank.

@ Paste Bank button

Press this button to display a confirmation message. Press OK to paste the copied Bank settings.

©® Clear button

Press this button to enter clear mode. Select the knob you want to clear and press the Clear button.

© Copy button

Press to enter copy mode. Select the knob you want to copy. However, ShortName and Color are not copied between
the Utility screen and DM7 Control.

to be Pasted

Paste button

Press this button to enter paste mode. Press the knob you want to paste to select it. (Multiple selections are allowed)
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@® BayEncode Mode

Use the screen encoders to select the function you want to assign. You can assign the following functions.

Pan/Balance

Analog Gain

Digital Gain
Auto A.G./D.G.
HPF Frequency

LPF Frequency
DYN1 Threshold
DYN2 Threshold
Delay

Selected Send
MX 1-48 Send
MT 1-12 Send
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USER DEFINED KEYS Screen

Administrator USER DEFINED KEYS

Target Bank

ORE o TR ]

Rank Scene

Clear Recall Undo

- Key
.
-

Bank cEn

Copy E]
Bank Copy

@

The screen contains the following items.
© Targetbutton
Select the USER DEFINED key to be set from the panel (Surface), Utility screen, or DM7 Control.

® Banktab
Switches the bank of USER DEFINED keys ([A] to [D] on the panel and DM7 Control, 1 to 4 on the Utility screen).
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Edit Label button

Press to enter edit mode, which allows you to set the title and color.

Title

Linel

Line2

Line3

- ) 2

Press again to return to normal mode.

USER DEFINED KEYS

These buttons correspond to USER DEFINED keys [1] to [6] on the panel (or USER DEFINED keys 1 to 12 on the Utility
screen). Press this button to display the USER DEFINED KEY screen, where functions can be assigned. If nothing is
assigned to the button, "No Assign" is displayed.

Clear Bank button

Press this button to display a confirmation message. Press OK to clear all current Banks.

Copy Bank button

Press this button to copy the current Bank.

Paste Bank button
Press this button to display a confirmation message. Press OK to paste the copied Bank settings.

Since Surface, the Utility screen, and DM7 Control differ in the number of banks, the method of copying and pasting is
different. Patterns (Left, Middle, Right) will be displayed, so select one and execute.

Clear button

Press this button to enter clear mode. Select the key you want to clear and press the Clear button.
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Copy button

Press to enter copy mode. Select the key you want to copy.

Paste button

Press the key you want to paste to select it. (Multiple selections are allowed)
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CREATE USER KEY screen

This screen allows you to create user authentication keys and save them to the main unit or to a USB flash
drive.

CREATE USER KEY

Administrator )

Ch Operation Current Scene

Scene Store Monito m
Librar Syste| mil.r
List Setup Setup

©® UserName

This displays the user name. Press here to display the keyboard screen which you can use to enter a user name of up
to 16 characters.

® Comment

This displays user-related comments. Press here to display the keyboard screen which you can use to enter a
comment of up to 32 characters.

©® Password

This sets the password. Press here to display the keyboard screen which you can use to enter a password of up to 8
characters.

O Power User

This sets whether or not power user rights are granted.

© Al On/Al Off

This permits/clears all items that can be set.
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Ch Operation

Sets the range of operation for each channelin the input channels, output channels, and DCA groups. The currently
selected channel is the target of the setting. In the lower portion of CH OPERATION, the settings for the currently-
selected channel are displayed. The channel to be set is selected by pressing the [SEL] key on the panel or select
channel. The type of buttons displayed depends on the selected channel/group.

¢ INPUT channel...................... [HA], [Processing], [Fader/ON]

¢ MIX/MATRIX channel...................... [With Send], [Processing], [Fader/ON]

e STEREO channel...................... [Processing], [Fader/ON]

* DCAgroup........ccccccvnnne. [DCA Main], [DCA Group Assign]

e HA....cooovvve Restricts operations on the HA (head amp) patched to that channel.

* Processing...................... Restricts operation of general signal processing parameters (except faders, [ON] key,
send level, etc.) for that channel.

* FADER/ON...................... Restricts operation of faders, [ON] key, send level, etc. for that channel.

* WithSend...................... Restricts send parameter operations to that channel.

¢ DCAMain.................... Restricts operation of the fader, ON/OFF, and ICON/COLOR/ NAME for that DCA group.

* DCA Group Assign...................... Restricts the assignment change operations for that DCA group.

e SetbySEL........cccceuee When this button is on, pressing the [SEL] key for the appropriate channel on the panel

will collectively set/reset the above operation authorizations for that channel.

Current Scene

This sets the range of possible operations for current scene memory.

¢ Input Patch/Input Name...................... Restricts operations on patches and names for input channels.

¢ Output Patch/Output Name...................... Restricts operations on patches and names for output channels.

e BusSetup........c.ccoee.. Restricts bus setup operations.

* Premium Rack/FX Rack/EQRack...................... Restricts operations on the different racks. This is set on the RACK
CREATE USER LEVEL screen displayed when this area is pressed.

¢ Mute Group Assign/Control...................... Restricts mute group assignment and mute group control operations.

¢ Automixer.... Restricts Automixer operations.

NOTE
For the DM7 Compact, faders that are not available for that model will not be displayed.

Scene List

This sets the range of possible operations for scene memory

e Store/Sort...................... Store/sort operations

e Recall........ccooeennene Recall operations

Library List

This sets the range of possible operations for each type of library.
¢ Store/Clear...................... Store/Clear operations

* Recall.........cccceueee Recall operations
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@® Monitor Setup

This sets the range of possible operations for monitor setup.
* Oscillator
¢ Talkback

¢ Solo

® system Setup

This sets the range of possible operations for system setup.
* Mixer Setup

* Output Port

* MIDIGPI

¢ Dante

NOTE

The details of the restrictions with the Dante button are shown below:

Changing the DANTE Control ID

Changing the Secondary Port setting

Changing control authority for Dante Patch changes (This Console or Dante Controller)
Changing the Bit Depth

Changing the Latency

Changing the Device Mount

Changing the Remote HA Assign

Changing the Dante Input Patch

Changing the Dante Output Patch

Changing the Dante Input Patch Library (Recall changes only)

Changing the Preferred Leader

If operation has been restricted, a "Permission Denied" message is displayed at the bottom of the screen.
The factory default setting is Off (no restrictions).

® Create button

This creates user authentication keys containing the user rights that have been set.
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GUEST USER LEVEL screen

This screen displays and changes the user level.

GUEST USER LEVEL

:
= -

Allon  AlOF

Ch Operation Current Scene

Monitor
Library System Mixer | Output MIDI
o Setup enw Port GPI

The setting items conform to CREATE USER KEY.
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BUS SETUP scree

BUS SETUP Screen

This changes the basic bus settings (stereo/mono switching, Pan Link, etc.).

BUS SETUP

1 2 For Input Channels
Signal Type Bus Type Pan Link / N-1 Owner
Stereo

Mix Minus

Stereo

Stereo

Mix Minus

© signal Type switch buttons

This allows you to select how signals are processed for every adjacent pair of buses. You can select either Stereo
(stereo signal) or Monox2 (2 monaural signals).

® Bus Type select buttons

This selects the bus type for every adjacent pair of buses. You can select Vari (variable send level), Fixed (fixed send
level), or Mix Minus (Broadcast Package compatible).

© PanLink button

This button will be displayed only if Signal Type is Stereo and the bus type is set to Vari. If the button is on, the signals
routed to the corresponding channels will link with the To Stereo pan setting.

N-1 Owner button

This appears when Mix Minus (Broadcast Package compatible) is selected. If you press this button, a screen where
you can select the Owner channel for mix minus settings (input channels that use mix minus) will be displayed.
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BUS SETUP (Send Point) screen

BUS SETUP

Send Point
{ t)

2 SendTo 4  Pre Point 5 | Post Point 6 Follow

< MX1 > —Furenf— ovH1 f—{  EQ

The screen contains the following items.

© channellist
This displays the channels.

® SENDTO
Selects a channel on the MIX/MATRIX bus as the signal destination. Press < to switch to the previous channel and > to
switch to the next channel. Press V to display a list of channels and you can switch to any channel.

© Al button

Press this to apply the selected send point to all channels simultaneously.

O Pre send point select buttons

This allows you to select the send point for each channel for which Pre is turned on. These buttons correspond to the
following parameters.

Buttons Send Point

Pre Filter Immediately before the filter

Pre Dynal Immediately before DYNAMICS1

Pre Proc Immediately before EQ and DYNAMICS2
Mid Proc Between EQ and DYNAMICS2

Pre Fader Immediately before the fader

© Postsend point select buttons

This allows you to select the send point for each channel for which Pre is turned off (Post). These buttons correspond
to the following parameters.
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Post Fader Immediately after the fader

Post ON Immediately after the [ON] key

O Follow setting buttons

Allows you to select for each channel whether the signal sent to the MIX/MATRIX bus will follow the ON/Fader/DCA
settings regardless of the send point. These buttons correspond to the following parameters.

ON Follow ON
Fader Follow Fader
DCA Follow DCA
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WORD CLOCK Screen
This screen sets the DM7 Series word clock.

WORD CLOCK

Cloc

Unlock

WORD CLOCK

Unlock
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WORD CLOCK

Unlock

WORD CLOCK

Unlock

©® Clock frequency display

This displays the frequency (48 kHz or 96 kHz) of the currently-selected clock. If this is not syncing, "Unlock" is
displayed at this position.
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Clock status display

This displays the status of synchronization to the clock (status) for each clock source. The details of each display is
explained below.

Locked (blue)

Indicates that a clock synchronized with the selected clock source is being input. If an external device is connected
to the corresponding connector or slot, it indicates that a clock is being input or output properly between that
device and the DM7 Series. If the sampling frequency is close, this status may be displayed even if not
synchronized.

Locked but not sync’ed (yellow)

Avalid clock is being input, but is not synchronized with the selected clock source. If an external device is
connected to the corresponding connector, it indicates that a clock is not being input or output properly between
that device and the DM7 Series.

SRC On (green)

This is the status applied to PY slots and [AES/EBU] terminals. This indicates that the SRC (Sampling Rate
Converter) is enabled for the corresponding channel. Therefore, even if it is asynchronous, normal input/output is
performed with the DM7 Series.

Unlocked (red)

Avalid clock is not being input. If an external device is connected to the corresponding connector, it indicates that
a clock is not being input or output properly between that device and the DM7 Series.

Unknown (gray)

This indicates that the clock status cannot be detected because there is no valid clock input. You will be able to
select this connector/slot, but successful synchronization cannot occur until a valid connection is established.

NOTE

If the indicator for the port selected as the clock source turns blue and the clock frequency is displayed, the DM7 Series is
operating normally with the new clock.

If the indicator for the selected clock does not turn blue, make sure that the external device is connected correctly, and that
the external device is set to transmit clock data.

Noise may occur at the output terminals when the word clock setting is changed. To protect your speaker system, be sure
to turn down the power amp volume before changing the word clock setting.

Clock select buttons

Select the clock source to be used as the clock from the following options:

INT 96 kHz

INT 48 kHz

The internal clock (sampling rate: 96 kHz or 48 kHz) will be used as the clock source.
DANTE 96 kHz

DANTE 48 kHz

The word clock provided from the Dante audio network (sampling rate: 96 kHz or 48 kHz) will be used as the clock
source.

WORD CLOCKIN

The word clock supplied from the WORD CLOCK IN jack on the rear panel is used as the clock source.
PY

The word clock supplied from the PY card slot on the rear panel is used as the clock source.
AES/EBU IN

The word clock supplied from the AES/EBU IN jack on the rear panel is used as the clock source.

NOTE
If the unit is initialized to the factory default status, the word clock default value will be set to DANTE 96 kHz.
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O DANTE clock status display

This is displayed when it is set to clock leader or clock follower on a Dante audio network.
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MIDI/GPI Screen

MIDI/GPI (MIDI Setup) screen

This screen sets the MIDI input and output.

MIDI/GPI

MIDI Setup

2 Port/CH

6 Mode
3 Program = . 5 S
Change . Single

Control X X » mm
4 T | ) USB B

Change

5 other
Command

© uUsB/PYslot
This selects the component to be configured for MIDI message sending and receiving.
* USB
USB port
* PYSlot
PY slot

® PORT/CH field
This allows you to specify the settings for the channel that sends and receives MIDI messages.
* TXCH
This allows you to select the MIDI channel that sends MIDI messages.
* RxCH

This allows you to select the MIDI channel that receives MIDI messages.
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Program Change field
This allows you to switch MIDI Program Change message send and receive on/off.
e Tx
This switches Program Change sending on/off.
* Rx
This switches Program Change receiving on/off.
* Echo

Switches the echo output of Program Change messages (resending Program Change messages without
modification) on/off.

Control Change field
Allows you to switch MIDI Control Change message sending and receiving on/off.
e Tx
Switches Control Change message sending on/off.
* Rx
Switches Control Change message receiving on/off.
¢ Echo
Switches the echo output of Control Change messages (resending Control Change messages without
modification) on/off.
Other Command field

Switches the echo output of other MIDI messages (resending other messages received from external devices without
modification) on/off.

Program Change Mode field

Allows you to select the Program Change send/receive mode.

Single
If this button is on, Program Changes will be sent and received only on a single MIDI channel (Single mode).
Multi

If this button is on, Program Changes will be send and received on multiple MIDI channels (Multi mode).
¢ OMNI

If this button is on, Program Changes on all MIDI channels are received in Single mode. Single mode sending and
Multi mode sending and receiving are disabled.

* Bank

If this button is on, Bank Select messages can be sent and received in Single mode (Bank Select messages switch
the group of Program Change messages to be used.).
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MIDI/GPI (Program Change) screen

This screen is used to assign scene memory to a Program Change.

When a scene is recalled, a Program Change message for the corresponding number can be sent to an
external device. Conversely, the corresponding scene can be recalled when a Program Change message is
received from an external device.

MIDI/GPI

Program Change

am Changa

©® Program Change field

Switches MIDI Program Change send and receive on/off. It is linked with the Program Change on the MIDI Setup
screen.

UsB

Tx

If this button is on, the corresponding Program Change is sent to the USB port when a scene recall is performed.
Rx

If this button is on, the corresponding scene is recalled when the Program Change is received from the USB port.
Echo USB>USB [ Echo USB>PY

When this is on, Program Change messages that are received from an external device are sent without
modification.

PY Slot

Tx

When this is on, the corresponding Program Change message is sent to the PY slot when a scene is recalled.

Rx

When this is on, the corresponding scene is recalled when a Program Change message is received on the PY slot.
Echo PY>PY | Echo PY>USB

When this is on, Program Change messages that are received from an external device are sent without
modification.

Program Change Mode field

This allows you to select the Program Change send/receive mode. It is linked with the MIDI Setup screen.
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List

This is a list that displays the scene recall operation assigned to each MIDI channel and MIDI Program Change
number. The list shows the following items.

CH/Bank

When "CH" is displayed, the column indicates the MIDI channel (1-16) on which Program Changes are sent/

received. If Program Change send and receive is set to Single mode and the Bank button is on, the display will
change to "Bank", and the numerical value in this column will correspond to the bank number.

* NO

Indicates the program number 1-128.

Program Change Event

Displays the scene number/scene name assigned to each channel (bank number) or program number. Press an
individual assignment display area to open the MIDI Program Change screen for selecting the content that you
want to assign.

Scroll button

This scrolls up and down the list by channel or bank.

CLEARALL button

Press this button to clear all scene recall assignments in the list.
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MIDI/GPI (Control Change) screen

This screen assigns parameters such as fader operation and [ON] key on/off to Control Changes. MIDI Control
Change messages can be used to control assigned parameters.

MIDI/GPI

Control Change

2

JEcitioiChanss Control Change Event
(Bank Select MSB)
No Assign
No Assign
No Assign
No Assign
No Assign
No Assign
No Assign
No Assign

No Assign

W
@Clear All

© control Change field

This allows you to switch Control Change send/receive on/off, and specify whether echo output of the Control
Changes will be performed. It is linked with the MIDI Setup screen.

0 List
This displays the fader/knob operations or [ON] key on/off operations that are assigned to each control number.

This displays the control number. You can use control numbers 1-31, 33-95, and 102-119.

Control Change Event

Displays/selects the type of parameter assigned. When you press a parameter, the MIDI Control Change screen is
displayed, allowing you to change the control number assignment.

© CLEARALL button

Press this to clear all parameter assignments in the list.
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MIDI/GPI (GPI) screen

Sets the input/output ports for GPI(General Purpose Interface).

MIDI/GPI

5
No Assign No Assign

No Assign No Assign

No Assign No Assign

No Assign No Assign

No Assign No Assign

© GPIIN status indicator
Displays the status of the voltage input to the GPI IN port.

®  switch attribute selection button
Each time this is pressed, the display switches between Latch and Unlatch.
¢ Latch

In general, select this mode if you connect an alternate switch (that toggles between on and off whenever you
press the switch).

¢ Unlatch

In general, this mode is useful if you connect a momentary-type switch (that is turned on only while you are
pressing and holding it down, and turned off when you release it).

©  GPIINPUT button

Press this button to display the GPI INPUT screen. The button displays the name of the currently-selected function or
parameter.

® POLARITY MODE selection buttons
This button selects the polarity of the GPI IN port.
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© GPIOUTPUT button

Press this button to display the GPI OUTPUT screen. The button displays the name of the currently-selected function
or parameter.

©® TEST button

While this button is on, the corresponding GPI OUT port will become active and outputs a control signal.

© POLARITY MODE selection buttons
This button selects the polarity of the GPI OUT port.

I
- ...... (High active) Open when the GPI OUT port is active.

© GPIOUT status indicator
Indicates the status of the voltage that is being output from each GPI OUT port.

© Local/PY Slot

Switches the display of the GPI setting target. Simultaneous operation is possible.

129



Screens > MIDI/GPI Screen

MIDI/GPI (Fader Start) screen

This sets linked operation with the fader for devices connected to the GPI OUT port.

MIDI/GPI
Fader Start

GPIOUT1 GPFIOUT2 ¢

2

Qutput
MI13-34

Threshald

Output Destination field

© GPIOUT1 to GPI OUT10 buttons
Select the GPI OUT port to be set.

®  Fader display
Displays the selected fader. Press to open the GPI OUT FADER START screen for setting the channel.
When the Set by SEL button is On, the fader is selected using the [SEL] key on the main panel.

© setby SEL button
When this button is on, you can add a channel by using the corresponding [SEL] key.

Mode field

You can select the fader operation mode that will be the trigger for signal output from the GPI OUT port. You
can choose from the following fader modes.

O NoAssign

Operating the fader for the selected channel will not output a signal.

© Fader Start

Atrigger signal of 250 msec duration will be output if the fader for the selected channel is raised from below the
specified Upstroke level (between -138.0 dB and 10.0 dB) to above that level.
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O Fader Stop

Atrigger signal of 250 msec duration will be output when the fader for the selected channel reaches the specified
Downstroke level (between —eo dB and 9.95 dB).

@ FaderTally

Atrigger signal will be output if the fader for the selected channel is raised from below the specified Upstroke level
(between -138.0 dB and 10.0 dB) to above that level. This signal will be held until the fader reaches the specified
Downstroke level (between —oo dB and 9.95 dB), or until that GPI OUT port receives a different trigger. The following
illustration shows how the output signal from the GPI OUT port will change when a fader is operated in each fader
mode. In this example, the Threshold field is set to —60.00 for Upstroke, and to —eo for Downstroke. (In this
illustration, Low Active is selected as the POLARITY of the GPI OUT port. If High Active POLARITY is selected, the
output signal polarity will be reversed.)
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NOTE

At the high level, the output signal of the port will be open. If the receiving device requires high level, take it from the +5 V
power supply pin. However in this case, there is a limit on the amount of current that can be provided. For details, refer to the
"Control input/output specifications."

131



Screens > MIDI/GPI Screen

Threshold field

(8]

Upstroke/Downstroke

These knobs set the level that will be serve as the threshold at which to output a trigger signal. A trigger signal will be
output when the fader exceeds the Upstroke level, or when the fader falls below the Downstroke level.

When the screen is pressed to select, the value can be adjusted by sliding vertically or horizontally or using the
[TOUCH AND TURN] knob.

NOTE

The Threshold values set with Upstroke/Downstroke are common to each channel (fader) and each GPI OUT PORT.
However, a channel (fader) can be selected for each GPI OUT PORT. When Mode is set to Fader Start, only the Upstroke
setting value is valid. When Mode is set to Fader Stop, only the Downstroke setting value is valid. When Mode is set to Fader
Tally, both the Upstroke/Downstroke setting values are valid.

Regardless of the Fade Time setting, a trigger signal is output immediately after the recall by determining the position to be
reached when that scene has completed the recall.
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Audio Follow Video Screen (Broadcast Package Compatible)

This is a function used by broadcasting stations where the mixing console automatically controls the fader
level corresponding to the video in response to the Tally from the Video Switcher. It reduces the burden on
the operator and avoids problems such as being unable to respond to sudden camera switching and not
being able to hear the sound.

MIDI/GPI

MIDI Setup rogra e C hange

Audio Follow Video

PY Slot NoGP
GPIIN1 GPIIN6
GPIIN2 GPIINT
CHT3-84 CHB5-96 CHST-108  CH109-120  DCA13-24 GPIIN3 m— GPIINS
GPIIN4 GPIINS
GPIINS5 = GPIIN 10

CH13-24 CH25-36 CH3T-48 CH49-60 DCA1-12

MX1-12 MX13-24 MX25-36 MX37-48 MT1-12

< cH2 >
1 ch2 v,

Open Close E}[
T sl sl @
v v

Trigger
Open Offset Open time Close Offset Close Time Fader __ Fader

3 .
PINL 209:0 £0.0 0.0 530 © 000 |@ - @,5.

© selected channel

Select the channel for Audio Follow Video (AFV). Press < to switch to the previous channel and > to switch to the next
channel. Press V to display a list of channels and you can switch to any channel.

®  Enable AFV button

Turns the channel's AFV function on/off.

© Trigger selection buttons
Selects the GPI IN that will trigger the channel's AFV.

O Open Offset

This is the time period from when the GPI IN ON event is received until the fade starts.

©® oOpenTime

This is the time period from when the fade starts until it reaches the Open Level (the fader level corresponding to
fader open).

O Close Offset

This is the time period from when the GPI IN OFF event is received until the fade starts.
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@ Close Time

This is the time period from when the fade starts until it reaches the Close Level (the fader level corresponding to
fader close).

©® OpenFaderLevel Capture button

Sets the current channel fader level as the Open Fader Level.

© oOpenFaderLevel Fader
This is the fader level set by the GPI IN ON event.

@® Close Fader Level Capture button

Sets the current channel fader level as the Close Fader Level.

@® Close Fader Level Fader
This is the fader level set by the GPI IN OFF event.

® Copy button

Copies the currently displayed parameters.

® Paste button

Pastes the copied parameters.

@ Default button

Returns the parameters to their initial values.

® AFVgraph display
A graph that shows changes in fader level caused by AFV.

® oOverview display

Displays the channel assignment status.

NOTE

o |f the operator is manually controlling the faders, manual control will take precedence.
¢ Ifascenerecall fade (Global Fade or Individual Fade) is triggered during an AFV fade, the AFV fade will be interrupted.
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DATE/TIME Screen

This select the date/time setting for the unit's internal clock and the date/time display method.

DATE/TIME

Time Zone Date Time
) ) O)

Tokyo MM/DD/YYYY 24-Hour

©® TimeZone

Specifies the internal clock's time zone.

® DST (Daylight saving time)

Sets daylight saving time mode for the internal clock.

©® Dpate
Sets the date display format and the date.

O Time

Switches between 12-hour clock format and 24-hour clock format.

Reset button

Returns to the original time setting.

Set button

Confirms the date and time that has been set.
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NETWORK Screen

NETWORK (For Mixer Control) screen

The NETWORK (For Mixer Control) screen is used to configure the network settings required when connecting
to a computer or iOS device using the NETWORK connector on the DM7 Series.

Please use the settings to match to the computer and network being connected.

NOTE

Please refer to the DM Editor Installation Guide for the setting method when connecting to a LAN.

NETWORK

For Mixer Control

Static IP

2 | IP Address 3 'Subnet Mask

168 255 255

4 Gateway Address 5  Name é

v
Bus

168 0 Yamaha DM7 S
Permission

© IP address acquisition method button
This selects the method used to acquire an IP address.
e DHCP:
Automatically obtains the IP address using DHCP (Dynamic Host Configuration Protocol).
e StaticIP :

This is used to set your own IP address.

® IPAddress

This sets the addresses to identify individual devices on the Internet or within the LAN.

©®  Subnet Mask

Defines how many bits of the IP address used on the network are used for the network address that identifies the
network.
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O Gateway Address
This sets the addresses that identify devices (gateways) that interconvert data of different media and protocols
within the network.

©® Name

Sets the name to be displayed within the network.

® PIN

Sets the PIN (4-digit numeric password) to be entered when connecting to the DM7 Series main unit through the
MonitorMix application.

MonitorMix is an application that allows performers to adjust monitor balance from the stage.

@ Bus Permission button

Press this button to display a screen for selecting the bus to connect to MonitorMix.

NOTE

o |f DHCP is selected using the IP address acquisition method button, settings 0, 0,and @ are not required. If Static IP is selected,
a screen for configuring settings 0,0,andDis displayed. Enter the values for each item.

o Set different subnets for For Mixer Control and For Device Control.

Network error messages are shared with the “NETWORK (For Device Control) screen” (p.138).
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NETWORK (For Device Control) screen

The NETWORK (For Device Control) screen is used to configure the network settings required when
controlling devices on a Dante audio network.

NETWORK

For Device Control

DANTE Primary
IP Address: 0.

© IP address acquisition method button
This selects the method used to acquire an IP address.
e DHCP:
Automatically obtains the IP address using DHCP (Dynamic Host Configuration Protocol).
e StaticIP :

This is used to set your own IP address.

® IPAddress

These buttons specify the ID used to distinguish individual devices on a Dante audio network.

©  subnet Mask

Defines how many bits of the IP address used on Dante audio network are used for the network address that
identifies the network.

O Gateway Address

This sets the addresses that identify devices (gateways) that converts data between different media and protocols
within the Dante audio network.
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NOTE

o If DHCP is selected using the IP address acquisition method button, settings @, @, and @ are not required. If Static IP is selected,
a screen for configuring settings @, @, and @ is displayed. Enter the values for each item.
¢ Set different subnets for For Mixer Control and For Device Control.

o Ifthe subnet of the IP address set for For Device Control differs from the subnet of the IP address of the PRIMARY port of the DM7
that can be checked in Dante Controller, the DM7 will no longer be able to discover devices on the Dante audio network.

Network error messages

Error message

Explanation Corrective action

Dante Control Communication Error!
When Console Dante Primary IP is set as
Static, Device Control IP Address must
be in same Subnet.

The subnets of Dante Primary and
Device Control do not match, so Dante
communication cannot be established.

Set them to the same subnet.

Network Address Error!Device Control
and Mixer Control IP Address must be in
different Subnet.

Device Control and Mixer Control are set
to the same subnet, causing a conflict
with the network design.

Set them to different subnets.

Network Address Error!The entered IP
Address is using a subnet that is
reserved on this network.

The entered IP add is set t bnet .
€ entered I address 15 set 10 @ SUDNEL g o 44 a different subnet.
used by the console.

Network Address Error!The entered IP
Address is using a subnet that is
reserved on this network.Please change
the IP Address to a different Subnet.

Because a reserved subnet has been
specified, a communication conflict may Change the subnet.
occur.

Network Address Error!Following IP
Address is reserved in this
network.Please change IP Address's
subnet: 192.168.4.xxx

Areserved subnet for the IP address
used by the console (192.168.4.xxx) is
being used.

Set to an address other than
192.168.4.XXX.
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NETWORK screen: IMMERSIVE SOUND tab (Theater Package
Compatible)

NETWORK

Immersive

AFC Image Device 4 offiine
=

IP Address 6  ObjectAssign

5

AFC Image

For Mixer Control Con3ole: - ARCinS

IP Address Scene Recall Sync (7

Refresh

AFC

MAGE

8
Channel Pair [ Stereo Object O ‘
Refresh
Refresh l

»
-

Channel Name [ Object Name

The screen contains the following items.

©® Immersive device settings button

Press this button to select and mount the AFC Image.

P IP address display
Displays the configured IP address.
o Subnet Mask display

Displays the configured Subnet Mask.

O Connection status indicator
¢ Online: Connected

» Offline: Not connected

© Network settings

Sets the IP address of the AFC Image Device to use.

O Object Assign

Press this to open the AFC Image object assignment screen.

@ sceneRecall Sync

When this is turned on, AFC scenes can be recalled in synchronization with scene recall on the console.
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©® Refresh

Matches channel pairing status, names, icons, and channel colors. Set the direction using the direction setting
button, and then apply the setting using the REFRESH button.
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IMMERSIVE SOUND popup window (1CH)

This enables AFC Image parameters to be displayed and changed. (Example for stereo)

Dbjti"t 9

© Image sound graph
Displays AFC Image parameters.

® Control button

Switches control on/off. When this is off, position operations cannot be performed from the console.

©® Parameters

Displays the object position (X, Y, Z), size, and send level. These can be adjusted using the screen encoder or the
[TOUCH AND TURN] knob.

O solo
Switches the Solo function on/off. Press the Solo Clear button to disable all solo functions.

When Show mode is turned on in AFC Image, the Solo and Solo Clear buttons are hidden.
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IMMERSIVE SOUND popup window (OBJ1-36, OBJ37-72,
0BJ73-108, 0BJ109-128)

This enables AFC Image parameters for the applicable multiple channels to be displayed and changed.

0 5]
Default Copy

chl4 chl5

ch31 ch34

© control button

Switches control on/off. When this is off, position operations cannot be performed from the console.

® Display Switch Button

Switches the objects displayed on the screen.

© Parameters
Displays the object position (X, Y, Z), size, and send level. These can be adjusted using the screen encoder or the
[TOUCH AND TURN] knob.

O solo
Switches the Solo function on/off. Press the Solo Clear button to disable all solo functions.

When Show mode is turned on in AFC Image, the Solo and Solo Clear buttons are hidden.
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OBJECT ASSIGN screen

AFC IMAGE OBJECT ASSIGN
1 2 3 5

AFC Object Channel Input A Input B Direct Out Output

Generate Custom Fader

7 Generme

The screen contains the following items.

(2]

AFC object number
Displays the AFC object number

Channel assignment

Displays the Input/Mix assigned to the object. Press this to display a screen for assigning channels.

Input patch

When an Input channel is assigned to the object, its Input patch is displayed. You can also press this to change the
Input patch.

Direct Out point

Selects the signal extraction point from Pre Filter, Pre DYN1, Pre Proc, Mid Proc, Pre Fader, Post Fader, and Post On.
Press the Set Allbutton to configure all Input channels assigned to the object at once.

Direct Out patch

When an Input channel is assigned to the object, its Direct Out patch is displayed. You can also press this to change
the Direct Out patch.

Output patch

When a Mix channel is assigned to the object, its Output patch is displayed. You can also press this to change the
Output patch.
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© Generate Custom Fader
Generates custom fader settings from the current assignment order.

Press the Generate button to display a screen for selecting the custom fader bank where the settings will be saved.

Selected Custom Fader Bank is overwritten.
Continue?

GENERATE
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PY Slot screen

PY Slot screen

This adds the PY card to be used.

PY-MIDI-GPI

When a card is selected, the setting screen is displayed.

When the selected card is online, an "Online" indicator is displayed, and when it is offline, a "Virtual"
indicator is displayed.

» PY8-AE...Displays the “PY8-AE screen” (p.151).

» PY64-D...Displays the “PY64-D screen” (p.153).

* PY-DSP...Displays the “PY-DSP Screen” (p.155).

» PY64-MD...Displays the “PY64-MD screen” (p.147).

» PY-MIDI-GPI...Press the MIDI/GPI button to display the “MIDI/GPI (MIDI Setup) screen” (p.123).
» WSG-PY64...Displays the WSG-PY64. For details, refer to the User Guide.
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PY64-MD screen

Theiillustration shows the screen when a PY64-MD card is selected. The screen contains the following items.

PY SLOT

Input Output

Redundant @

v L s v
@ Mode 2 @ Mode 2
I PY64-MD

@

®

split @
MADIIN 1 P

MADIIN 2
WCLK IN FOR SRC

MADI 1 MADI 2

Input Input
Channel SRC Rate Channel

Frame Channel SRC Clock [ Frame Channel

MADI In s MADI In 48kHz

@

Output Output
Frame Channel SRC Frame Channel

SRC Clock
o Clos) Sameas ||| Sameas

Input Input

Same as Same as
Input Input

® ©®

MADI In

Input indicator
Displays the input signal status.

MADI 1 IN, MADI 2 IN: Illuminated (solid) when synchronized, flashing when asynchronous. Off when there is no valid
input.

WCLK IN FOR SRC: Illuminated when sampling frequency is detected. Off when there is no valid input.

Redundant button
When this button is on, Redundant is enabled.

NOTE
When the Redundant button is on, the Input Mode button is disabled. MADI1 (Channel 1-64) is Primary and MADI2 (Channel

1-64) is Secondary.
Split button

When this button is on, the input signal is split and sent to output. The destination is the output terminals within the
same system.

The input signal to MADI 1 IN is split to MADI 1 OUT, and the input signal to MADI 2 IN is split to MADI 2 OUT.

NOTE
When the Split button is on, the Output Mode button is disabled.
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O Input Mode button
Selects the input signal setting.
* Model

SLOT
1-32 33-64

MADI 1 MADIZ
1-32 1-32

The MADI1 (Channel 1-32) signals are input to SLOT 1-32, and the MADI2 (Channel 1-32) signals are input to SLOT
33-64.

* Mode2

Inputs the MADI1 (Channel 1-64) signal
* Mode3

Inputs the MADI2 (Channel 1-64) signal
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© Output Mode button
Selects the output signal setting.
* Model

SLOT

33-64

MADI 1 MADI 2
1-32 1-32

The SLOT 1-32 signals are output to MADI1 (Channel 1-32), and the SLOT 33-64 signals are output to MADI2 (Channel
1-32).

* Mode2

MADI 1
1-64

The SLOT 1-64 signals are output to both MADI1 and MADI2.

@  Input SRC button
Selects SRC on/off for the input signal.

@ Input SRC Clock button
Selects the clock for the input signal when SRC is on.
« MADI In
Sets the MADI IN clock to SRC clock.
«WCLKIn
Sets the WCLK IN FOR SRC clock to SRC clock.

©® InputFsindicator

This displays whether the input signal is 48 kHz system or 44.1 kHz system. Turns off when there is no valid input
signal.
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© Input Rate button
Selects the input signal Rate.
*1Fs
44,1 kHz/48 kHz, maximum of 64 channels
*2Fs
88.2 kHz/96 kHz, maximum of 32 channels
*4Fs
176.4 kHz/192 kHz, maximum of 16 channels

@® Input Frame indicator

This displays the input signal's Frame format. Turns off when there is no valid input signal.

@ Input Channel indicator

This displays the input signal's Channel format. Turns off when there is no valid input signal.

® Output SRC button
Selects SRC on/off for the output signal.

® Output SRC Clock button
Selects the clock for the output signal when SRC is on.
* MADIIn
Sets the MADI IN clock to SRC clock.
e WCLKIn
Sets the WCLK IN FOR SRC clock to SRC clock.

@ Output Frame button
This sets the output signal's Frame format.
* Same As Input
Outputs in the same Frame format as MADI IN.
* 96k
Outputs in 96k Frame format.
* 48k

Outputs in 48k Frame format.

® Output Channel button
This sets the output signal's Channel format.
» Same As Input
Outputs in the same channel format as MADI IN.
*64
Outputs in 64 channels
*56
Outputs in 56 channels
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PYS8-AE screen

Input

(-]
WD PYS-AE

|

Unlocked Unlocked Unlocked

The screen contains the following items.

©® Patchdisplay
Displays the channel that has been patched.

® Level meter

This shows the input level.

©® SRChbutton

Switches the sampling rate converter on/off for each pair of channels.

O Clock status display
Displays the status of the input signal.
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Output

(-]
W PYS-AE

The screen contains the following items.

© Patchdisplay
Displays the channel that has been patched.

O Level meter
Displays the output level of the signal
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PY64-D screen

SYSTEM
i

4 ) DANTE Control ID 5 secondary Port

Daisy Chain Redundant
Unlocked

After changing this setup, Network Audio Module will be rebooted automatically,
audio will mute for about 80 seconds.

7

DANTE Patch By Latency (ms) (9 1.00 ms

DANTE
Controller

Preferred
Leader

11 Sync to
External

The illustration shows the screen when a PY64-D card is selected. The screen contains the following items.

(2]

SRC button
Selects whether SRC is enabled or disabled. Displays the status of the input signal.

Status indicator
* DANTE Device Locked

The indicator is lit red if the DANTE Device Locked function is enabled, preventing the audio network settings of
the Dante device from being changed.

¢ AES67 Mode

The indicator is lit green if AES67 (audio network compatibility connection standard) mode is enabled.

SYSTEM/SYNC indicator

These indicators show the Dante operational status. Press this to display the messages. In patterns where a message
is displayed, an error icon or information icon is displayed next to the indicator.

DANTE Control ID button

Linked to the ID setting on the Dante Setup screen of the console.

Secondary Port selection buttons

Select the Dante audio network connection method: either a daisy chain connection used for simple systems with a
small number of connected devices, or a redundant connection used when connecting multiple devices.

Cancel button
Cancels the temporary changes while DANTE Control ID or Secondary Port settings are being changed.
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(7]

Apply button

Press this button to apply the settings after changing the DANTE Control ID or Secondary Port settings. A dialog box
is displayed for you to confirm the change.

Bit selection buttons

Select the Dante audio network bit rate from 24-bit and 32-bit.

Latency selection buttons

Select the latency of the Dante audio network from 0.25 ms, 0.5 ms, 1.0 ms, 2.0 ms, or 5.0 ms.

Preferred Leader button

When turned ON, this increases the unit’s order of priority for being the leader within the Dante audio network.

Sync To External button
When this is turned on, the unit synchronizes to the word clock supplied from an external clock source.

When using the word clock supplied from the WORD CLOCK IN connector on the rear panel or from AES/EBU IN as the
clock source, this is turned on automatically.

NOTE
e “WORD CLOCK Screen” (p.119)

When SRC is on, PY64-D cannot be set as the clock source. Also, when PY64-D is the clock source, SRC cannot be turned on.
The sampling frequencies that can be changed from the DM7 Series are only DANTE 96 kHz and DANTE 48 kHz. Set other sampling

frequencies from Dante Controller.

When a sampling frequency other than DANTE 96 kHz or DANTE 48 kHz is selected, the sampling frequency and pull-up are

displayed. At that time, if SRC is off, the clock status becomes Unlock.
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PY-DSP Screen

PY SLOT

© Rack button
Press this button to display the RACK screen. The PY-DSP card expands the DSP resources for Premium RACK.
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DM7 CONTROL SETUP Screen

Allows you to configure settings related to DM7 Control.

DM7 CONTROL SETUP

2 3 4
= -
User Defined Keys User Defined Knobs Custom Fader

-

Panner Target
v

AFC Image

Encoder Assign
v
No Assign 7

DEC/INC

v
WithoutRecall 8

Jog Wheel Target
v

DAW
Controller Mode
Side Car

DMT Control belong to

v

BayC an

©® statusdisplay

Connection status indicator
Displays the DM7 Control connection status.

¢ When not connected

* When connected

Power status warning indicator

Appears when there is a disabled DM7 Control power supply.
* When AC IN is disabled

NO AC
* When DCIN is disabled
MO EXT DC

Status display
Displays the DM7 Control status. Displays the update progress when DM7 Control is in update mode.
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(3]

ns>DM7 CONTROL SETUP Screen

User Defined Keys button
Press this button to display the USER DEFINED KEYS screen.

User Defined Knobs button
Press this button to display the USER DEFINED KNOBS screen.

Custom Fader button
Press this button to display the CUSTOM FADER screen.

Panner Target selection buttons
Select the Panner operation target.
¢ AFCImage (requires Theatre Package)

¢ 5.1 Surround (requires Broadcast Package)

Auto Grab button

Specifies whether to automatically Grab when approaching the actual parameter when operating with the Pannner.

Value

Explanation Default

off

Auto Grab: Not connected

Auto Grab: Connected @)

(7]

Encoder Assign selection buttons

Select the Encoder operation target. The selection changes depending on which Panner Target selection button is
selected. Sets the to the Encoder Assign corresponding default value when the Panner Target changes.

Panner Target: For AFC Image

* No Assign

e Z

e Width

* Height

¢ REV Send

Panner Target: For 5.1 Surround
* No Assign

e DIV

e LFE

DEC/INC select button
Select the behavior when the DEC button and INC button are operated.
¢ Without Recall
Do not Recall after DEC/INC
¢ With Recall
Recall after DEC/INC

Jog Wheel Target selection buttons
Select the Jog Wheel operation target.

e DAW

* Scene List

¢ Touchand Turn
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@® Controller Mode selection buttons
Select the purpose of DM7 Control.

Explanation Default
Side Car Expand and use the DM7 main unit 0
controls
Remote Use separated from the DM7 main unit

In Remote mode, the following DM7 main unit interlocking and linked operations are inhibited.
« Displaying of confirmation on the DM7 unit when UPDATE or RECALL is performed for SCENE MEMORY
* Changing of Selected Scene on the DM7 unit by using Scene List
 Performing Touch and Turn operation using Jog Wheel Target
* Brightness setting
@ DM7 Control belong to selection buttons (DM7 Only)

Select the Bay for [SEL], Scene List, and other functions.

e BayC

e BaylL

NOTE

DM7 Compact is fixed to Bay C.
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PATCH Scree

Grid screen

Set the patches to input and output channels.

InputCh

© Universe View button

Press this to display the Universe screen.

This gives you a bird's eye view of the entire setup. The white frame indicates the range displayed when Universe
View is off. Move and select the white frame to display the corresponding range.

® Clear All button

Press this button to clear all patches.

© SHOW PORT button
Switches between displaying Port A and Port B on the grid.
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o

Continuous Patch button

Press the continuous patch button, and then rotate the knob to continuously patch the target channel on a one-to-
one basis. When you press the continuous patch button, the OK button and the NG button are displayed. Press the
OK button to confirm the selected continuous patches. Press the NG button to revert the continuous patches to their
previous state.

Channel display
This displays the channels that will be assigned to the I/0O terminals.
Grid

This grid allows you to patch input ports (horizontal lines) to input channels (vertical columns). Currently patched
grid cells are displayed in white. Press (or click) the desired grid cell to set or disable the patch.

1/0 ports
Displays the input/output category and the channel number of the input/output port.

Grid View

Press this button to display the Grid screen.
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Input patch screen (list screen)

Makes various settings for the input channels.

InputCh

was @ EAH 5 6) et

© Channeldisplay
Displays the channels that will be assigned to the input port.

®  InputAbutton
Displays patch A for the input channel.

Press this button to display the patch selection screen.

© Input B button
Displays patch B for the input channel.

Press this button to display the patch selection screen.

O Direct Out point
Selects the signal extraction point from Pre Filter, Pre DYN1, Pre Proc, Mid Proc, Pre Fader, Post Fader, and Post On.
Press the Set All button for batch setting.

© Direct Out button

Displays the port to which the input channel signal is directly output. If nothing is selected, the button displays ----.
Press this button to display the patch selection screen.

Press the ON button to turn Direct Out on/off.

O Insert point
Selects the signal extraction point from Pre Filter, Pre DYN1, Pre Fader, and Post On.
Press the Set All button for batch setting.
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(7]

(9]

Insert block button

This displays the four plug-ins that have been assigned to Insert. If nothing is selected, the button displays ----. Press
this button to display the plug-in selection screen.

Press the ON button to turn Insert on/off.

Universe View button

Press this to display the Universe screen.
This gives you a bird's eye view of the entire setup. The white frame indicates the range displayed when Universe
View is off. Move and select the white frame to display the corresponding range.

List/Grid button

Switches between the list screen and grid screen.

Patch selection window

Patch to CH 1: ch 1 (Input A)

equential
Patch

Clear Patch button

This clears the selected patch.

Sequential Patch

This specifies the number of patches set in Sequential Patch that continue from the channel selected on the Patch
screen.

HA Info

When changing a patch, you can select whether to use the HA settings held by the patched port (Take From Port) or
copy the HA settings held by the channel to the patched port (Take From Channel).
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Output patch screen (list screen)

Makes various settings for the output channels.

Output Ch

© cChanneldisplay

Indicates the channels that will be assigned to the output port.

® Output button
Displays the patches to output channels.

Press this button to display the patch selection screen.

© Insert point
Selects the signal extraction point from Pre Filter, Pre Proc Pre Delay, Pre Fader, and Post ON.

Press the Set All button for batch setting.

O Insert block button

This displays the four plug-ins that have been assigned to Insert. If nothing is selected, the button displays ----. Press
this button to display the plug-in selection screen.

Press the ON button to turn Insert on/off.
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©  Universe View button
Press this to display the Universe screen.
This gives you a bird's eye view of the entire setup. The white frame indicates the range displayed when Universe
View is off. Move and select the white frame to display the corresponding range.

a

©® List/Grid button

Switches between the list screen and grid screen.

Patch selection window

Patch from MX 1: MX 1

B ommi
Hoante >

© Clear Patch button

This clears the selected patch.

® sequential Patch

This specifies the number of patches set in Sequential Patch that continue from the channel selected on the Patch
screen.

Dante Port Label
Port ID or Port Label is displayed on the Dante patch buttons.
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YOO1-003 3

© Existing patch display
When the selected patch button for the patch destination is already patched, the patch source ID is displayed.

® PortID
This is the ID of the patch button.

© DpantePortID
Displays the Dante port label (the Dante port ID string consisting of the device ID + port number).

O Port Label

Displays the channel label set from Dante Controller.
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Output port patch screen

Output Port

1

OMNI | AES ) OMNI 1

OMNI 2

OMNI 3

OMNI 4

OMNIS

OMNI &

OMNI T

OMNI &

OMNI 3

OMNI10

OMNI11

OMNI1Z

This sets the output port's patch settings

© output port category

Allows you to select an output port category.

® Output Port
Displays the output port.

©® Ssource

Displays the source for the output port. Press this button to display the patch selection screen.
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Recording patch screen

Configures patch settings for the recorder used for Virtual Sound Check.

Recording

)

© Channeldisplay

Displays the channels that will be assigned to the recorder.

®  Check buttons
Allows you to add or delete channels that are subject to the virtual sound check.

The ALL button makes all channels subject to the check.

©® Playbackin

Displays the patch for inputting playback track (channel) outputs from a DAW or other device to the DM7 Series. Press
this button to display the selection screen.

® Recording Out

Displays the patch for outputting from the DM7 Series to the track (channel) inputs of the recorder (such as a DAW)
used for recording. Press this button to display the selection screen.

© Virtual Sound Check button

If this button is on, the Virtual Sound Check function is set to ON, and the patches for the virtual sound check are
switched.
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Sub In patch screen

This sets the Sub In (routing from input port to output bus) patch settings.

PATCH

Subin
1) Outputch Subin

MX 1

© Channeldisplay

Displays the channels assigned to Sub In.

® Ssubin

Displays the input source's input port. Press this button to display the selection screen.

©® ATT

Displays the gain for each channel.
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DEVICE Scree

DANTE SETUP (Setup) screen

This configures the Dante audio network environment.

DANTE SETUP

DANTE Domain Manager @
State Local Remote User

Disconnected Read Write Operator User Name AESH

3) DANTE Control ID 4 ) Secondary Port

#1 #2 LE] # Daisy Chain Redundant

After changing this setup, Network Audio Module will be rebooted automatically,
audio will mute for about 80 seconds.

5

7 DANTE Patch By Latency (ms) (9 1.00 ms

This
Console

Preferred
Leader

Syncto
External

©® statusindicator
* DANTE Device Locked

The indicator is lit red if the DANTE Device Locked function is enabled, preventing the audio network settings of
the Dante device from being changed.

¢ AES67 Mode

The indicator is lit green if AES67 (audio network compatibility connection standard) mode is enabled.

®  SYSTEM/SYNC indicator

These indicators show the Dante operational status. Press this to display the messages. In patterns where a message
is displayed, an error icon or information icon is displayed next to the indicator.

© DANTE Control ID button

This sets the ID for the DM Series main unit. When ID is set to OFF, the DANTE Patch By selection button is fixed to
DANTE Controller, and Dante patching cannot be operated. Additionally, the mounted /O DEVICE remote
functionality is disabled. If you specify ID #1, the shared settings (Bit/Latency/Word Clock) are also applied to the
mounted 1/0 racks.

NOTE

Assign different IDs to the digital mixing consoles on the Dante audio network.
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O secondary Port selection buttons

Select the Dante audio network connection method: either the daisy chain connection used for simple systems with a
small number of connected devices, or the redundant connection used when connecting multiple devices.

© cancel button
This cancels the temporarily edited content during the process of editing DANTE Control ID or Secondary Port.

©® Apply button
Press this button to apply the settings after changing the DANTE Control ID or Secondary Port settings. A dialog box
is displayed for you to confirm the change.

@ DANTE Patch By selection buttons

When the This Console button is selected, Dante patching can be modified from the DM7 Series. When the DANTE
Controller button is selected, Dante patching cannot be controlled.

© Bitselection buttons
Select the Dante audio network bit rate from 24-bit and 32-bit.

© Latency selection buttons

Select the latency of the Dante audio network from 0.25 ms, 0.5 ms, 1.0 ms, 2.0 ms, or 5.0 ms.

©® Preferred Leader button

When turned ON, this increases the unit’s order of priority for being the leader within the Dante audio network.

@ syncToExternal button
When this is turned on, the unit synchronizes to the word clock supplied from an external clock source.

NOTE

When using PY64-D, configure this manually according to the clock settings of the Dante audio network.

® Dante Domain Manager field

Displays the status of Dante Domain Manager (DDM). This is displayed when a DDM server exists on the network or
when the DM7 Series is joined to a domain. Touch this to display the DANTE DOMAIN MANAGER screen.

State

Displays the domain join status.

Disconnected:

A DDM server does not exist on the same network.

Unmanaged:

A DDM server exists on the same network, but the device is not joined to a domain.

Domain:
A DDM server exists on the same network, and the device is joined to a domain.
Local
Displays the status of the Dante settings (including Dante patches) of the DM7 Series.
¢ Read Write:

Can be modified
¢ Read Only:

Cannot be modified
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Remote

Displays the control status of Dante settings (including Dante patches) for devices on the network from the DM7
Series.

¢ Read Write:
Can be modified
¢ Read Only:
Cannot be modified
¢ None:
Cannot discover or change devices.
User

Displays the user name when logged in to DDM.

When not logged in
“Logout” is displayed.

While login processing is in progress

“Loggingin...” is displayed.

When logged in

The user name is displayed.
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DANTE DOMAIN MANAGER screen

On the DANTE DOMAIN MANAGER screen, you can log in to Dante Domain Manager (DDM).

Type the User Name and Password for Dante Domain Manager

IP Address: (1
User Name: @

Password:

©® IPAddress
Enter the IP address of DDM.

® User Name

Enter the DDM user name.

©® Password
Enter your password.

The icon switches the password display on/off.

® Keep me logged in button

If this button is turned on, the same user name and password will be automatically logged in the next time you
connect to the DDM server.

O LogOut button

Press this button to display the confirmation message "Log out Dante Domain Manager?" [Cancel]/[OK]. Pressing OK
will log out the current user.

©® Close button

Close the window.

@ LogInbutton

Start the DDM login process and close the window.
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NOTE

If the IP address on the NETWORK (For Device Control) screen and the IP address of the DDM server are on different subnets, you
cannot log in to DDM.

As part of the Dante Domain Manager (DDM) specifications, users who log in have permissions. These user permissions function
only when enrolled in a domain.

(Dsite Control @Domain Control ®Media Control @Read Only ®None
The permissions that allow full control of the DM7 Series are M to 3. If you log in with @ Read Only, operation is read-only, and

patches cannot be changed from the DM7 Series. If you log in with 5 None, control and monitoring are not possible. Therefore,
DANTE PATCH cannot be checked or changed.
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DANTE SETUP (Device Mount) screen

Here’s how to select a device from the multiple /O DEVICEs on the Dante audio network, and mount that
device.

DANTE SETUP X

Setup Device Mount 3 O 4 @
Refresh Clear All

= =

Y001
[EEE0 Rio3224-D2 [32IN/240UT]

=

© 1/0 DEVICE selection buttons
This displays the 1/0 DEVICE model name and number of inputs/outputs. Press this to display the DEVICE SELECT
screen for mounting the I/O DEVICE or the corresponding DANTE 1/O DEVICE screen.

®  with Recall button

When on, the information saved in the DM7 Series unit is applied to the HA device when scene recall is performed
while connected to the applicable I/O DEVICE. If the R Series START UP MODE is set to "REFRESH", mute is canceled
after the initial HA parameter synchronization is completed.

© Refresh button

Press this button to update the 1/0 DEVICE information on the Dante audio network to the latest state.

® Clear All button
Press this button to unmount (cancel the mount) for all displayed /O DEVICEs.
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DEVICE SELECT screen

This screen includes several pages, which you can switch between using the buttons located at the top of the
screen.

DEVICE SELECT #1

No Assign

No Assign

Unmounts device

Device List

Select and mount from the online 1/O DEVICEs.

Supported Device

Select and mount from the supported devices list

DVS

Enter a device label and mount (only for Dante Virtual Soundcard).
Manual

Enter a device label and mount
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DEVICE LIST screen

This is used to select a device from the list of I/O DEVICEs on the Dante audio network and mount it.

DEVICE SELECT #1

© DEVICELIST
This displays a list of the /0 DEVICEs on the Dante audio network. Select the I/0 DEVICE to mount from the list.

NOTE

After the MODEL information appears in blue text, press the OK button to mount the device. If you press the OK button before
it appears in blue, the device is not recognized as a supported device. If the same I/0 DEVICE with the same UNIT ID is already
mounted, the OK button is disabled and the device cannot be mounted.

©  DEVICE IDENTIFY button

This is enabled for an 1/0 DEVICE with the DEVICE IDENTIFY function, and when pressed, the device can be
recognized.

Port Identify: When the [SEL] key is pressed, the signal indicator for the 1/0 DEVICE port set in INPUT PATCH/
OUTPUT PATCH for the corresponding channel will light up.
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SUPPORTED DEVICE screen

You can select from supported 1/0 DEVICE and mount a device offline.

DEVICE SELECT #1

PC412-DI

o o s e s

e i i i e i

Ri8-D

Supported Rio3224-D2

Devics Rio1608-D
Ri03224-D

Rio1608-D2

Rio3224-D2

© DEVICE TYPE
This displays a list of the supported I/O DEVICE types. Select the type of I/O DEVICE to mount from the list.

NOTE
If the same 1/0 DEVICE with the same UNIT ID is already mounted, the OK button is disabled and the device cannot be
mounted.

® 1/0 DEVICE display

Displays the selected I/O DEVICE. This displays the model name, the number of inputs and outputs, and the remote
controlicon (only for supported devices).

©® uNITID

Press the screen to select, and then slide vertically/horizontally or use the [TOUCH AND TURN] knob to adjust and set
the UNIT ID.
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DVS or MANUAL screen

Enter the device label of the I/0 DEVICE and mount the device offline.

DEVICE SELECT #1

© DEVICE LABEL
This displays the device label for the I/O DEVICE entered using the keyboard.

® INPUT/OUTPUT

Use the keyboard to specify the number of inputs and outputs of the Dante audio network.
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DANTE I/O DEVICE screen

The screen contains the following items.

1/0 DEVICE button

Displays the ID number and model name of the /0 DEVICE Press this button to display the DEVICE SELECT screen to
select the |/O DEVICE to be mounted.

1/0 DEVICE select button
Press this button to display the corresponding 1/0 rack.

Virtual Previously configured, but currently not present on the Dante audio network.

Conflict A device with the same ID but a different DEVICE TYPE is connected.
Duplicate Multiple devices with the same ID and the same model exist.

Not Ctrl The DANTE Control ID of the DM Series is OFF, and control is being performed using Dante
Controller.

_ The DM Series is set to redundant, and is connected only via the secondary circuit (SECONDARY).
DANTE Device Lock is ON.
Operating in AES67 mode.
Operating in AES67 mode, and DANTE Device Lock is ON.
m Joined a DDM domain, with the Remote control status set to Read Only.
None Joined a DDM domain, with the Remote control status set to None.

m The combination of versions between the built-in Dante module and the device present on the
network does not match.
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1/0 DEVICE display

Pressing the HA display area displays the I/O DEVICE Screen: HA, and pressing the output connector area displays the
OUTPUT tab of the DANTE PATCH popup screen or the I/O DEVICE Screen: OUTPUT (Rio3224-D3 and Rio1608-D3
only).

Control status icon

This displays the control status of the device.

_ Searching for the device to be controlled

The device to be controlled was discovered, but the connection was refused
Connecting  Attempting to connect to the device

Synchronizing with the device
CCOELIETIEE The device can be controlled

NOTE
When the DANTE Setup screen's DANTE Control ID is off, the device cannot be controlled and the icon is hidden. (Excluding
Shure Wireless Receiver)

SYSTEM/SYNC indicator

These display various messages such as errors, warnings, and information.

REMOTE ONLY button (Rio3224-D2, Rio1608-D2, Rio3224-D3, Rio1608-D3)

When turned on, HA operation is disabled from the I/O DEVICE panel. Only devices for which With Recall has been
enabled can be turned on/off.
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CONSOLE 1/0O Screen

This configures the console's internal parameters.

DM7

CONSOLE IO

MES MKIO MALL MELZ MELD MXI4 STAL STAR

@sw our

DM7 Compact

CONSOLE I/0

@  Press this to display the “OMNI IN screen” (p.183).

@®  Press this button to display the “OMNI OUT Screen” (p.185).
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®  Press this to display the “AES/EBU INPUT screen (DM7 only)” (p.187) or the “AES/EBU OUTPUT Screen” (p.188).
@  Press this to display the “PY OUT / DANTE OUT Screen” (p.190).

©®  Press this to display the “PY OUT / DANTE OUT Screen” (p.190).
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OMNI IN screen

OMNIIN 1/0 DEVICE

@GC

Freq Freq Freq Freq

80.0 80.0 . 80.0 80.0

S-Gain S-Gain S-Gain
@TEREO STEREO STEREO STEREO

The screen contains the following items.

© Patchdisplay
Displays the channel that has been patched.

©  +48Vbutton
Switches phantom power (+48V) on/off.

©® A.GAIN

This displays the HA analog gain setting value. When the screen is pressed to select, the value can be changed by
sliding vertically or horizontally or using the [TOUCH AND TURN] knob. The level after passing through analog gain is
displayed on the meter on the right.

® GC(GAIN COMPENSATION) button

Switches the gain compensation on/off for each channel.

© PHASE button

This switches the phase of the input signal.

©  HPF button
Turns the high pass filter on/off for each port.

@ FREQUENCY

Sets the HPF cutoff frequency. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob.
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©® M/Ss button
Turns the M/S decoder on/off for each pair of channels.

© Ss-GAIN

Adjusts the M/S side gain. When the screen is pressed to select, the value can be changed by sliding vertically or
horizontally or using the [TOUCH AND TURN] knob.
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OMNI OUT Screen

OMNI OUT 1/0 DEVICE

View
Assign

The screen contains the following items.
© Patchdisplay
Displays the channel that has been patched.

® Level meter

Displays the signal level.

©  PHASE button
Switches the phase of the output signal.

O Gain setting

Displays the output gain of the output port. When the screen is pressed to select, the value can be changed by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob.

© Output Load Impedance button
Selects the load resistance of the output port. (10kQ/600Q)

O  Assign button
Toggles the Delay assignment to the output port on/off.

The number of assigned resources is displayed on the left.

@ View Assign button
Press this button to display the assignment to the output port.
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Delay setting

Displays the channel delay setting value. When the screen is pressed to select, the value can be adjusted by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob. You can view the current value immediately above
the display (always shown in units of ms) and below the display (shown using the currently-selected scale).

NOTE
If msec (millisecond) has been selected for the DELAY SCALE, nothing will appear above the display.

Delay button
Switches the delay on/off.

Delay Scale popup button

Press this button to display the Delay Scale popup window where you can set the unit for the delay time.
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AES/EBU INPUT screen (DM7 only)

AES/EBU 1/O DEVICE

Unl

® @
®

The screen contains the following items.

© Patchdisplay
Displays the channel that has been patched.

® Level meter

This shows the input level.

© SRCbutton

Switches the sampling rate converter on/off for each pair of channels.

O Clock status display
Displays the status of the input signal.

©  PHASE button
Switches the phase of the input signal.

NOTE

This is the parameter in the I/O DEVICE. It is different than the ® parameter in the channel module of the console.
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AES/EBU OUTPUT Screen

AES/EBU 1/O DEVICE

Delay

View
0 Assign 0.0

®

The screen contains the following items.
©® Patchdisplay
Displays the channel that has been patched.

®  SRC button (DM7 only)

Switches the sampling rate converter on/off for each pair of channels.

©® sampling frequency select menu (DM7 only)

Sets the output sampling frequency when SRC is on. Select from SAME AS INPUT (same as word clock input), 44.1
kHz, 48 kHz, 88.2 kHz, 96 kHz.

O Level meter
Displays the signal output level.

©  PHASE button
Switches the phase of the output signal.

O Gain
Adjusts the output gain of the output port. Press to select and change the value with the [TOUCH AND TURN] knob.

@  Assign button
Toggles the Delay assignment to the output port on/off.

The number of assigned resources is displayed on the left.

©  View Assign button
Press this button to display the assignment to the output port.
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Delay setting

Displays the channel delay setting value. When the screen is pressed to select, the value can be adjusted by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob. The current setting value can be checked in the
upper readout (always shown in ms) and the lower readout (shown in the currently-selected scale).

NOTE
If msec (millisecond) has been selected for the DELAY SCALE, nothing will appear above the display.

Delay button
Switches the delay on/off.

Delay Scale popup button

Press this button to display the Delay Scale popup window where you can set the unit for the delay time.
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PY OUT /| DANTE OUT Screen

1/0 DEVICE X 1/0 DEVICE

The screen contains the following items.

(2]

Patch display
Displays the channel that has been patched.

Assign button
Toggles the Delay/Gain assignment to the output port on/off.

The number of assigned resources is displayed on the left.

View Assign button
Press this button to display the assignment to the output port.

Delay setting

Displays the channel delay setting value. When the screen is pressed to select, the value can be adjusted by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob. The current setting value can be checked in the
upper readout (always shown in ms) and the lower readout (shown in the currently-selected scale).

NOTE
If msec (millisecond) has been selected for the DELAY SCALE, nothing will appear above the display.

Delay button
Switches the delay on/off.

Delay Scale popup button

Press this button to display the Delay Scale popup window where you can set the unit for the delay time.

PHASE button

Switches the phase of the output signal.

Gain

Displays the output gain of the output port. When the screen is pressed to select, the value can be changed by sliding

vertically or horizontally or using the [TOUCH AND TURN] knob.

Level meter
Displays the signal output level.
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1/0 DEVICE screen: HA

The [TOUCH AND TURN] knob can be used to remotely control the HA of the I/O DEVICE.

Y001 Rio3224-D2 1/O DEVICE #1

Freq

Freq
80.0 80.0

©® cChanneldisplay
Displays the patched channels.

©  +48Vbutton
Switches phantom power (+48V) on/off.

©® A.Gain

Displays the amount of gain for the HA of the I/O DEVICE. When the screen is pressed to select, the value can be
adjusted by sliding vertically or horizontally or using the [TOUCH AND TURN] knob. The level meter on the right side
allows you to check the input level of the corresponding port.

NOTE

For devices with a wider setting range than the DM7 Series, some values cannot be set from the DM7 Series. Similarly, if the value set
on the connected device side is outside the DM7 Series setting range, it will be displayed as an approximate value or a limit value.

O GChutton

Turns gain compensation on/off to maintain a constant signal level on the audio network.

©  HPF button
Turns the high-pass filter built into the HA of the 1/O device on/off.

©® FREQUENCY

Adjusts the cutoff frequency for the high-pass filter built into the HA of the 1/O device. When the screen is pressed to
select, the value can be adjusted by sliding vertically or horizontally or using the [TOUCH AND TURN] knob.
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NOTE

For devices use a different method of changing the setting value from the DM7 Series, the cutoff frequency may be set at an
approximate value.
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1/0 DEVICE screen: OUTPUT

YOO Rio3224-D3 1/0 DEVICE #1

The screen contains the following items.
© Patchdisplay
Displays the channel that has been patched.

® Delay setting

Displays the channel delay setting value. When the screen is pressed to select, the value can be adjusted by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob. You can view the current value immediately above
the display (always shown in units of ms) and below the display (shown using the currently-selected scale).

NOTE
If msec (millisecond) has been selected for the DELAY SCALE, nothing will appear above the display.

© Delay button
Switches the delay on/off.

O Level meter
Displays the signal level.

©  PHASE button
Switches the phase of the output signal.

® Gain

Displays the output gain of the output port. When the screen is pressed to select, the value can be changed by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob.

@ Delay Scale popup button

Press this button to display the Delay Scale popup window where you can set the unit for the delay time.
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Output Load Impedance button
Selects the load resistance of the output port. (10kQ/600Q)

NOTE
This is displayed only for models that support switching load impedance.
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1/0 DEVICE screen: WIRELESS

This sets the channel name, gain, etc. for a wireless device. Setting is not possible if the device is offline.
When the device is online, the settings on the device side are reflected.

Y001 DWR-R03D 1/O DEVICE #3

4 Diversity Mode : OFF

@,
@
o,
®
®
®
@

OMNIS ¥ OMNIGE ™
OMNI 5 OMNI &

NOTE
The number of channels and the displayed content varies depending on the model.
©® TXATT/TX.GAIN
Sets the transmission level. Press to select, and the value can be adjusted using the [TOUCH AND TURN] knob. Not

displayed for wireless devices that cannot be operated.

© channel name
Press this button to display the NAME screen used to set the channel name. The number of characters that can be set
varies depending on the model.

©®  Frequency
This displays the currently set RF signal frequency.

O Rx.LEVEL/Rx.GAIN

Sets the amount of gain for the receiver. Press to select, and the value can be adjusted using the [TOUCH AND TURN]
knob. The level meter on the right side allows you to check the input level. Not displayed for wireless devices that
cannot be operated.

© MUTE button

Mutes the receiver's audio signal.
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O signal quality meter

Displays the quality of the RF signal being received. The vertical axis represents quality, the horizontal axis represents
time, and the connection status display is updated once per second. The bar graph becomes lower when the RF
signal quality decreases as a result of increased distance from the transmitter or due to interference. This is displayed
in purple for Shure devices and white for all other devices.

© RF (Radio Frequency) signal meter

The number of bars displayed indicates the RF signal (A/B channel) level. An active antenna indicator is displayed on
the right side to indicated which antenna is active. The RF signal meter displays both A and B when in Diversity mode.
In Quadversity mode, the strongest level from A to D is displayed.

NOTE

For the relationship between the number of bars and the actual RF signal level values, please refer to the manual from the
respective device manufacturer.

© Battery indicator
The number of bars displayed indicates the amount of remaining battery power.

NOTE

For the relationship between the number of bars and the maximum operating time, please refer to the manual from the device
manufacturer.

© PORTASSIGN button

Press this button to display the screen used to specify the port to which the actual input signal has been assigned.

When the port specified by the PORT ASSIGN button is patched to a channel, control and level monitoring of the
wireless device can be performed from the input channel.

NOTE

o |fthe target device is dismounted, the console-side parameters will return to their default values. When a new device is mounted
and patched, its parameters are reflected in the main unit.

¢ All port assignments to the corresponding rack are removed only when an 1/0 DEVICE is in the No Assign state.

* For control of any company's devices, the control parameters are not saved in scenes or files.
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1/0 DEVICE Screen: Amplifier

The I/O DEVICE amplifier can be remotely controlled.

For NEXO NXAMPmk2

Y001 NXAMPAx1mk2 1/ODEVICE #1

) Cabinet

Standby

© statusindicator

Displays the device status.

Status Indicator display

Overall Overall device status

Alert Alert Green: Operating normally.

Amp Operating status of each amplifier Yellow: A fault has been detected.
channel Orange: Temporarily not operating.

PS Operating status of the power supply  Red: The function is in a state from
unit which it cannot recover.

Fan Operating status of each Fan unit

The Alert indicator is displayed only in green and red. When an alert occurs, the indicator changes to red, and
the alert details are displayed at the bottom of the screen.

® scene

Displays the recalled scene number and title.

© cabinet
Displays the name of the NEXO Setup selected on NXAMP.

O Version

Displays the firmware version of the device.
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Input Meter
Displays the input levels of the analog input, digital input, or both.

Standby button

Switches standby mode on/off.

Overmute button

Switches Overmute (muting of all channels) on/off.

Output level meter

Displays the output level of the channel.

Limit indicator

Lights while the limiter for power supply or amplifier protection is applied.

Protect indicator

Lights while the limiter for speaker amplifier protection is applied.

Volume knob

Sets the channel volume.

Mute button

Switches channel mute on/off.

Channel name

Displays the channel name (speaker preset name for NXAMP).
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DANTE PATCH (Input) screen

Configures DANTE PATCH settings for inputs.

DANTE PATCH

Y5 Y

Setup Library Clear All

©® Dpantelnput
This displays the input channels.

® source

Press this to display a screen to select the input ports. The currently-selected port is displayed on the button.

© Auto Setup button

Press this to automatically set up the input port.

@ Library button
Press this button to display the DANTE INPUTPATCH LIBRARY screen.

A maximum of 100 input patch presets can be registered. By registering settings in Library, patch settings can be
configured quickly and easily.

© Clear All button

Press this button to clear all patches.

199



Screens > 1/0 DEVICE Screen

DANTE PATCH (Output) screen

Configures DANTE PATCH settings for outputs.

DANTE PATCH

#1 Y001
Rio3224-D2

©® Device

Selects the device to set.

® Dpante Output
This displays the output channels.

©® source

Press this to display a screen to select the output ports. The currently-selected port is displayed on the button.
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RECORDER scree

RECORDER screen

Allows you to record to USB storage devices and play and manage audio files.

REC&PLAY

Recorder - Playback
Input Out
STAL < X CHIA -
STA o 3 e c L chl

5

1 .
STAR ¥ der CHIA ¥
R TA Folderl R ez

RECORDER

| I‘

©® Recorder Input button (L/R)

Press these to display the screen for selecting signals that will be patched to the recorder’s L/R input channels.

® Recorder Input meter

Displays the level of the signals input to the recorder.

© Recorder Input GAIN

Sets the level of the signal input to the recorder.

O Recorder Input CUE button
If CUE A, CUE Bis on, you will be able to audition the signal input to the recorder.
NOTE

You cannot turn on this button and the Playback Output CUE button simultaneously.

© Playback Output button (L/R)
Press these to display the screen for selecting the signals to be patched to the L/R channels of the playback output.

O Playback Output meters
Displays the level of the recorder playback output signal.

@ Pplayback Output GAIN

Sets the level of the recorder playback output signal.
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©® Playback Output CUE button
If CUE A, CUE B is on, you will be able to audition the playback signal output from the recorder.

NOTE

You cannot turn on this button and the Recorder Input CUE button simultaneously.
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RECORDER screen

Allows you to record to USB storage devices and play and manage audio files.

REC&PLAY
Recorder Playback
Input Out

STAL = £ = CHIA -
L sTA » E L eh

RECORDER

STAR & CHIA w
R STA R ch2

O Titlellist

This is a list of the playable audio files and the folders that are saved in the selected folder of the USB drive. The
column with the green background in the center of the list indicates the song file/folder that is selected for operation.

© status indicator
A symbolindicating whether the file is playing, paused, or recording is displayed at the left edge of the title list.

©®  Track number
Displays the file number in the title list.

O Sub-directory

If there is a folder at a lower level, a folder icon is displayed at the track number position. You can move to the lower
level by pressing the folder icon.

© Play check

When multiple songs are played back in succession, this sets whether or not the song is played.

O scrollbar
Scrolls up/down through the title list.

@ Dpisplay switch buttons
This button switches between the Song Title display and File Name display in the list.

©® Make Dir button

Creates a new directory in the current directory.
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Move Up/Move Down buttons

This changes the order within the list of the selected song.

Delete button

Deletes the selected file.

Save List button

Saves the order of the current title list and whether or not there is a Play check as a playlist.

Reload button

Loads the playlist that was most recently saved. This is used to undo edits to a playlist and revert to a previous state.
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RECORDER screen

Allows you to record to USB storage devices and play and manage audio files.

REC&PLAY

Recorder s Playback
Input e Out
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RECORDER
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TRANSPORT field

Allows you to control recording and playback of a song.

Current song

Displays the track number, title, and file format of the currently-selected song. The display changes during playback
recording.

Elapsed time display

Displays the elapsed playback time of the current song during playback, and the elapsed recording time during
recording.

¢ Remaining time display

Displays the remaining playback time of the current song during playback.

REW button

Moves the playback point to the beginning of the current song. If already at the beginning position, moves to the
beginning of the previous song with the Play check. If the playback point is not at the beginning of the current song,
and if you press and hold down this button for two seconds or longer, the song will rewind. If you operate this button
during playback, playback will resume from the point at which the button is released.

STOP button

The recorder will change from play/record/recording-standby mode to stop mode.
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PLAY/PAUSE button

Changes the mode as follows:

Stop mode

Moves to playback mode and starts playback from the beginning of the current song.

Playback mode

Playback pause mode

Playback pause mode

Moves to playback mode and starts playback from the point where it was paused

Recording standby mode

Recording mode

Recording mode

Recording pause mode

Recording pause mode

Moves to recording mode and resumes recording from the point where it was paused.

FF button

Moves the playback point to the beginning of the next song with a Play check. If you press and hold down this button
for two seconds or longer, the song will fast-forward. If you operate this button during playback, playback will
resume from the point at which the button is released.

REC button
Moves to recording standby mode.
NOTE

Individual button functions can also be assigned to the USER DEFINED key.

REC FORMAT/RATE button

Allows you to select the recording file format and recording rate.

PLAYMODE field

Allows you to specify how the recorder will behave when playback of the current song is complete.

(9]

Single button

If this button is on, only the current song will play. If this button is off, when the current song finishes playing, the
next song in the list with a Play check is played.

REPEAT button

If this button is on, the playback will repeat. If the Single button is on, only the current song will play repeatedly. If the
Single button is off, all songs in the list that are marked with a Play check will play back repeatedly in the order of the
list. If this is off, the song will play only once.

If the Single button is on, the current song will play only once, and then stop. If the Single button is off, all songs in
the list that are marked with a Play check will play once in the order of the list, and then playback will stop.
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LIVE REC screen

This provides remote control of the DAW.

REC&PLAY
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Add Marker

Easy Rec
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© Marker list field
The marker information recorded for the current DAW (Nuendo or Cubase) project is displayed as a list.

The list can be scrolled by using the [TOUCH AND TURN] knob. Press this field to display the keyboard screen used to
edit the marker information.

® Information display
Press this button to display the DAW REMOTE SETUP screen to select the connection destination.

Displays the selected connection destination (DVS device label, IP address, USB).

© Add Marker button

Adds a marker to the project at the current playback position.

O RecallLink button

Sets whether or not markers are created when a scene is recalled. The button is lit when on.

© Playback position information display

Displays the current position information. The time display format can be changed by pressing the button on the far
right.

©® Go to Project Start button
Returns the playback position to the beginning of the project.

@ Go to Previous Marker button

Returns the playback position to the previous marker.
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Go to Next Marker button

Advances the playback position to one marker ahead.

Go to Project End button
Advances the playback position to the end of the project.

Cycle button

Turns project repeat on/off.

Stop button
Stops project playback/recording.

Play button
Starts project playback.

Record button
Starts/stops project recording.

Easy Rec button

This button immediately starts recording on all tracks. Press this to move the playback position to the last recorded
position, change all tracks to record status, start recording, display the record panel and then lock the panel.
Recording occurs by reversing the time set in Pre-Record Time back from the actual record start position.

Record lock button
Turns recording state retention on/off. Prevents accidentally stopping recording while recording is in progress.

If the STOP button is pressed while the record lock button is on, the DAW (Nuendo or Cubase) will display the
confirmation "Do you want to continue recording?".
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DAW REMOTE screen

The DAW REMOTE screen is used to remotely control the DAW.
If DAW 1-12 or DAW 13-24 is selected on the screen displayed when the [DCA/DAW] button in the fader bank
on the panelis pressed, the DAW REMOTE screen is displayed.

@

Cross-Over

Bank

(@)

@ @ @ @ ";@ Channel

4 14 M Bl <4 P> @ < ® >

©® Unmute All button

Press to cancel all mutes. This is lit up when there is a channel that has been muted.

® Dpeactivate All Solo button

Press to clear all solos. This is lit up when there is a channel in solo status.

©® RecArm All button

Press to set all tracks to record status.

O Automation Read All button

Press this button to set all tracks to Automation Read status. Lights when one or more tracks are in Automation Read
status.

© Automation Write All button

Press this button to set all tracks to Automation Write status. Lights when one or more tracks are in Automation Write
status.
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Automation mode select button
For Steinberg

Selects the automation write mode.

* Touch: Writes fader values in touch mode

* Auto-Latch: Writes fader values in auto-latch mode
¢ Cross-Over: Writes fader values in cross-over mode
For Others

Allows you to select the function for the channel's Auto button.
Read: Read on/off button

Touch: Touch on/off button

Latch: Latch on/off button

Write: Write on/off button

Trim: Trim on/off button

Off: Off button

Trim button

Switches Trim mode on/off. Lights up when turned on.

Connection select button
This displays the current connection target. Press this button to display the DAW REMOTE SETUP screen.

Go to Project Start button
Returns the playback position to the beginning of the project.

Go to Previous Marker button

Returns the playback position to the previous marker.

Go to Next Marker button

Advances the playback position to one marker ahead.

Go to Project End button
Advances the playback position to the end of the project.

Fast-Rewind button

Moves the playback position backward.

Fast-Forward button

Move the playback position forward.

Cycle button

Turns project repeat on/off. Lights up when turned on.

Stop button
Stops project playback and recording.

Play button
Starts project playback. Lit during playback.
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® Record button

Starts project recording. Lit during recording.

® Playback position information display

Displays the playback position time. When selected, the playback position can be moved using the [TOUCH AND
TURN] knob.

The indicator is displayed when the connection is normal.

@  Time format switching buttons

Switches the display format of the time shown in the information display.

@  scrub/Shuttle button
Turns on/off the function to move the playback position using the [TOUCH AND TURN] knob.
¢ Scrub: Outputs audio during operation

* Shuttle: Continue in the specified direction

@  Bank switching buttons

Moves the channel to be assigned to the fader left or right in 12-channel increments.

@  Channel switching buttons

Moves the channel to be assigned to the fader left or right in 1-channel increments.

@  Level meter

Displays the channel level.

@  Automation Read button

Turns the channel Automation Read status on/off. Lit when Automation Read status is on.

@  Automation Write button

Turns the channel Automation Write status on/off. Lit when Automation Write status is on.

@  Monitor button

Turns the channel Monitor on/off. Lit when channel Monitor is on.

@ Rec Arm button

Turns the channel record status on/off. Lit when record status is on.
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DAW REMOTE SETUP screen

DAW REMOTE SETUP

Specified
P Addross

The screen contains the following items.

(2]

DAW Remote Mode selection buttons
Select Steinberg or Others for DAW Remote Mode.

Connection select button

This button selects the DAW Remote and Live Rec connection destination.

* No Assign: Not connected

¢ DVS: Select DVS from the device list and connect

* Specified IP Address: Specifies the IP address of the computer connected to the selected network.

¢ USB: Connects via the [USB] connector

IP address
This is displayed when Specified IP Address is selected with the connection destination select button.

Specify the IP address of the connection destination.

Control Port

This is displayed when Specified IP Address is selected with the connection destination select button. Selects the
network to connect to (DANTE, Network (PC)).
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DAW REMOTE SETUP

DVS select list
This is displayed when DVS is selected with the connection destination select button.

Select DVS as the connection from the list.
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CH JOB Screen

DCA GROUP ASSIGN Screen

Sets the channel to be assigned to the DCAgroup. A DCA group can operate the levels for multiple channels at
once.

DCA GROUP ASSIGN

Output

CHB5-96 CHo7-108 MX37-48

CH49-60 CH109-120 ClearAll | 5

setby SEL(6)

DCA Mute Target

Post Only @ Pre & Post

(8 - ) 10,
\> CHON
DCA Scene Grid Auto Name Follows
DCA Assign

©® DCAselection buttons
Selects the DCA to be operated.

® DCA assign field

Channels registered to the currently-selected DCA are highlighted in yellow. Press this field to display the assign
screen.

©® DpCcAdisplay
Displays the currently-selected DCA. Press to display the NAME screen used to edit the DCA name, color and icon.
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@ Preset editing buttons (Theatre Package compatible)

Press this button to open the Preset screen.

Save As Preset button

Turn this button on and press the Preset button to save the currently-selected DCA settings.

Delete Preset button
Turn this on and press the Preset button to delete the Preset settings.
Edit Preset button

Turn this on and press the Preset button to display the DCA PRESET ASSIGN screen, allowing you to select the
channel to assign to the Preset.

Preset button

The name and color are displayed.

© Clear All button

Press this to clear all selections.

© setby SEL button

When this button is on, you can add a channel by using the corresponding [SEL] key. To select more channels, turn
this button on, and then press the corresponding [SEL] keys for the channels to be added.

@ DCA Mute Target

Selects Post Only or Pre & Post. When set to Pre & Post, sends set to Pre Fader will also be muted.

© DCA Scene Grid button (Theatre Package compatible)
Press this button to display the DCA SCENE GRID screen.

©  Auto Name button (Theatre Package compatible)

If this button is on, the name of the lowest-numbered channel assigned to the DCA group will be set as the DCA group
name. An empty string is set when all DCA group assignments are unassigned.

@® CHON Follows DCA Assigen (Theatre Package compatible)

Turning this button on will turn on the channels assigned to the DCA group. Channels that are unassigned from the
DCA group are turned off. A channel-on indicator will now appear on the channel button displayed on the DCA
GROUP ASSIGN screen and DCA SCENE GRID screen.
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DCA SCENE GRID Screen (Theater Package Compatible)

A DCA can be assigned for each scene.

DCA SCENE GRID

DCAL DCAZ DCAS DEAS DCAT DCAR DCAID  DCaAll  DCALZ

DCA1

DCA 1

©® DCAGrid

Displays the DCA information for a specific scene. Press to display a screen for selecting the channel to assign. If you
press the header at the top, you can assign the entire column.
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MUTE GROUP ASSIGN screen

Sets the mute group and mute safe.

A mute group allows muting of multiple channels at the same time. Mute safe allows you to temporarily
exclude specific channels registered to the mute group.

MUTE GROUP ASSIGN

Qutput

MX13-24

CH25-36 MX25-36

CH49-60

©® Mute group/mute safe select button

Allows you to select a mute group or mute safe to which you want to assign channels.

®  Mute group assign display field
This area displays the channels assigned to the currently-selected mute group.
When the mute safe button is selected, the channel to be set as mute-safe is displayed. The procedure for registering
or canceling a mute group is the same.

©  Mute group control button

Switches mute on/off for each mute group.

The [ON] key for each muted channel in a mute group will flash.

O Dimmer level
Sets the level for each mute group when the Dimmer function is enabled.

NOTE

If the dimmer level is set to any level other than —e0 dB, and the corresponding mute group master button is turned on, this
button will be lit orange.

© Mute group display

Displays the currently-selected mute group. Press to display the keyboard screen for editing the mute group name.
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O Clear All button

Press this to clear all selections.

@ setby SEL button

When this button is on, you can add a channel by using the corresponding [SEL] key. To select more channels, turn
this button on, and then press the corresponding [SEL] keys for the channels to be added.
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CH LINK screen

Sets the function to link parameters such as fader operation and EQ for input channels or output channels.

CH LINK

CHB5-96 | CHO7-108

CH109-120

© Input/Output buttons

These buttons switch between the input channel screen and output channel screen.

©  CHLINK display field
This displays the channels registered to the currently-selected CH LINK.
Press this button to display the CH LINK SET screen.

©  setby SEL button
When this button is on, you can add a channel by using the corresponding [SEL] key.

@ Channelselect button

Selects the target bus when the MX ON, MX Send, MT ON, and MT Send buttons are turned on in the linked
parameters.

© Parameter select button

Selects the parameters to link.
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CH LINK SET screen

CHLINKSET

Link

@

Input/Output button

Allows you to switch the input channel and the output channel.

Channel select button

Selects the channels you want to link. Linked channels will be displayed an alphabetical character that indicates the
link group.

NOTE

Selecting a linked channel selects all channels in the same group.
To add a channel to a group, select the group and the channel to be added, then press the Link button.
By selecting two groups and pressing the Link button, you can combine two groups into one group. In this case, the subsequent

group is combined into the preceding group. (If you combine group A and group B, the result will be group A.)

(3]

o

To unlink a channel, select the group and then press the channel that you want to remove to deselect it.

Link button

Links the channels selected in @.

Unlink button

Unlinks the channels selected in @.

Set by SEL button

When this button is on, you can add a channel by using the corresponding [SEL] key.

Unselect All

Clears all channel selections.
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CH COPY screen

Sets the function to copy the mix parameter settings of each channel to another channel.

CH COPY

1. Select Channel(s) 2. Select a position “ 3. Execute
to Copy from: To Paste to:

CH61-120

CH25-36 -48 CHE5-96 | CH97-108

CHA9-60 CH109-120

©® From button

It is automatically selected when you enter the CH COPY screen. Press this button if you want to select a different
copy source channel.

® Tobutton

Selected when the mode is changed to select copy destination.
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© Paste button
After specifying the source and destination, press the button to execute the channel copy operation.

When MIX or MT is selected as the copy source, Target is displayed.

Target

Channel
Parameters

¢ Channel Parameters: Copies the channel parameters.
* Incoming Sends: Copies the Send settings to the copy-source channel.

® Display channel switching button
Select the type of channels that you want to display on the screen.

© ASSIGN section
Selects the copy source channel and the copy destination channel.

©® setby SEL button
When this is on, you can select a channel by using the [SEL] key.
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CH DEFAULT screen

Sets the function to restore the channel parameters to their default values.

CH DEFAULT

1. Select Channel(s) 2. Execute
to set default: g

CH 61-120 MX

CH61-72 CHT3- MX1-12 MX13-24
CH97-108 MX25-36 | MX37-28

CH 49-60 CH 109-120

© Dpefault button

After selecting the channel, press this button to execute the initialization operation.

® Dpisplay channel switching button

Select the type of channels that you want to display on the screen.

© ASSIGN section

Allows you to select the channels for which you want to restore parameters to their initial values.

@  setby SEL button
When this is on, you can select a channel by using the [SEL] key.
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CH MOVE Screen

CH MOVE

1. Select Channel(s) 2. Select a position @ Execute
to Move from: to Move into:

CH61-120

CHB1.72 CH73-84
CHB5.96 CH9T7-108

CH49-60 CH109-120

©® From button

This is automatically selected when you enter the CH MOVE popup screen. Press this button if you want to select a
different move-source channel.

® Tobutton

Switches to the mode for selecting the move destination.

©® Move button

After specifying the source and destination, press the button to execute the channel move operation.

@ Display channel switching button

Select the type of channels that you want to display on the screen.

© ASSIGN section

Selects the move-source channel and the move-destination channel.

O setby SEL button

When this button is on, you can select a channel by using the [Select] glass key.
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MONITOR scree

MONITOR(MONITOR) Screen

Operates the signal to be checked through headphones or external monitor speakers.

MONITOR

monmor B 8
‘= P ==

Fater 8 Fader

0.00 : 0.00

Level

Clear CUE Mix CUE tCUE 0.00 Clear CUE

Inputta T8 COMM Input

©® MONITORTab

Displays the MONITOR screen, where you can configure advanced monitor settings. Select MONITOR A/B as the
operation target, and configure the settings in the corresponding field.

® MONITOR SOURCE SELECT button
Allows you to select one of the DEFINE 1-8 sources that will be output to the MONITOR bus.

© Meter field
Displays the output levels of Monitor Out L, R, and C channels.

O Output button

Switches monitor out on/off.

O Fader level
Adjusts the monitor fader level. This can be adjusted using the [TOUCH AND TURN] knob.

O Dpimmer field
Allows you to configure the settings for the Dimmer function, which temporarily attenuates monitor signals.
* DIMA/DIM B buttons
Turn this on to enable the dimmer and attenuate the monitor signal.
¢ Dimmer level

Adjusts the amount by which the monitor signals will be attenuated when the dimmer is on.
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MONITOR Screen

MONITOR
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The screen contains the following items.
© source Select button
Allows you to select from the DEFINE 1-8 sources that will be output to the MONITOR bus.

@ Mode
Selects the mode.
¢ Last
Allows you to select one of the DEFINE 1-8 sources that will be output to the MONITOR bus.
* Mix
Allows you to select multiple of the DEFINE 1-8 sources that will be output to the MONITOR bus.

If the number of sources is greater than 8, they cannot be selected.

® MONITOR Delay
Displays the currently-specified delay time.

Displays the delay time of the currently selected unit and the select type of unit (scale).

© MONITOR Delay ON button
If this is on, the monitor signal will be delayed according to the setting of the MONITOR Delay knob.

O CUE Interrupt button

Press this to interrupt the monitor signal with the cue signal. If this button is on and the cue is enabled, the cue signal
will be sent to the monitor output.
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MONITOR Out Mode
Selects the monitor output mode from the following:
¢ LR+ CDOWNMIX
In this mode, the L/C/R channel signals will be downmixed and output in stereo.
¢ MONO
In this mode, monitor signals will be output in monaural.
* LCR
In this mode, the L/C/R channel signals will be output.

Center CH ON button

If you plan not to monitor the center channel, turn this button off. If this button is off, the center channel will not be
included during downmixing.

COMM Interrupt button

Press this button to add the COMM signal to the monitor signal. If this button is on, the COMMsignal will be sent to the
monitor output.

Meter
This field displays the output level of the monitor's L/R/C channels.

Insert button

Press this to display the window to insert plug-ins into the monitor signal. The currently-set plug-in inserts are
displayed on the button.

Insert ON button

Switches the plug-in insert on/off.

Output Patch button

Displays the monitor output destination slot or port for the L, C, and R channels respectively. Press this button to
display the PORT SELECT screen.

MONITOR Output button

Switches monitor out on/off.

MONITOR Fader level

Adjusts the monitor fader level.

Monitor Source Define button
Sets the source that will be output to the MONITOR bus.

Dimmer on CUE indicator
When CUE is active, the respective CUE A/CUE B lights up.

Dimmer on CUE

Adjusts the amount by which the monitor signal will be attenuated when CUE is on.

Dimmer level

Adjusts the amount by which the monitor signal will be attenuated when dimmer is on.
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DIM A/DIM B button

Turn this on to enable the dimmer and attenuate the monitor signal.

Dimmer on TB indicator

Displays the on/off status of the talkback dimmer function.

Dimmer on TB level

Adjusts the amount by which the monitor signal will be attenuated when talkback is on.

COMM level
Adjusts the COMM signal level.

COMM ON button
When this is on, the COMM signal is enabled.

MONITOR level

Displays the monitor level.

When DM7 Control is not connected: Adjusts the monitor level using the [TOUCH AND TURN] knob.

When DM7 Control is connected: The display turns off, and the monitor level is adjusted using DM7 Control.

Speaker Select button
Press to select the output destination Speaker.
* MAIN

The output destination of L, R, and C set as the MAIN Speaker is set.
* ALT1

The output destination of L, R, and C set as the ALT1 Speaker is set.
* ALT2

The output destination of L, R, and C set as the ALT2 Speaker is set.

Setup Speaker button
Press this button to display a screen to set the output destinations for MAIN, ALT 1, and ALT 2.
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MONITOR SOURCE DEFINE Screen

This screen allows you to use the DEFINE button to register the source that will be output to the MONITOR
bus.

MONITOR SOURCE DEFINE

The screen contains the following items.
© source Select button
Allows you to select one of the DEFINE 1-8 sources that will be output to the MONITOR bus.

Press to display a keyboard for naming.

® Dpisplay switching tabs

Switches the types of channels, buses, and input ports that are displayed on the screen.

©  Monitor source select buttons

Allows you to select monitor sources that will be assigned to the DEFINE buttons. The selected monitor sources will
be highlighted. Press the same button again to cancel the selection.

O Clear All button

Press this to clear all selections.
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MONITOR (CUE) screen

Operates the CUE function used to check the sound of the selected individual channel/DCA.

MONITOR

Dimmer

Fader Dimmer
0.00 -20.00

Clear CUE M CuE 4

oMNI1 ™
ohaNl 1

Inputto TE S48 | GC COMM Input

©® CUETab

Displays the CUE screen where you can configure advanced cue settings. Select CUE A/B as the operation target, and
configure the settings in the corresponding field.

®  Input/DCA/Output CUE field

Displays the setting status for input cue, DCA cue, and output cue.

©  Clear CUE button
Cancels all cue selections simultaneously. If the CUE Mode setting is Mix CUE, all of the selected channels will be
cleared.

® CUE Mode button
Allows you to select the operation mode when the [CUE] key is on for multiple channels.
¢ Mix CUE mode
All selected channels are cued.
¢ Last CUE mode

Only most recently selected channelis cued.

O Meter
This displays the output level of the cue L/R channels.

© CUE Output button

This button switches cue output on/off.

@ CUElevel
Displays the output level from cue out. This can be adjusted using the [TOUCH AND TURN] knob.
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©® PHONES button

Displays the PHONES screen to set the signal to monitor using headphones.

© PHONES Select button
Selects the signal that is monitored by the headphones.
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CUE Screen

MONITOR
6

;]
A PRL Y y .

Pre Fader

" 15 Level
FFLTrim 0
0,00 0.00 AR

MixCUE 9

npun

PFL
Pre Fadar

v PFL Trim R Blank

0.00 0.00

Mode

The screen contains the following items.

©  CUE Settings button
Press this button to display the CUE Settings screen to select the CUE destination. You can select the CUE destination
(CUE A, CUE B, or A+B) for each channel.

® SOLO ON button

Switches the solo operation on/off.

© soOLO Safe button

Excludes any channel from solo operations.

O Active CUE indicator

The type of cue currently being monitored is indicated by the lit option.

© Clear CUE button

Cancels all cue selections simultaneously. If the CUE Mode setting is Mix CUE, all of the selected channels will be
cleared.
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Input CUE field

Allows you to configure settings related to the input channel cue.

¢ Cue point select button
Selects the position for auditioning from PFL Pre FILTER (immediately before FILTER), Pre Fader (immediately
before the fader), AFL (immediately after the fader), and Post Pan (immediately after pan).

NOTE

Be aware that if you select Post Pan , you will be unable to monitor signals sent to the MONO bus from an input channel that is
set to LCR mode.

PFL Trim
Sets the monitor levels when PFL is selected. This can be adjusted using the [TOUCH AND TURN] knob.
Follow Pan button

If this button is on, the TO STEREO PAN setting will be applied to the pan setting of the signal sent from input
channels to the CUE bus.

DCA CUE field

Allows you to configure settings related to the DCA cue.

Cue point select button

The position for the DCA audition can be selected from Pre Pan (immediately before pan) or Post Pan
(immediately after pan).

DCA Trim
Displays the monitor level when cueing DCA. This can be adjusted using the [TOUCH AND TURN] knob.
Unity button

If this button is on, the master level of each DCA is auditioned at the same volume as when set to 0 dB (unity gain).

Output CUE field
Allows you to configure settings related to the output channel cue.
¢ Cue point select button

Select the position for auditioning the output channel from PFL (immediately before the fader) or AFL
(immediately after the fader).

¢ PFLTrim
Displayed the monitor levels when PFL is selected. This can be adjusted using the [TOUCH AND TURN] knob.

CUE Mode button
Allows you to select the operation mode when the [CUE] key is on for multiple channels.
¢ Mix CUE mode
All selected channels are cued.
¢ Last CUE mode

Only most recently selected channelis cued.

Meter
This displays the output level of the cue L/R channels.

Insert button

Press this button to display the window where you can insert plug-ins into the CUE signal. The currently-set plug-in
inserts are displayed on the button.
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®

Insert ON button

Switches the plug-in insert on/off.

CUE Out Mode select button
The CUE signal output can be selected as STEREO or MONO.

CUE Output button

This button switches cue output on/off.

CUE level
Displays the output level from cue out. This can be adjusted using the [TOUCH AND TURN] knob.

CUE Output Patch button

Press this button to display the PORT SELECT screen where you can select output ports to patch to the L/Rchannels
of the cue output.

Fader CUE Release ON button (Broadcast Package compatible)

When this button is turned on, the CUE for that channel will be cleared when the fader level exceeds the threshold
value.

Fader CUE Release Threshold (Broadcast Package compatible)
The threshold value is displayed. This can be adjusted using the [TOUCH AND TURN] knob.

Backstop PFL ON button (Broadcast Package compatible)

Pushing the fader below the OFF position (level is -=) turns the CUE on, and raising or releasing the fader turns the
CUE off.
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PHONES screen

This configures the settings related to signals monitored by the headphones.

PHONES

PHONES OUT

7 MONITORA

© Phones Level Link button

If this is on, the monitor fader level is linked to the level of signals sent to the PHONES output jack.

® CENTER CH ON button

If you plan not to monitor the center channel, turn this button off.

© CUE Interrupt button
Turns the CUE Interrupt ON/OFF.
NOTE

When CUE is selected as the monitor source, it is recommended that CUE Interrupt be turned off to prevent the monitor source
from being interrupted by CUE operation.

O COMM Interrupt button
Turns the COMM Interrupt ON/OFF.

©  Point Monitor button
Select one of the following monitor signal source points:
¢ Pre Delay
¢ Post Delay

©®  CUE Monitor button
Select one of the following cue signal source points:
* PreDelay
* Post Delay
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© selectbutton
Selects the signal that is monitored by the headphones.

© Insert button

Press this to display a screen where you can insert plug-ins into the signal monitored by the headphones.

© Insert ON button

Switches the plug-in insert on/off.
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CUE SETTINGS screen

CUE SETTINGS

CUEA CUE B

Input CUE n2 Output CUE

MX1
MX 2

MX3

The screen contains the following items.

(2]

Channel list
This displays the channels.

Al button
Press this to apply or cancel the selected cue destination (CUE A, CUE B) for all channels simultaneously. If there is a
mix of selected and unselected in that column, "..." will be displayed.

CUE selection buttons

Allows you to select the cue destination for each channel.
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MONITOR (OSCILLATOR) screen

Sends a sine wave or pink noise from the internal oscillator to any chosen bus.

MONITOR

=3

Dimmer
-20.00

Clear CUE Mix CUE

Input to TE COMM Input

© OSCILLATOR Tab

Displays the OSCILLATOR screen, where you can configure advanced oscillator settings.

©  OSCILLATOR Mode button
Displays the selected oscillator mode. Press this to display the screen to switch modes.
¢ Sine Wave
¢ Sine Wave 2ch
* Pink Noise

¢ Burst Noise

© OSCILLATOR LEVEL field

Adjusts the oscillator levels. A meter beside LEVEL displays the output level of the oscillator. Press LEVEL to adjust the
oscillator level using the [TOUCH AND TURN] knob. The setting range is -96.00 dB to 0.00 dB.

@ OSCILLATOR Assign field

An indicator lights to indicate the currently-selected oscillator output destination (input channels, buses or monitor).
Use the buttons at the left to switch the indicator display. For buttons with any one of the channels/buses selected,
the "Assigned" indicator is lit green.

© OSCILLATOR Output button

Turns the oscillator output on/off.
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OSCILLATOR screen

MONITOR

OSCILLATOR
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Assign
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The screen contains the following items.

OSCILLATOR Mode button

Select one of the following four oscillator operating modes:

Sine Wave
A sine wave is output continuously.

Sine Wave 2ch

Two sine waves (with different frequencies) are output separately.

Pink Noise

Pink noise is output.

Burst Noise

Pink noise is output intermittently.

Parameter field

Allows you to set the oscillator parameters. The contents and functions of this field vary depending on the operating
modein @.

For Sine Wave
* Level
Displays the output level of the sine wave. This can be adjusted using the [TOUCH AND TURN] knob.
* Freq
Displays the frequency of the sine wave. This can be adjusted using the [TOUCH AND TURN] knob.
* Frequency button

Allows you to select the sine-wave frequency from 100 Hz, 1 kHz, and 10 kHz.
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For Sine Wave 2ch

Level (Odd)

Displays the output level of the ODD-channel sine wave. This can be adjusted using the [TOUCH AND TURN] knob.
Freq (Odd)

Displays the frequency of the ODD-channel sine wave. This can be adjusted using the [TOUCH AND TURN] knob.

Level (Even)

Displays the output level of the EVEN-channel sine wave. This can be adjusted using the [TOUCH AND TURN] knob.
Freq (Even)

Displays the frequency of the EVEN-channel sine wave. This can be adjusted using the [TOUCH AND TURN] knob.

Frequency
Allows you to select the sine-wave frequency from 100 Hz, 1 kHz, and 10 kHz.
The default value is 100 Hz. Two meters (ODD and EVEN) will be displayed.
For Pink Noise
¢ Level
Displays the output level of the pink noise. This can be adjusted using the [TOUCH AND TURN] knob.
* HPF

Displays the cutoff frequency of the HPF that processes the pink noise. This can be adjusted using the [TOUCH AND
TURN] knob. Use the button below to switch the HPF on/off.

¢ LPF

Displays the cutoff frequency of the LPF that processes the pink noise. This can be adjusted using the [TOUCH AND
TURN] knob. Use the button below to switch the LPF on/off.

For Burst Noise

Level, HPF, LPF

These are the same as for Pink Noise.

WIDTH

Displays the length of the intermittently output noise. This can be adjusted using the [TOUCH AND TURN] knob.
INTERVAL

Displays the length of silence between noise bursts. This can be adjusted using the [TOUCH AND TURN] knob.

© Meter section

This is a meter that displays the oscillator output level.

O OSCILLATOR Output button

Turns the oscillator output on/off. If this on, the oscillator signal will be sent to the input channel or bus selected in
the ASSIGN section. Press this again to turn oscillator off.

© Display channel switching button

Select the type of channels that you want to display on the screen. CH1-60, CH61-120 (CH61-72 for DM7 Compact),
Output, and MONITOR can be selected. For buttons with any one of the channels/buses selected, the "ASSIGNED"
indicator is lit green.
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(6]

Assign section

Allows you to select a channel to which the oscillator signal will be sent. Press one of the 4 tabs to select the type of

channels/buses displayed, and then press the button(s) for the desired channels/buses (multiple selections are
allowed).

If Sine Wave 2ch is selected as the mode, the output signal is determined depending on whether the selected channel
number is ODD or EVEN. For example, the ODD-channel signal will be routed to MIX1 and the EVEN-channel signal will
be routed to MIX2. If the Clear All button is pressed, all selections can be cleared.

Clear All

Excludes all output channels from the oscillator signal destination.
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MONITOR (TALKBACK) screen

The microphone signals input to the desired input port are sent to the desire bus.

MONITOR
Gimmer

Timmer
-20.00

PHONES

% AGan
OMNIL +10
oumI 1 -

Input to T8 [%a84 6C COMM Input

©® TALKBACK Tab

Displays the TALKBACK screen where you can configure advanced Talkback settings.

® Input to TB field, COMM Input field

TALKBACK patch button

Press this button to display the INPUT PORT SELECT screen where you can patch a desired input port/slot to
Talkback. The selected port/slot name is displayed on the button. If no patch is assigned, the button will display

A. Gain

Sets the analog gain for the corresponding input port/slot. This can be adjusted using the [TOUCH AND TURN]
knob.

TALKBACK +48V indicator

Displays the +48V on/off status for the corresponding input port/slot.

TALKBACK GC indicator

Displays the on/off status of gain compensation for the corresponding input port/slot.
TALKBACK level meter

Displays the level after passing through the input gain for the corresponding input port/slot.

©® Talk Groups button
Selects the output source set in the TALKBACK screen.

O Talk button
Switches Talkback out on/off.
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TALKBACK screen
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The screen contains the following items.
Input to TB field, COMM Input field

TALKBACK patch button

Press this button to display the INPUT PORT SELECT screen where you can patch a desired input port/slot to
Talkback. The selected port/slot name is displayed on the button. If no patch is assigned, the button will display

TALKBACK +48V button
Turns the phantom power (+48V) supplied to the corresponding input port on/off.
A. Gain

Sets the analog gain for the corresponding input port/slot. This can be adjusted using the [TOUCH AND TURN]
knob.

TALKBACK GC button

Turns the corresponding gain compensation on/off when the corresponding input port is used as the talkback
input.

TALKBACK HPF

Sets the cutoff frequency for the HPF when you use the corresponding input port as the talkback input. The HPF is
switched on/off using the button.

TALKBACK level meter
Displays the level after passing through the input gain for the corresponding input port/slot.

Talk Groups button

This sets the output destination of the talkback signal.

Dimmer For Buses

Sets the amount of attenuation applied to the signal sent to the selected bus during talkback output.
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o

Talkback ON button
Switches Talkback out on/off.

TalkbackOut patch button
Press this to display the OUT PATCH screen where you can patch any desired output port to talkback.

TalkbackOut ON button
This button switches talkback output on/off when you use any output port as the talkback output.

Assign selection buttons
Select the output destination to be registered to the Talk Groups button.

Set by SEL button

When this button is on, you can add a channel by using the corresponding [SEL] key.

Clear All button

Exclude all output channels from being the talkback output.
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RACK Screen

RACK screen

The screen contains the following items.

© category select tabs

Allows you to select the category of plug-in that will be mounted in the rack.

®  PLUG-IN selection buttons

Allows you to select the plug-in that will be mounted.

®  PLUG-IN DSP USAGE display

Displays the state of plug-in resource usage.
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GEQ Edit screen

1 Flexi56EQ

The screen contains the following items.

o

(2]

EQ selection buttons

Allows you to select the EQ that will be mounted.

Parameter Safe button

Switches Recall Safe for parameters on/off.

Input button

Press this to display a screen to select the channels to be patched to this rack.

BALLISTICS button

If this button is on, you will be able to add attenuation rate to the analyzed frequency response graph.

FAST/SLOW buttons
Switches the attenuation rate (FAST/SLOW).

RTA button

When this button is turned on, a characteristic graph obtained by frequency analysis of the signal after passing
through EQ is displayed faintly behind the EQ frequency response graph.

PEAK HOLD (Peak Hold)

If this button is on, the analyzed frequency response graph will hold the peak level indication.

HOLD button

= g

Library

0

Default

When this button is on, the frequency response graph will display and hold the result of the frequency analysis.
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O offset
Sets the offset for the RTA display.

©® EQA/BLINK button
Press this button to display the GEQ LINK screen where you can link the GEQ of paired channels.

® EQgraph
Displays the current approximate characteristics of the 31BandGEQ/15BandGEQ.

® Fader

This is the fader that displays the amount of boost/cut for each band of the 31BandGEQ/15BandGEQ. The actual
values can be checked in the numerical boxes below. The fader selected for operation on the touchscreen can be
operated using the [TOUCH AND TURN] knob.

® FADERASSIGN field

This is the field to select the group of bands that will be controlled by the faders in the channel strip section.

@ EQON button

Switches the currently-selected EQ on/off.

® Output button

Press this to display a screen to select the channels to be patched to this rack.

® Level meter

Displays the peak level of signals before and after the EQ. For a stereo channel, these meters indicate the level of both
the L/R channels.

@®  LIMIT selection buttons

Allows you to select the range of gain adjustment from the following options: 15 dB, +12 dB, +6 dB (these are valid in
both the boost and cut directions), or -24 dB (valid only in the cut direction).

®  LIBRARY button

Press this button to open the EQ library screen.

® COPYbutton
Copies the selected GEQ settings to buffer memory.

@  PASTE button

Press this button to paste the settings that were copied in buffer memory to the current GEQ. If valid data has not
been copied into buffer memory, pasting is not possible.

@ COMPARE button

Press this button to switch between the current GEQ settings and the data in buffer memory. If valid data has not
been copied into buffer memory, you will not be able to compare the data.

@  DEFAULT button

Press this to restore the default parameter setting.

@  FLAT button
Press this button to reset the GAIN parameters of all GEQ bands to 0 dB.
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PEQ Edit screen

(@ 8Band PEQ

The screen contains the following items.

(2]

EQ selection buttons

Allows you to select the EQ that will be mounted.

Parameter Safe button

Switches Recall Safe for parameters on/off.

Input button

Press this to display a screen to select the channels to be patched to this rack.

BALLISTICS button

If this button is on, you will be able to add attenuation rate to the analyzed frequency response graph.

FAST/SLOW buttons
Switches the attenuation rate (FAST/SLOW).

RTA button

When this button is turned on, a characteristic graph obtained by frequency analysis of the signal after passing
through EQ is displayed faintly behind the EQ frequency response graph.

PEAK HOLD (Peak Hold)

If this button is on, the analyzed frequency response graph will hold the peak level indication.

HOLD button

When this button is on, the frequency response graph will display and hold the result of the frequency analysis.

Offset
Sets the offset for the RTA display.
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©® EQA/BLINK button
Press this button to display the PEQ LINK screen where you can link the PEQ of paired channels.

® EQtype select button
Switches the EQ type between PRECISE, AGGRESSIVE, SMOOTH, and LEGACY.

® PEQgraph
Displays the parameter settings of the PEQ and filter.

® ArT
Adjusts the level.

@ Parameter select button

Allows you to select parameters to be set.

® EQparameters

The parameters for each band and filter of the selected bands (BAND1 to BANDS) are displayed. When the screen is
pressed to select, the value can be adjusted by sliding vertically or horizontally or using the [TOUCH AND TURN]
knob.

® EQON button

Switches the currently-selected EQ on/off.

@® output button

Press this to display a screen to select the channels to be patched to this rack.

® Level meter

Displays the peak level of signals before and after the EQ. For a stereo channel, these meters indicate the level of both
the L/R channels.

©® LIBRARY button

Press this button to open the EQ library screen.

@  COPY button

Copies the selected PEQ settings to buffer memory.

@  PASTE button

Press this button to paste the settings that were copied in buffer memory to the current PEQ. If valid data has not
been copied into buffer memory, pasting is not possible.

@  COMPARE button

Press this button to switch between the current PEQ settings and the data in buffer memory. If valid data has not
been copied into buffer memory, you will not be able to compare the data.

@  DEFAULT button

Press this to restore the default parameter setting.

@  FLAT button
Press this button to reset the GAIN parameters of all PEQ bands to 0 dB.
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FX screen

The popup window for each FX contains the following items.

© MOUNT button
Press this button to display the MOUNT screen to select the FX to be mounted.

® Parameter Safe button

Switches Recall Safe on/off for the FX parameters.

© Input button (L/R)

Press this to display a screen to select the channels to be patched to this rack.

O Tempo button

Allows you to select the tempo of the tap tempo function. This is displayed if a delay-type or modulation-type effect is
selected.

BPM
Sets the BPM of the selected tap tempo.

© Guide button

When this is pressed, the screen shows the parameter assignments that can be operated by the screen encoders.

NOTE

If the Guide button is on, you will be able to easily identify the parameters that are currently available for editing, and the
parameters that will be available for editing after you select them.
By pressing and turning the screen encoder, you can manipulate the parameters in fine increments.

©® Parameter field

The parameters are displayed according to the currently-selected FX.
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(7]

Screen encoder access field
Displays the parameter names and parameter values assigned to the screen encoder. To switch the parameter to be
operated, press the screen.

Bypass button
Sets the plug-in to the bypass status.

Output button (L/R)

Press this to display a screen to select the channels to be patched to this rack.

IN/OUT meters
Displays the level of the signal before and after it passes through the FX.

CUE A/B button
When on, the signal after passing through FX can be auditioned. Select either CUE A or CUE B.

Library button

Press this to open the library screen.

Copy button

Copies the selected FX settings to buffer memory.

Paste button

Press this button to paste the settings that were copied in buffer memory to the current FX. If valid data has not been
copied into buffer memory, pasting is not possible.

Compare button

Press this button to switch between the current FX settings and the data in buffer memory. If valid data has not been
copied into buffer memory, you will not be able to compare the data.

Default button

Restores the default parameter settings.
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Premium screen

The popup window for each plug-in contains the following items.

& TAMUAL

iii-.r
=

© MOUNT button

Press this button to display the MOUNT screen to select the Premium to be mounted.

® Parameter Safe button

Switches Recall Safe on/off for the Premium parameters.

© Inputbutton

Press this to display a screen to select the channels to be patched to this rack.

O Key In button

Press this button to display the Key In Source Select screen, where you can select the key-in signal source.

Tempo button

Allows you to select the tempo of the tap tempo function. This is displayed if a delay-type or modulation-type effect is
selected.

BPM
Sets the BPM of the selected tap tempo.
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(5]

Guide button
When this is pressed, the screen shows the parameter assignments that can be operated by the screen encoders.

NOTE

If the Guide button is on, you will be able to easily identify the parameters that are currently available for editing, and the
parameters that will be available for editing after you select them.

By pressing and turning the screen encoder, you can manipulate the parameters in fine increments.

Parameter field

The parameters are displayed according to the currently-selected Premium.

Screen encoder access field
Displays the parameter names and parameter values assigned to the screen encoder. To switch the parameter to be
operated, press the screen.

Bypass button
Sets the plug-in to the bypass status.

Output button

Press this to display a screen to select the channels to be patched to this rack.

IN/OUT meters

Displays the level of the signal before and after it passes through the Premium.

CUE A/B button
When on, the signal after passing through Premium can be auditioned. Select either CUE A or CUE B.

Library button

Press this to open the library screen.

Copy button

Copies the selected Premium settings to buffer memory.

Paste button

Press this button to paste the settings that were copied in buffer memory to the current Premium. If valid data has
not been copied into buffer memory, pasting is not possible.

Compare button

Press this button to switch between the current Premium settings and the data in buffer memory. If valid data has
not been copied into buffer memory, you will not be able to compare the data.

Default button

Restores the default parameter settings.
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The screen contains the following items.

(2]

Channel display

The name and color of the current channel are displayed in the button.

Patch information

Displays the channel’s patch status.

A. Gain

This displays the HA analog gain setting value. When the screen is pressed to select, the value can be adjusted by
sliding vertically or horizontally or using the [TOUCH AND TURN] knob. If gain compensation is on, an indicator is
displayed showing the analog gain position at the time that gain compensation was turned on.

+48V button
Switches phantom power (+48V) on/off.

GC (GAIN COMPENSATION) button

Switches the gain compensation on/off for each channel.

Phase button
Switches the phase of the input signal.

D. Gain

Displays the digital gain setting. When the screen is pressed to select, the value can be adjusted by sliding vertically
or horizontally or using the [TOUCH AND TURN] knob.
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©® GANG button

This is display only for stereo. If this button is on, the differences in analog gain will be maintained and linked. The
same applies to digital gain.

O PortAssign

Displays the information assigned to a port. For details, refer to the /O DEVICE Wireless screen.
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12chGain Screen
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The screen contains the following items.

Channel select button

Displays the channels. Press this button to select the channel. The name and color of the current channel are
displayed in the button.

Patch information

Displays the channel’s patch status.

+48V button

Switches phantom power (+48V) on/off.

A. Gain

This displays the HA analog gain setting value. When the screen is pressed to select, the value can be adjusted by
sliding vertically or horizontally or using the [TOUCH AND TURN] knob. If gain compensation is on, an indicator is
displayed showing the analog gain position at the time that gain compensation was turned on.

GC (GAIN COMPENSATION) button

Switches the gain compensation on/off for each channel.

Phase button

Switches the phase of the input signal.

GANG button

This is display only for stereo. If this button is on, the differences in analog gain will be maintained and linked. The
same applies to digital gain.
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©® Dp.Gain

Displays the digital gain setting. When the screen is pressed to select, the value can be adjusted by sliding vertically
or horizontally or using the [TOUCH AND TURN] knob.
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12ch D.Out screen
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The screen contains the following items.

© Channelselect button

® DIRECT OUT ON button

Switches direct out on/off. The currently set direct out point is displayed at the bottom of the button.

© DIRECT OUT PATCH popup button

Displays the currently-selected port. If nothing is selected, the button displays "----". Press this button to display the
patch screen.

O DIRECT OUT point
Selects the signal extraction point from Pre Filter, Pre DYN1, Pre Proc, Mid Proc, Pre Fader, Post Fader, and Post ON.

© FOLLOW setting buttons

Allows you to set parameters for signals routed from input channels to the direct out so that the parameters will
follow the FADER/ON/DCA settings.

O DIRECT OUT LEVEL

Displays the output level of the Direct Out. When the screen is pressed to select, the level can be adjusted by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob.
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Insert screen

The screen contains the following items.

Insert Point
o

Selects the insert point from Pre Filter, Pre DYN1, Pre Fader, and Post ON.

Insert block [A] to Insert block [D] buttons

(2] This displays the four plug-ins that have been assigned to Insert. Press this button to display the edit screen for the
assigned plug-in. Press again to display the effect patch setting screen.
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Delay screen

chd chl0 chll chl2

The screen contains the following items.

© DELAY SCALE popup button
Press this button to display the DELAY SCALE popup window where you can set the unit for the delay time.

meter sample

343,59 5 Fs=

m/s 0 kHz

® Channel select button

Each button will light to indicate that the corresponding channel is selected. Press to select that channel.

©  DELAY ON button
Switches the delay on/off.

O Dpelayinsert point select buttons
Select the delay insert point from Pre Filter, Pre DYN1, Pre Fader, and Post Fader.

260



Screens > CH PARAMETER Screen

(5]

Gang button

This button is displayed when channels are paired. If this is on, the difference between the delay time values are
maintained and linked.

Delay setting

Displays the channel delay setting value. When the screen is pressed to select, the value can be adjusted by sliding
vertically or horizontally or using the [TOUCH AND TURN] knob. You can view the current value immediately above
the knob (always shown in units of ms) and below the knob (shown using the currently-selected scale).

NOTE
If msec (millisecond) has been selected for the DELAY SCALE, nothing will appear above the knob.
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Send screen
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The screen contains the following items.

(2]

Send destination bus button

Press this button to display the Send To screen for the send destination.

SEND channel area

Displays the send level and pan for 12 channels.

When the screen is pressed to select, the send level and pan for the bus can be adjusted by sliding horizontally or
using the [TOUCH AND TURN] knob.

Pre button

Selects either Pre or Post as the send point of the signal that is sent to each bus. If a button is lit, the send point is set
to PRE.

SEND ON button

This button switches send to each bus on/off.

Preset button
For send level, -o0, -6 dB or 0 dB can be selected.

For pan, L, C, or R can be selected.

MIX/MATRIX overview

This displays the send level and pan from the channel to the MIX/MATRIX bus. The area currently displayed in detail is
indicated by a white border. The area can be changed using tap or slide.

Contribution button

Press this button to display the buses with send level and pan settings together in the SEND channel area.
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OVERVIEW screen
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©® MIX/MATRIX overview

This displays the send level and pan from the channel to the MIX/MATRIX bus. The bus showing the current level is
indicated with a white border. Touch and hold to display a screen for selecting the target bus.

® select button

Use this button to select a bus.

© Level/Pan display
This displays the send level and pan from the selected channel to the MIX/MATRIX bus.

O PRE button

Selects either PRE or POST as the send point of the signal that is sent to each bus. If a button is lit, the send point is
set to PRE.

SEND ON button

This button switches send to each bus on/off.
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To Stereo screen

To Stereo

The screen contains the following items.
© cChannel select button

®  ST/LCR mode select button
Press to switch the mode between ST and LCR. The currently selected mode is highlighted

® TOSTAbutton
Turns the signal sent to the STEREO A bus on/off.

® TOSTBbutton
Turns the signal sent to the STEREO B bus on/off.

© TO ST PAN/TO ST BALANCE
For a MONO channel, this adjusts the left/right position of the signal sent to the STEREO bus. For a STEREO channel,
this adjusts the volume balance of the left/right signals sent to the STEREO bus. When the screen is pressed to select,
the value can be changed by sliding vertically or horizontally or using the [TOUCH AND TURN] knob.

For a STEREO channel, the following button is displayed.

©® PAN/BALANCE button

This button selects whether the volume balance (BALANCE) or the pan (PAN) of the signal sent to the STEREO bus will
be adjusted.

For a MIX channel, the following pull-down menu is displayed above the ST/LCR mode select button.

TO STEREO send point
Selects the send point from Pre Filter, Pre Proc, Mid Proc, Pre Delay, Pre Fader, Post Fader, and Post ON.
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@ LR Nominal button

When on, the center of the mono channelis set to -3 dB and the LR sweep is set to 0 dB. The default is 0 dB for the
center of the monaural channel and 3 dB for the LR sweep.
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Fader screen

“ch10 ‘chi1 ‘ch12

= S m i m i m Cm Com Cm Com Com Com Com
= _ = _

The screen contains the following items.

© cChannelsselect button

® Fader

Adjusts the channel signal level.

© ON button

Switches the channel on/off.

O Meter
This is the meter that displays the level.

O Ccue
Switches the channel CUE on/off.
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The screen contains the following items.

Channel name edit box
Displays the name of the channel that is currently selected. Press this to display the keyboard used to apply names.

Multilingual channel names can be entered via DM Editor or DM StageMix.

Save As Template button

Turn this button on and press a template select button to store as a template.

Hide Icon button

Press this button to hide the icon.

Channel color select buttons

Allows you to select a channel color. Press this to apply the change. If you select OFF, the channel color and icon will
be grayed out.

Icon select buttons

Allows you to select a channelicon. Press this to apply the change.

Template select buttons

Allows you to select a template. Press this to apply the change.

Naming Assist
This recommends an icon and channel name corresponding to the channel's input signal.
“Using the Assist Function” (p.405)
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H LIBRARY Scree

Using libraries allows you to store and recall the EQ or Dynamics settings of the currently-selected channel.

INPUT CH LIBRARY

O]

001  Initlal Data

© ListFilter
Selectively displays the data from the list.

The differentiating elements are Category1, Category2, and Focus.

O List

Displays the setting data (presets) stored in the library. Colored columns indicate that they have been selected for
operation.

¢ Title: Title
¢ Type: Information on setting data (STEREO/MONO, output channel type, etc.)

¢ Categoryl: Channelicon contents

* Category2: User-defined
Input via the keyboard screen.
* Focus: Recalled data
All: All data
EQ, DYN1, DYN2: EQ and dynamics data
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(3]

Clear button
Clears the setting data of the selected target.

Store button

Stores EQ, dynamics, and other settings for the currently-selected channel.

Recall button

Recalls the setting data of the selected item.

Total Library Usage

Up to 600 user presets can be stored in all libraries collectively.
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OR Screen eater Package Compa

Actor Library t) Default

The screen contains the following items.

(2]

Input Ch

Displays the input channel to which the actor library is assigned.

Actor Mode

When this mode is turned on, the channel is set to Actor Mode.

Actor Library
Displays the set actor library name. Press to display the ACTOR LIBRARY screen for setting the actor library.

Apply button
Updates the library with current data.

Revert button

Recalls the library set for that channel. Any changes made to the current data will be overwritten in the recalled
library.

Default button

Clears the library settings and initializes the current EQ and dynamics 4-bank data.

INPUT NAME selection
Operated with either the screen encoder or the [TOUCH AND TURN] knob.

All Actor

If this is on, all channels are set to Actor Mode.

Apply Edited button
Updates the library of all changed channels.
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©® Revert Edited button

Recalls the library of all changed channels.

@® Dpefault All button

Clears the library settings of all channels and initializes the current EQ and dynamics 4-bank data.
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SURROUND Screen (Broadcast Package Compatible)

SURROUND SETUP screen

SURROUND SETUP

5.1 Surround

Surround A Downmix A
MX 2 MX 3 MX 4 MX 6 MT 1 MT 2

R % LFE Rs L R

Surround B Downmix B
MX 8 MX 9 MX10 MX11 MX12 MT 3 MT 4

R c LFE Ls Rs L R

© Mixing mode select button

Switches between Stereo mode and 5.1 Surround mode.

® Downmix Setup button
Press this button to open the DOWNMIX SETUP screen.

©  surround bus setting display

Displays the Surround bus setting.
« Surround A MX 1-6 is used.
« Surround B MX 7-12 is used.
« Downmix AMT 1-2 is used.
« Downmix B MT 3-4 is used.

O Apply button

Press this button to switch to the selected mode.
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DOWNMIX SETUP screen

DOWNMIX

Main

©® Downmix setting
Sets the Downmix coefficients for Surround A, Surround B, and Monitor.
¢ Assign buttons (L, R)
Turns the assignment to Downmix L and R on/off.
* Level

Sets the send amount to Downmix L and R.

®  Apply to Monitor button

Applies the corresponding Downmix settings to the Monitor Downmix settings.
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Channel Parameter screen (Surround Pan tab)

90

Defoult

©® Page switching buttons

Switches between single-channel display and 72-channel display.

®  surround pan image
Displays the position (Left-Right, Front-Rear) using a ball on the X-Y graph.

©®  Assign buttons (L, C, R, Ls, LFE, Rs)

Turns the send to each surround channel on/off.

® surround assign buttons (A, B)

Turns the send to the surround bus on/off.

© surround pan parameters
* LR
Sets the pan in the Left-Right direction.
* FR
Sets the pan in the Front-Rear direction.
* Div
Sets the amount of focus to the Center channel.
* LFE
Sets the send amount to the Low Frequency Effect channel.

These pan parameters are assigned to Screen Encoder 2 to 5. (R side: 8-11)
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(6]

Copy button

Press this button to copy the surround pan parameters.

Copied parameters
Surround pan parameters
Assign buttons (L, C, R, Ls, LFE, Rs)

Surround assign buttons (A, B)

Paste button

Press this button to paste the copied surround pan parameters.

Compare button

Press this button to compare with the copied surround pan parameters.

Default button

Press this button to display a confirmation message asking whether to reset to the default values.
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Channel Parameter screen (Surround Pan tab)

CH1-72 CH73-120 0 El
Default ~ Copy  Paste

©® LRvaluedisplay
® FRvaluedisplay
®  LFEvaluedisplay

Displays the surround pan position and surround bus assignment for each channel.

Select this to adjust the LR (Left, Right), FR (Front, Rear), and LFE (Low Frequency Effect) values for that
channel. Multiple channels can be selected by sliding.

When the display area is pressed and outlined in white, it can be operated by the screen encoders.

When the LR/FR value display is pressed, or FR can be operated. When the LFE value display is pressed, LFE
can be adjusted.
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MONITOR (MONITOR) screen (Surround)

This screen is used to adjust the signals monitored through headphones or external monitor speakers in

Surround mode.

MONITOR

SURROUND

3
nAA
HHEB

Level
-40.00

Inputte T8 COMM Input

© Page switching tabs
Switches the displayed page.
* AB
Monitor A/B, Cue A/B
¢ Surround

Surround Monitor, Surround Cue

®  source select buttons

Selects the source for Surround Monitor.

Surround A

Surround A bus

Surround B

Surround B bus

Downmix A

Downmix A bus

Downmix B
Downmix B bus

EXT 5.1-1- EXT 5.1-4

Surround external inputs 1-4
EXT ST-1-EXT ST-4

Stereo external inputs 1-4

* 1-8

Monitor source definitions 1-8 (common to Monitor A/B)
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Screens > SURROUND Screen (Broadcast Package Compatible)

©  speaker mute button
Press this button to turn the corresponding speaker on/off.

If speaker mute is in Solo mode, this operates as solo.

® Downmix button
¢ Stereo button
When this is turned on, stereo downmix is output.
* Mono button

When this is turned on, monaural downmix is output.

© Level meter

Displays the source level.

O oOutput
Output button

Turns Surround Monitor output on/off.

Level

Adjusts the output level of Surround Monitor.

DM7 Control

When not connected: Adjustment is possible using Touch and Turn.

When connected: The display does not appear.

Fader

Adjusts the fader output of Surround Monitor.

© Dimmer
¢ ON button
Turns the Surround Monitor Dimmer on/off.
e Level

Adjusts the level of the Surround Monitor Dimmer.

©® Clear CUE button

Touch this button to clear Surround CUE.

©  Cue Mode selection buttons
Selects the mode for Surround Cue.
Mix CUE: Mix CUE mode
Last CUE: Last CUE mode

©® Level meter

Displays the Surround Cue levels.
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MONITOR(MONITOR) screen

Operates the signal to be checked through headphones or external monitor speakers.
MONITOR

SURROUND

Source Select

Define

Fader
10 0.00

T5

© source select buttons
Selects the source for Surround Monitor.
¢ Surround A

Surround A bus

Surround B

Surround B bus

Downmix A

Downmix A bus

Downmix B
Downmix B bus
EXT 5.1-1 - EXT 5.1-4

Surround external inputs 1-4
e EXT ST-1-EXTST-4

Stereo external inputs 1-4
e 1-8

Monitor source definitions 1-8 (common to Monitor A/B)

©®  setup button (EXT)
Touch this button to open the MONITOR SOURCE EXT DEFINE window.
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(3]

Mode select buttons (Define)
Selects the selection mode for monitor source definitions 1-8.
¢ Last
Selects only the last selected source.
* Mix

Selects multiple monitor sources (up to 8 ch total).

Setup button (Define)
Touch this button to open the MONITOR SOURCE DEFINE window.

Downmix button

Stereo button

When this is turned on, stereo downmix is output.

Mono button

When this is turned on, monaural downmix is output.

Setup button
Touch this button to open the DOWNMIX SETUP window.

Level meter

Displays the source level.

Speaker mute button

Touch this button to turn the corresponding speaker on/off.
If speaker mute is in Solo mode, this operates as solo.

¢ SOLO button

Turns speaker mute SOLO mode on/off

Output button

Turns Surround Monitor output on/off.

Output Patch button

Touch this button to open the screen for configuring Output Patch.

Fader

Adjusts the Surround Monitor output fader.

Level

Adjusts the output level of the Surround Monitor.

When not connected to DM7 Control: Adjusts the output level using the TOUCH AND TURN knob.
When connected to DM7 Control: Turns off the display and adjusts the output level using DM7 Control.

Phones Level Link button

If this is on, the level of the signal sent to the PHONES output jack can be linked to and adjusted using the Surround
Monitor output fader level.

CUE Interrupt button

Press this to interrupt the monitor signal with the cue signal. If this button is on and the cue is enabled, the cue signal
will be sent to the monitor output.
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® Dimmer on CUE
¢ CUE indicator
When CUE is active, the respective CUE A/CUE B lights up.
* Dimmer level

Adjusts the amount by which the monitor signal will be attenuated when CUE is on.

® Dimmer
* Dimmer level
Adjusts the amount by which the monitor signal will be attenuated when dimmer is on.
* ON button

Turn this on to enable the dimmer and attenuate the monitor signal.

® DimmeronTB
e TBindicator
Displays the on/off status of the talkback dimmer function.
¢ Dimmer level

Adjusts the amount by which the monitor signal will be attenuated when talkback is on.

® comm
¢ COMM level
Adjusts the COMM signal level.
¢ ON button
When this is on, the COMM signal is enabled.

® COMM Interrupt button

Press this button to add the COMM signal to the monitor signal. If this button is on, the COMM signal will be sent to
the monitor output.
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MONITOR SOURCE EXT DEFINE screen

This screen sets the sources for monitor input.

MONITOR SOURCE EXT DEFINE

©® source label display
Displays the source label.
Press this to display the keyboard for editing the label.

® source display

Displays the input source for the external surround source (5.1ch).

©® source display (Additional)

For formats such as 7.1.4ch, where the external surround source exceeds 5.1ch, sets up to 6ch of additional sources.
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SURROUND CUE screen

MONITOR

SURROU

The screen contains the following items.
© Use CUE Key For Surround CUE button
When this is on, the [CUE] keys can be used to turn Surround CUE for input channels on/off.

®  Active CUE display
When Surround CUE for an input channel is active, the indicator lights green.
Clear CUE button

Press this button to clear the cue.

©  cCue Mode selection buttons
Selects the mode for Surround Cue.
* Mix CUE
Mix CUE mode
¢ Last CUE
Last CUE mode

O Level meter

Displays the Surround Cue levels.

© Output Patch
Displays the Surround Cue output patch.
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PHONES screen

This configures the settings related to signals monitored by the headphones.

PHONES

MONITOR

PHONES OUT

-
MONITOR A

© SURROUND MONITOR (Surround mode only)
¢ Phones Level Link button
Sets whether Phones Level is linked with Surround Monitor Level and Surround Monitor Fader.
¢ COMM Interrupt button
Sets whether COMM Input is mixed into Phones.
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UTILITY Screen

On this screen, you can view the status of the DM7 Series unit, and recall other screens for monitoring or
other operational purposes.

4 6

5
2= O B

l.JserK I:;E"" Monitor Scene List

9

Fw

Loudness
Meter

MiniLCD Screen

15 15

© Assistdisplay

This icon operates when “Using the Assist Function” (p.405) is enabled. Press this to stop operation.

®  HOME button

Press this to return to the select screen.
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© statusdisplay

USB1 USB2: USB access indicators

PS-A PS-B: Power A/B status indicator
OSCALT:

OSC: Oscillator On

ALT: User Defined Key Alternate Function Active

Displayed in the same area, with priority given to ALT
VSC: Virtual Sound Check On (flashing)

TB: Talkback On

SOLO: SOLO On

CLOCK display

TC + + * Displays the data input from the TC IN port

Clock * + -+ Displays the current time

* DAW: DAW connection status. Solid when online

* ONLINE:[n]: Number of online Editor, StageMix and DM7 Control instances
¢ PLAY REC: Recorder status (Play: Solid green, Rec: Flashing red)

* ADMIN [User Name]: Name of the currently logged-in user

Displays the USER DEFINED KEYS screen. (“USER DEFINED KEYS screen” (p.287))
Displays the MONITOR screen. (“MONITOR screen” (p.288))

Displays the SCENE LIST screen. (“SCENE LIST Screen” (p.289))

Displays the ASSIST screen. (“ASSIST Screen” (p.291))

Displays the SAVE/LOAD screen. (“SAVE/LOAD screen” (p.293))

Displays the LOUDNESS METER screen. (“LOUDNESS METER Screen” (p.297))
Displays the SYSTEM screen. (“SYSTEM Screen” (p.300))

Displays the MANUAL screen.

Meter

® @ © © 6 © ©¢ © © ©

User Defined Knobs display

286



UTILITY Screen > USER DEFINED KEYS screen

R DEFINED KEYS screen

On the USER DEFINED KEYS screen, you can operate the functions assigned to the USER DEFINED KEYS.

USER DEFINED KEYS

PAGE PAGE PAGE
BOOKMARK BOOKMARK BOOKMARK
THIS BAY THIS BAY THIS BAY

il #] 3

PAGE PAGE PAGE
BOOKMARK BOOKMARK BOOKMARK
THIS BAY THISBAY 2 THISBAY

5 6 [§

PAGE PAGE PAGE
BOOKMARK BOOKMARK BOOKMARK
THIS BAY THIS BAY THIS BAY THIS BAY

© BANK1-4tabs
Switches the USER DEFINED key bank.

©®  USER DEFINED KEYS 1-12

Operates a pre-assigned function.
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MONITOR screen

Operates the signal to be checked through headphones or external monitor speakers.

MONITOR

Source Select
2

© MONITORA/MONITOR B button
Selects the monitor output mode from the two systems MONITOR A and MONITOR B.

© source Select button
Allows you to select one of the DEFINE 1-8 sources that will be output to the MONITOR bus.

© Meter
This field displays the output level of the monitor's L/R/C channels.

©® MONITOR Output button

Switches monitor out on/off.

© MONITOR Fader level

Adjusts the monitor fader level.
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This screen is used to manage scenes with saved mixer settings.

Scenel

© scenelist
Displays scenes stored in memory.
Press No. or Title at the top to sort.

The scene highlighted in blue in the list is the currently selected scene.

®  Current scene select button

Press this button to select the scene that was recalled or stored most recently. The current scene is highlighted in
green in the list.

© Protect (lock) symbol
Displays the write protect enabled/disabled status. Press to write-protect the scene, and the button lights up. Press it
again to cancel write protection.

O update button

Updates scene data by overwriting the scene (that has been recalled or stored most recently) with the current mix
data. While the [SHIFT] key is held down, this changes to the Undo Update button.

© store button

Creates a new store for the current mix data. Press to display the SCENE Store screen used to name and save the
scene.

289



UTILITY Screen > SCENE LIST Screen

O Dechutton
Press this button to move back 1 from the currently-selected scene. While the [SHIFT] key is held down, this changes
to the Undo Delete button.

@ Incbutton
Press this to move forward 1 from the currently-selected scene. While the [SHIFT] key is held down, this changes to
the Delete button.

© Recall button

Press this button to recall the currently-selected scene. While the [SHIFT] key is held down, this changes to the Undo
Recall button.
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The ASSIST screen configures the “Using the Assist Function” (p.405) function.

ASSIST

User Setup

ax Galn

M
3 40.00

Target Level
-18.00

ASSIST

Assign

2
Input

[ ET




UTILITY Screen > ASSIST Screen

ASSIST

© Assist Type button
Selects the Assist function.
e HA+ * - Setsthe HA Assist function.
e Comp * * * Setsthe Comp Assist function.

e Fader * * * Setsthe Fader Assist function.

®  Assign field
Selects the channel for which the Assist function is to be configured.
Press the Set by SEL button to select on the panel.

©  User Setup
NOTE

Configures the user's desired gain and levels in the Assist function.

* HA+ - - Setsthetarget HA level and maximum gain in the Assist function.

O Enable HA/Fader Assist button

Enables the Assist function.
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SAVE/LOAD screen

The SAVE/LOAD screen displays saved files and subdirectories.

INTERNAL SAVE/LOAD —
K]

__2 Path Volume Internal

Internal Storage

Z e £
o DMT.dmTF This is comment
- for console file.
11/19/2024 11:30:31
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© USB1/USB2/INTERNAL switching button

Selects the file load/save destination.

A4

INTERNAL

INTERNAL

Al

® Directory move button
Moves the current directory up one level.

If the current directory is the top level, the arrow button is grayed out.

© cCurrentdirectory display
Displays the bus of the current directory.

O Volume name display
Displays the volume name and the amount of free space on the storage device.

The time required to calculate free space depends on the capacity of the connected storage device. When a large
storage device is connected, it may take more than 3 minutes to calculate the free space.

O Filelist

Files and subdirectories stored on the storage device are displayed. Colored rows indicate that they have been
selected for operation.

O savebutton
Saves the DM7 Series settings.
Pressing the Save button displays the SAVE screen.

If the settings file cannot be saved because there is not enough storage capacity, an error message is displayed.

@ Load button
Loads the selected DM7 Series settings file.
Image files (png, bmp, jpg files) for display on the CONSOLE LOCK screen can also be loaded.
Pressing the Load button displays the LOAD screen.

After loading the file, a message is displayed when a specific license function is used, even if there is no license.
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SAVE/LOAD

Path
[DM7

oea DM7.dmTf Thisis
03/07/2022 19:3a:2¢  Tle-

Make Dir
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©® Menu button

* Make Dir: Creates a new directory.

¢ Format: Formats the USB storage device.

FORMAT

Volume Label

NO NAME

File System

FAT32

Multiple partitions will be merged into one partition

Cancel

@File System selection button
Selects the format (FAT32 / exFAT).

¢ Clear Lock Image: Deletes the image set for the console lock screen.

© Toolbuttons

Operates on data that has a check mark in the file list.

NOTE

Formats supported by the DM7 Series

Format Maximum volume File size limit Com?atibility with
previous models

FAT32 (MBR partition) 2TB 4GB Yes

FAT32 (GPT partition) 18EB 4GB No

exFAT 256 TB No No
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LOUDNESS METER Screen

With Broadcast Package support, loudness levels can be displayed on the mixer itself using the built-in
loudness meter.

Q ] LOUDNESS METER

LUFS 3 LU

Short-Term

LUFS )
Short-Term Max

LUFsS

Momentary Max

LUFS

70

© settingsicon
Opens the LOUDNESS METER SETUP screen.

©®  Loudness meter
Displays the Momentary levels.

The Short-Term level is indicated by a triangle on the right side of the meter.

©  LUFS (LKFS)/LU buttons

Switches between absolute value display and relative value display.

O short-Term display
Displays the Short-Term value.

©  short-Term Max display

Displays the Short-Term maximum value.

©® Momentary Max display

Displays the Momentary maximum value.
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@ Resetbutton

Resets the Short-Term Max and Momentary Max values.
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UDNESS METER SETUP Screen

LOUDNESS METER SETUP X

Units:(1

Target Level:(2 -23  LUFS

Tolerance (Short-Term):(3 +1.0 LW

Scale:(4 EBU+9

Format:(5

Loudness Meter Input
1 6 =

MX1 MX2

The screen contains the following items.
©  Units selection buttons

Selects the unit to display when displaying absolute values.

® Target Level setting
This sets the Target Level.

©® Tolerance (Short-Term) setting

Sets the allowable Short-Term level relative to the Target Level.

O scale selection buttons

Selects the Loudness Meter scale.

© Format selection buttons

Selects the Loudness Meter input format.

©® Loudness Meter Input display

Displays the Loudness Meter input source. Press this to display the LOUDNESS METER INPUT window for selecting
the input source.
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SYSTEM Screen

The SYSTEM screen displays settings and utilities.

SYSTEM

License
Activation

© License Activation
Press this button to display the LICENSE ACTIVATION screen.

©  Unit Mode
Press this button to display the UNIT MODE screen.

® Log
Displays the log.
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LICENSE ACTIVATION Screen

The License screen displays the DEK license information and the QR code used for activation.

LICENSE ACTIVATION
1
LicenseName Status

Broadcast Package Active

Theatre Package Active

2

QR Code

©® Licenselist

Displays license information.

® QR Code button
Press this button to display the QR code.

Used during activation. For details, refer to the leaflet included with the DEK.
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UNIT MODE Screen

The UNIT MODE screen is used to configure the Unit Mode function.
Using “Using Split Mode” (p.409) allows one console to take on two roles at the same time.

UNIT MODE

Split

InputCh: A:36/B:36
Mix : A:24[B:24

DCA: :12/B:12
Mute : :6/B:6

Auto Mixer : :32/B:32
Premium Rack : :2/B:2
Fx: :8/B:8

EQ: :16 /[ B: 16

Custom Fader Bank : :2/B:2

Revert 3 Apply

© Dpefault/Split button
Selects the mode.
For details, refer to “Using Split Mode” (p.409).

®  Mix bus distribution select button
Select from the options below:
* A:12/B:36
* A:24/B:24
* A:36/B:12

© Revert/Apply button

Determines mode change.
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MAINTENANCE Screen

MAINTENANCE Screen - Initialize Tab

This screen is used to perform maintenance on the DM7 Series. To display the Maintenance screen, press and
hold down the [SEL] key for channel D in the Main section while turning on the power to the unit.

Maintenance

Initialize Calibration Device Settin

Initialize All Memory

Initialize internal memory. The data to be Initialize 1
i d are all scenes, all presets, mixing
data, and setup data.

Initialize Current Memory
ize current memory. The data to be Initialize 2
ized are the mixing data and setup data.

Initialize Dante

dule settings. If a Dante
commended to cycle
the power on the console to reconfigure the
connected Dante device.

© Initialize Al Memory
Press the Initialize button to initialize the internal memory.
The data to be initialized are all scenes, all presets, mixing data, and setup data.

Touch the OK button to execute initialization.

NOTE

When you initialize the internal memory, all content that had been saved in memory will be lost, so please perform this
operation with caution.

Internal storage is also initialized.

The Network settings are also initialized.

The DANTE modules are also initialized.

The internal clock is retained even after initialization.

If a DANTE device is connected, it is recommended to cycle the power to reconfigure the connected DANTE device.
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® Initialize Current Memory
Press the Initialize button to initialize the current memory.
The data to be initialized are the mixing data and setup data.
Touch this to display the screen which confirms the operation. Touch the OK button to execute initialization.

After initialization has been completed, you can continue to select other menus without touching the Exit button.

NOTE

When you initialize the current memory, all content that had been saved in current memory will be lost, so please perform this
operation with caution.

© Initialize Dante

Press the Initialize button to initialize the DANTE module settings of the DM7 Series. After initialization, if a DANTE
device is connected, it is recommended to cycle the power on the DM7 Series to reconfigure the connected DANTE
device.

NOTE

Initialization will proceed even if the Dante Device Lock has been applied. In this case, the Dante Device Lock is canceled
after the initialization.

The Dante Domain Manager domain registration will be erased.

Labels corresponding to the input/output channels of the DM7 Series are written to the Receive/Transmit Dante Channel
Label.

@ Closes the Maintenance screen.
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UTILITY Screen > MAINTENANCE Screen

MAINTENANCE Screen - Calibration Tab

Pressing the Calibration tab displays the following screens.

® 6 © 0 ©

Maintenance

Initialize Calibration Device Setti

Fader Calibration

Calibrates the position and movement of the
faders.

Input Port Trim

Fine-adjusts input port gain.

Output Port Trim

Fine-adjusts output port gain.

LED Calibration

Calibrates the color and brightness of LEDs.

Displays the Fader Calibration screen. (“FADER CALIBRATION Screen” (p.306))
Displays the Input Port Trim screen. (“INPUT PORT TRIM Screen” (p.307))
Displays the Output Port Trim screen. (“OUTPUT PORT TRIM Screen” (p.308))
Displays the LED Calibration screen. (“LED CALIBRATION Screen” (p.309))

Closes the Maintenance screen.
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UTILITY Screen > FADER CALIBRATION Screen

FADER CALIBRATION Screen

Depending on the environment in which you use the system, discrepancies may occur in the motion of the
motorized faders. These misalignments in behavior can be adjusted on the FADER CALIBRATION screen.

FADER CALIBRATION

Select faders with [SEL] to calibrate.
And press 'Start' button.
After starting,please follow the message below.

©® Fader

Perform adjustments according to the messages displayed.
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UTILITY Screen > INPUT PORT TRIM Screen

INPUT PORT TRIM Scree

The INPUT PORT TRIM screen is used to fine-tune the gain of the specified input port in 0.01 dB increments.

INPUT PORT TRIM

2  ResetAll

INPUT

4 5
0.00 | 0.00 | 0.00

14

12 13
0.00 | 0.00 | 0.00

19 20 21 2
0.00 | 0.00 | 0.00  0.00
27 28 29 30
0.00  0.00  0.00 0.00
AES/EBU IN

2 E]
0.00 | 0.00

© Input gain buttons
Allows you to select the input ports to adjust.
Select the input port, and rotate the channel D screen encoder to adjust the value.

After adjustment, restart in normal mode.

®  ResetAll button
Sets all values to 0 dB. The factory default is also 0 dB.

Touch this to display the screen which confirms the operation. Touch the OK button to perform the reset.

NOTE

After the reset, you can continue to select other menus without touching the Exit button.
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UTILITY Screen > OUTPUT PORT TRIM Screen

UTPUT PORT TRIM Scree

The OUTPUT PORT TRIM screen is used to fine-tune the gain of the specified output portin 0.01 dB
increments.

OUTPUT PORT TRIM

2 ResetAll

OQUTPUT

1 2 E] 4 5 6 7 []
0.00 | 0.00 | 0.00 | 0.00 | 0.00 ' 0.00 | 0.00

9 10 11 12 13 14 15 16
0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00

AES/EBU OUT

1 2 3 4
0.00 | 0.00 | 0.00 | 0.00

© OUTPUT gain buttons
AES/EBU OUT gain buttons
Allows you to select the output ports to adjust.
Select the output port, and rotate the channel D screen encoder to adjust the value.

After adjustment, restart in normal mode.

®  ResetAll button
Sets all values to 0 dB. The factory default is also 0 dB.
Touch this to display the screen which confirms the operation. Touch the OK button to perform the reset.

NOTE

After the reset, you can continue to select other menus without touching the Exit button.
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UTILITY Screen > LED CALIBRATION Screen

LED CALIBRATION Scree

The LED CALIBRATION screen is used to adjust the color and brightness of the selected LEDs.

LED CALIBRATION

4 Resetall

Select a color from buttons below

Select LED by pressing one of the followings:
- [SEL]

- [TOUCH AND TURN]
- USER DEFINED KEYS [BANK],[1]-[6]
- FADER BANK[CUSTOM]

Then,turn knobs to tune the color.
Press 'Apply' and the color is set to the LED.

LED
BAY L [USER DEFINED KEY 1]

2 Apply

© color
Sets the color of the top panel LEDs.
Select the color, and then select the target key or knob.
¢ [SEL] key (encoder)
¢ [TOUCH AND TURN] knob
 USER DEFINED KEYS [BANK] , [1]-[6] keys
* FADER BANK [CUSTOM] key

® Apply button

Reflects the adjustment and exits.

©  Brightness button
Sets the brightness of the LEDs and channel colors on the top panel.
e ColorBar * * * Brightness of the channel colors on the top panel
e Panel » * * Brightness of the top panel LEDs.
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UTILITY Screen > LED CALIBRATION Screen

O ResetAll button
All Color settings are reset to their factory default values.
Touch this to display the screen which confirms the operation. Touch the OK button to perform the reset.

NOTE
After the reset, you can continue to select other menus without touching the Exit button.
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UTILITY Screen > MAINTENANCE Screen - Device Settings Tab

MAINTENANCE Screen - Device Settings Tab

Pressing the Device Settings tab displays the following screens.

Maintenance

Initialize Calibration Device Settings

Display

Screen Protection

Protects the display during long periods of “

inactivity.

© Screen Protection
When this is turned on, Screen Protection is enabled.

If no operation is performed for 4 hours or more, the screen dims. If no operation is performed for 8 hours or more,
the screen backlight turns off.

®  Closes the Maintenance screen.
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Sound Operations > Controlling GAIN via the OVERVIEW Screen

Sound Operations

Controlling GAIN via the OVERVIEW Screen

1 Ppressthe [HOME] key to display the OVERVIEW screen.
Press the A. Gain button.
The Gain screen appears.

3  settheHA using the buttons on the screen.

Use the screen encoder or [TOUCH AND TURN] knob, or touch the screen and then slide up,
down, left, or right to set the HA.

4 perform the same operations for other input channels as desired.

When the Gain screen is displayed, you can also use the [SEL] keys to switch the channel for
editing.

5 When you finish configuring the settings, press the x symbol in the upper right of
the screen.

Related links
“12chGain Screen” (p.256)
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Sound Operations > Controlling the EQ via the OVERVIEW Screen

Controlling the EQ via the OVERVIEW Screen

1 pressthe [HOME] key to display the OVERVIEW screen.

The EQ field shows the EQ characteristics.

2  Sselect the channel that you want to control.

3  Pressthe EQ field.

The EQ screen is displayed and you will be able to adjust all of the EQ parameters.

4  uyse the touchscreen or corresponding screen encoder to adjust the EQ parameters.

5 When you finish configuring the settings, press the x symbol in the upper right of
the screen.

Related links
“EQ Screen” (p.62)
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Sound Operations > Controlling the EQ via the SELECTED CHANNEL VIEW Screen

Controlling the EQ via the SELECTED CHANNEL VIEW

Screen

1 pPressthe [HOME] key to display the SELECTED CHANNEL VIEW screen.

The EQ field shows the EQ characteristics.
2 select the channel that you want to control.

3  Pressthe expand button in the upper left corner of the EQ field.

The EQ screenis displayed and you will be able to adjust all of the EQ parameters.

4  use the touchscreen or corresponding screen encoder to adjust the EQ parameters.

5 After completing the settings, press the collapse button in the upper left corner of
the screen.

Related links
“EQ Screen” (p.62)
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Sound Operations > Controlling the Dynamics Processor via the OVERVIEW Screen

Controlling the Dynamics Processor via the OVERVIEW

Screen

1 pPressthe [HOME] key to display the OVERVIEW screen.

You can check the dynamics processor on/off status and the amount of gain reduction for the
DYN1/2 field.

2  Sselect the channel that you want to control.

3  Pressthe DYN1/2 field.

The DYNAMICS screen is displayed and you can edit the dynamics settings and turn the
processor on/off.

4  pressthe DYN 1/2 ON button to adjust the dynamics parameters.

5 When you finish configuring the settings, press the x symbol in the upper right of
the screen.

Related links
“DYNAMICS Screen” (p.66)
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Sound Operations > Controlling the Dynamics Processor via the SELECTED CHANNEL VIEW Screen

Controlling the Dynamics Processor via the SELECTED

CHANNEL VIEW Screen

1 pPressthe [HOME] key to display the SELECTED CHANNEL VIEW screen.
Select the channel that you want to control.

3  Pressthe expand button in the upper left corner of the DYN1/2 field.
The DYN1/2 screen appears.

4  uyse the touchscreen or corresponding screen encoder to adjust the dynamics
parameters.

5 After completing the settings, press the collapse button in the upper left corner of
the screen.

Related links
“DYNAMICS Screen” (p.66)
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Sound Operations > Controlling Inserts via the OVERVIEW Screen

Controlling Inserts via the OVERVIEW Screen

1 pressthe [HOME] key to display the OVERVIEW screen.

Press the Insert field for the channel into which you want to insert.

The INSERT screen appears.

w

Press the button for the Insert block to which you want to assign the external
device, and select Outboard.

Press the Output patch select button, and the patch select screen is displayed.
Specify the output port that you want to use as the insert out.

Press the Input patch select button, and the patch select screen is displayed.
Specify the input port that you want to use as the insert in.

If necessary, configure the insert settings for other channels in the same way.

W 0 ~N 6 un1 »

When you finish configuring the settings, press the x symbol in the upper right of
the screen.

Related links
“Insert screen” (p.259)
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Sound Operations > Controlling Inserts via the SELECTED CHANNEL VIEW Screen

Controlling Inserts via the SELECTED CHANNEL VIEW

Screen

1 pPressthe [HOME] key to display the SELECTED CHANNEL VIEW screen.
Select the channel that you want to control.

3 Press the Insert button.

The Insert screen appears.

4  Ppress the button for the Insert block to which you want to assign the external
device, and select Outboard.

Press the Output patch select button, and the patch select screen is displayed.
Specify the output port that you want to use as the insert out.
Press the Input patch select button, and the patch select screen is displayed.

Specify the input port that you want to use as the insert in.

W 0 ~N 6 Uun

If necessary, configure the insert settings for other channels in the same way.

10 After completing the settings, press the collapse button in the upper left corner of
the screen.

Related links
“Insert screen” (p.259)
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Sound Operations > Directly Outputting an Input Channel

Directly Outputting an Input Channel

The input channel signal can be directly output from any desired OMNI OUT jack, or the output channel of
any desired card slot.

1 Pressthe D.Out button on the OVERVIEW screen for the input channel you want to
output directly.

The GAIN/PATCH/D.OUT screen appears.

2  Press the D.Out Patch button to display the patch select screen.

3 select the output port to be used for direct output and press the x symbol.
This returns to the GAIN/PATCH/D.OUT screen.

4  yse the D.Out Patch point to switch the point from which the Direct Out signal is
acquired.

5 UsetheLevelfield to adjust the Direct Out's output level.

Use the screen encoder or [TOUCH AND TURN] knob, or touch the screen and then slide up,
down, left, or right to adjust the level.

6  Pressthe D.Out ON button to turn it ON.

Direct output is now enabled. Adjust the input level and other settings on the external device
as necessary.

7 if necessary, configure Direct Out settings for other channels in the same way.

Related links
“12ch D.Out screen” (p.258)
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Sound Operations > Controlling the Delay via the OVERVIEW Screen

Controlling the Delay via the OVERVIEW Screen

1 pressthe [HOME] key to display the OVERVIEW screen.
Press the Delay button to display the DELAY popup window.

3  setthe delay using the buttons on the screen.

Use the screen encoder or [TOUCH AND TURN] knob, or touch the screen and then slide up,
down, left, or right to adjust the delay.

4 perform the same operations for other channels as desired.

While the 12CH DELAY popup window is displayed, you can use the [FADER BANK] section to
switch the channels being controlled in 12-channel groups. You can also press the section
displaying the meter area to switch channels.

5 When you finish making settings, press the x symbol in the upper right of the
window.

Related links
“Delay screen” (p.260)
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Sound Operations > Controlling the Delay via the SELECTED CHANNEL VIEW Screen

Controlling the Delay via the SELECTED CHANNEL VIEW

Screen

1 pPressthe [HOME] key to display the SELECTED CHANNEL VIEW screen.
Select the channel that you want to control.

3  selectthe Delay button to set the delay.

Use the screen encoder or [TOUCH AND TURN] knob, or touch the screen and then slide up,
down, left, or right to adjust the delay.

4 setthe Delay Point as necessary.

Delay Point is set on the DELAY screen.

5 When you finish making settings, press the x symbol in the upper right of the
window.

Related links
“Delay screen” (p.260)
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Sound Operations > SENDS TO

SENDS TO

By using SENDS TO, you can specify the feed of each channel to a specific MIX or MATRIX bus for 12 channels

atatime.

1 pPressthe [HOME] key to display the OVERVIEW screen.

2 Pressthe Send key to display the Send field.

3  usethe Up/Down keys to select the destination bus bank.

4  vYou can use the Send ON button to turn on/off the signal that is sent from each
input or MIX channel to the currently-selected MIX/MATRIX bus.

5 &as needed, use the Pre button to select the send point for the signal sent from each
input channel, MIX channel, or STEREO channel to a VARI-type MIX bus or MATRIX
bus.

NOTE
* This allows you to flexibly select the send point for each channel.
o For FIXED-type MIX buses, the Pre button is not displayed.

6 UseSendLevel to adjust the send level.

Use the screen encoder or [TOUCH AND TURN] knob, or touch the screen and then slide up,
down, left, or right to adjust the send level.

Related links
“Send screen” (p.262)
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Sound Operations > Using the Faders to Adjust the Sends (SENDS ON FADER Mode)

Using the Faders to Adjust the Sends (SENDS ON FADER

Mode)

Configure the sends settings using the fader (SENDS ON FADER mode). You can use the top panel faders to
adjust the signals that are sent from a specific channel to the MIX/MATRIX buses.

1

Verify that an output port is assigned to the MIX/MATRIX bus to which the signal is

sent, and that the corresponding output port is connected to the monitor system
or an external effect.

Press the [SENDS ON FADER] key on the top panel.

This switches to SENDS ON FADER mode, and the SENDS ON FADER screen is displayed. The
faders in the channel strip section move to indicate the send level of the signals that are
routed from each channel to the currently-selected MIX/MATRIX bus. The [ON] keys also
change to the SEND ON status.

Use the MIX/MATRIX bus select buttons to select the MIX/MATRIX bus that will be
the destination.

NOTE

If you press the currently-selected MIX/MATRIX bus select button again, cue monitor turns on for the corresponding MIX/
MATRIX channel. This method is convenient when you want to monitor the signal that is being sent to the selected MIX/
MATRIX bus.

Using the faders from the top panel channel strip section, adjust the send level to
the selected MIX/MATRIX bus from the channels that are deployed (rolled out) to
the layer.

Repeat steps 3-4 to adjust the send levels for other MIX/MATRIX buses in the same
way.

When you have finished setting the MIX/MATRIX send levels, press the [SENDS ON
FADER] key or the x button at the upper right of the screen.

This exits from SENDS ON FADER mode and switches to normal mode.
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Sound Operations > Port to Port HA function

Port to Port HA function

This function uses the local I/O of a digital mixer as simple 1/0 ports to remotely control the HA of input
channels on I/0 devices or other digital mixers.

The digital mixer being mounted for control receives the internal patch status of the mounted digital mixer
via communication and stores it in memory as “Port to Port Status”.

Then, by referring to “Port to Port Status”, it can determine whether the port can be controlled. Also, when a
device that supports “Port to Port Status” is virtually mounted, offline settings can be configured.

About the Port to Port HA function

Whether the digital mixer to be mounted can be remotely controlled by HA is determined by the internal
patch settings of the digital mixer being mounted.

An example of an internal patch of a digital mixer being mounted is shown below.

To prevent operation of a port different from the port whose audio you want to change, there are patterns in
which the Port to Port HA function is permitted and patterns in which it is not permitted, depending on the
internal patch status.

Example where the Port to Port HA function is permitted

The Port to Port HA function is enabled when the internal patch is set to Port to Port and DANTE OUT.
Also, the analog input port number + model-specific offset must equal the DANTE OUT port number.
EDM7

For the DM7, the model-specific offset is defined as “0”, so control is possible by setting DANTE OUT to the
same port number as the analog input port number.

Audio Signal —  OMNI INO1 g O »Q DANTEQUT01 — Audio Signal
Audio Signal ——  OMNI IN02 ﬁ O »O DANTEQUT02 — Audio Signal
Audio Signal ——  OMNI IN31 ﬁ O »O DANTE QUT31 —» Audio Signal
Audio Signal ——  OMNI IN32 ﬁ O »O) DANTE QUT32 —— Audio Signal
- L | J
Remotely controlled HA Gain DANTE QUT with the same port number

Because the internal patch of an I/0 box cannot be changed, control is possible in the same way as with the
DM7, using the DANTE OUT port number that is the same as the analog input port number.

Example where the Port to Port HA function is not permitted

B When the internal patch is disconnected

Control is not possible when the analog input port is not patched anywhere.
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Sound Operations > Port to Port HA function

Audio Signal —
Audio Signal —

Audio Signal —»
Audio Signal —»

omNIINo1 42 o

OMNI IND2

OMNI IN31 ﬁ e

OMNI IN32 ﬁ

No remote control

l When the patch is not Port to Port

Control is not possible when the analog input port is patched to an input channel, Mix bus, or other
destination instead of Port to Port.

Audio Signal —»

Audio Signal —»

Audio Signal —»
Audio Signal —»

No patch
Mo patch

No patch
No patch

(ONONONON®)

AN

DANTE OUTO1
DANTE OUTO2Z

DANTE OUT31
DANTE OUT32

No patch

omniinos 2 O

OMNI IN02 ﬁ o

OMNI IN31 ﬁ O

OMNI IN32 ﬁ '®)
|

No remote control

B When the patch is Port to Port but not DANTE OUT
Control is not possible when the patch is Port to Port, but the output destination is not DANTE OUT.

Audio Signal —»
Audio Signal —»

Audio Signal —»
Audio Signal —»

Not port to port

OMNI INO1

> O

OMNI INO2 ﬁ o

OMNI IN31 j’Zf O

omniNgz 4 O

No remote control

O

O
O
*O

OMNIOUTO1
AESO1

UsB ouUTo1
PY SLOT 01

— Audio Signal
— Audio Signal

—» Audio Signal
—» Audio Signal

»O CHO1 |— Audio Signal

»O MX 01 | — Audio Signal
O

=0 MT 01 |— Audio Signal

»O ST A |—— Audio Signal

— Audio Signal
— Audio Signal

— Audio Signal
— Audio Signal

The output destination is not DANTE OQUT.

l When the patch is Port to Port and DANTE OUT, but the patch settings are inconsistent
Control is not possible when analog input port number + model-specific offset does not equal the DANTE

OUT port number.
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Sound Operations > Port to Port HA function

Audio Signal —
Audio Signal —»

Audio Signal —»
Audio Signal —

OMNI INo1 42F

OMNI IN02

OMNI \Né.l. ﬁ

OMNI IN32

No remote control

“Port to Port Status” screen display

o o
\

O __-></.O

0O 0

, ~

DANTE OUTO1
DANTE OUTO2

DANTE OUT31
DANTE OUT32

— Audio Signal
—» Audio Signal

— Audio Signal
— Audio Signal

The patch settings are crossed or scattered.

You can determine on the screen whether control is possible from the mounted digital mixer.

Il 1/0 DEVICE screen

Input9-16

2

1/0 DEVICE #1

For ports whose HA parameters can be controlled from the screen but whose “Port to Port Status” is invalid,
writeback occurs even if operation is performed from the screen.

A.Gain

-6
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Sound Operations > Port to Port HA function

With the Remote HA function, when DANTE IN for the mounted 1/O is patched to an input channel, the
corresponding HA parameters are displayed. However, if the mounted 1/0 is a digital mixer, ports whose
“Port to Port Status” is invalid are not displayed.

Il SELECTED CHANNEL VIEW screen
* Port to Port Status: Valid

< CHA1l > DANTE1  [+48v
v DANTE 1

chl A

* Port to Port Status: Invalid

< CHA2 > DANTE2 ~
v DANTE 2

ch2 A

M CH PARAMETER screen
* Port to Port Status: Valid

CHAL

chli1 ©

Input Patch

W

DANTE 1

A.Gain

+1

* Port to Port Status: Invalid
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Sound Operations > Port to Port HA function

Input Patch

DANTE 2

H Offline settings for devices that support “Port to Port Status”

For devices that support Remote HA, parameters are set during the connection sequence when w/Recall ON
is set, so HA parameters can be configured offline on the mounting-side digital mixer.

Even when a digital mixer is virtually mounted, HA parameters can be changed from the 1/0 DEVICE screen
and each Ch screen.

The same also applies to the offline Editor.
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Sound Operations > Mix Minus

This function removes only the signal of a specific channel from the signals sent to the MIX/MATRIX buses. If
you use it, you can quickly send a signal with only the voice of the individual removed as a monitor signal for
the performer or announcer. By setting the mix minus bus in advance and specifying the Owner channel, you
can link the announcer's microphone (input channel) and monitor (mix minus bus) at the relay destination.

1 pressthe Setup button on the Menu bar.

2  Pressthe Bus Setup button.

The BUS SETUP screen appears.

3 Pressthe Mix Minus button.

NOTE

¢ The send level of the signal sent from the selected Owner channel is reduced to - dB.

e The send levels of the signal sent from all input channels other than the selected one is set to the nominal level (0.0 dB).
¢ Also, the send to the destination bus is turned on, and the send point is switched to Post.

o Astereo input channel has a send level of —c dB for the signal sent from both channels.

4  pressthe N-1 Owner button.

A screen where you can select the Owner channel for mix minus settings (input channels that
use mix minus) will be displayed.

5 select the Owner channel.
Sends from the selected Owner channel will be turned off.

NOTE

On the OVERVIEW screen as well, when Send is displayed, you can select this using the N-1 Owner button while holding
down the [SHIFT] key.

Related links
“BUS SETUP Screen” (p.116)
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Sound Operations > ST Mode and LCR Mode

ST Mode and LCR Mode

The STEREO buses are used for outputting signals to the main speakers. Signals can be sent to a STEREO bus
in one of two modes, ST mode or LCR mode, and you can make this selection individually for each channel.
These modes differ in the following ways.

ST mode

This method sends signals independently from the input and MIX channels to each of the STEREO A and
STEREO B buses.

 Thesignals sent to the STEREO A bus and STEREO B bus can be switched on/off individually.

 The pan of the signal sent from the input channel or MIX channel to L/R of the STEREO A bus or STEREO B
bus is controlled by the TO ST PAN knob.

About MONO

In the L/R PATH pull-down menu on the SELECTED CHANNEL VIEW screen, STEREO B can be set to MONO. If it
is set to MONO, the same signal will be output to both the L and R of STEREO B.

LCR mode

This method sends the signals from the input and MIX channels to a total of three buses: STEREO A (L/R) and
STEREO B (C) simultaneously.

* Thesignals sent to the STEREO A bus and STEREO B bus can be switched on/off together.

* The level difference between the signals sent from the input channel or MIX channel to the STEREO A (L/R)
buses and to the STEREO B (C) bus can be set using the CSR (center/side ratio) knob.

* The level of the signals sent from the input channel or MIX channel to the STEREO A (L/R) buses and the
STEREO B (C) bus will change according to the settings of the TO ST PAN knob and the BALANCE knob.

NOTE

¢ When using LCR mode, set STEREO B to MONO.
e STEREO B is used as the CENTER channel.
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Sound Operations > Sending Signals to the STEREO Bus

Sending Signals to the STEREO Bus

1 Verify that an input source is connected to the channel that you are controlling,
and set the head amp’s phantom power, gain, and phase to obtain the optimal
input signal.

2 Pressthe Pan/Balance button on the OVERVIEW screen or SELECTED CHANNEL VIEW
screen for the input channel or MIX channel whose signal you want to send to the
STEREO A bus and STEREO B bus.

The TO STEREO popup window appears.

3  usethe ST/LCR mode select button to select either ST mode or LCR mode for each
channel.

4  Inthe channel strip section of the top panel, verify that the [ON] key is turned on
for the input channel or MIX channel that you want to operate, and then raise the
fader to the appropriate position.

5 Inthe channel strip section of the top panel, verify that the [ON] key is turned on
for the STEREO channel that you want to operate, and then raise the fader to the
appropriate position.

Related links
“To Stereo screen” (p.264)
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Sound Operations > About DCA

About DCA

You can use the 24 DCAs to control the level of multiple channels simultaneously.
It has the following features:

» DCA 1-24 can be used for all input channels and all output channels.

» Both input and output channels can be mixed in the same group.

* All channels assigned to a DCA can be cued simultaneously.

* You can monitor the corresponding DCA at unity gain (which is equivalent to the level obtained when the
DCA fader is set to 0 dB).

NOTE

DCA settings are saved as part of the scene.

Related links
“DCA GROUP ASSIGN Screen” (p.214)
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Sound Operations > Assigning Channels to the DCA

Assigning Channels to the DCA

1 pressthe DCA/Mute Assign field on the OVERVIEW screen, or press the DCA/Mute
button on the SELECTED CHANNEL VIEW screen.

This displays DCA/Mute Assign.

2 PressaDCA Assign button to select the DCA to which the currently-selected
channel will be assigned (multiple selections are allowed).

3 select the DCA(s) for other channels in the same way.

Related links
“DCA GROUP ASSIGN Screen” (p.214)
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Sound Operations > Using DCAs

Using DCAs

1

Assign input channels and output channels to a DCA.

Using the faders in the channel strip section of the top panel, adjust the relative
balance between the input channels and output channels that belong to the DCA
you want to use.

Press the [DCA/DAW] key in the fader bank to light it up and call up the DCA you
want to use.

In the channel strip section, operate the fader corresponding to the DCA you want
to use.

The level of the channels assigned to that DCA will change while preserving the level
differences you established in Step 2.

NOTE

Operating a DCA fader will not cause the input faders to move in tandem.

To switch a DCA between on and mute, press the [ON] key for that DCA.

When you press an [ON] key to make the key indicator go dark, the [ON] key for each channel
assigned to that DCA will flash, and these channels will be muted (the same state as when the
faders are lowered to the -0 dB position).

To cue-monitor a DCA, press the [CUE] key for that DCA.

When you press the [CUE] key to make the key indicator light turn on, cue monitoring will be
enabled for the channels assigned to that DCA. For more information about cue, refer to
“Using the Cue Function” (p.374).

NOTE
In the channel strip section, you can also operate the DCA by pressing the [FADER BANK] section.

334



Sound Operations > DCA Scene Grid (Theater Package Compatible)

DCA Scene Grid (Theater Package Compatible)

This section describes how to set up a DCA Scene Grid, which supports the use case of changing DCA
assignments for each scene in a theater application.

Press the Ch Job button on the Menu bar.
Press the DCA Group button to display the DCA GROUP ASSIGN screen.

Press the Preset editing button to prepare DCA Preset as needed.

£ W N R

Press the DCA Scene Grid button.
The DCA SCENE GRID screen appears.

5 Press DCA Grid to assign a DCA for each scene.

Related links
o “DCA GROUP ASSIGN Screen” (p.214)
o “DCA SCENE GRID Screen (Theater Package Compatible)” (p.216)
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Sound Operations > About MUTE Groups

About MUTE Groups

Twelve mute groups are available and they have the following features:

Mute groups 1-12 can be used for all input channels and all output channels.

Both input and output channels can be mixed in the same group.

You can temporarily cancel the mute for individual channels.
You can also assign a mute group control function to a USER DEFINED key.

The mute group can not only be completely muted, but the attenuation amount can also be adjusted by
the DIMMER function.

The MUTE SAFE function allows you to exclude (make SAFE) specific channels from the Mute Group
function.

You can change the name of the mute group control.
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Sound Operations > Temporary Unmute Function During Mute

Temporary Unmute Function During Mute

Temporary Unmute Function During Mute

You can temporarily cancel the Mute function for specific channels in a mute group by pressing the
corresponding channel [ON] keys.

NOTE
Temporary mute group override using the [ON] key is possible when Preference > [ON] keys > During MUTE is set to “Override”.
ON button flash operation

On the SELECTED CHANNEL VIEW and METER screens, the ON button for any channel muted by the mute
group will flash.
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Assigning Channels to a Mute Group

1 pressthe DCA/Mute Assign field on the OVERVIEW screen, or press the DCA/Mute
button on the SELECTED CHANNEL VIEW screen.

This displays DCA/Mute Assign.

2 PressaMute Assign button to select the MUTE group to which the currently-
selected channel will be assigned (multiple selections are allowed).

3 select the MUTE group(s) for other channels in the same way.

Related links
“MUTE GROUP ASSIGN screen” (p.217)
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Channel link is a function that links the operations (such as fader movements or EQ parameters) of input
channels or output channels. Two or more channels that are linked are called a link group. You can create up
to 52 link groups for input channels and up to 30 link groups for output channels. The type of parameters to
be linked can be individually selected for each link group. However, input and output channels cannot be
mixed in a single link group. While a pairing is limited to use on two adjacent channels, the Channel Link
function allows multiple channels to be combined and linked.

1 Pressthe Ch Job button on the menu bar, and select Ch Link.
When Ch Link is selected, the CH LINK screen is displayed.

2 Pressan INPUT/OUTPUT button to select the channels that you want to link.

3 Link channels by holding down the [SEL] key of the link-source channel and
pressing the [SEL] key of the link-destination.

4  Use the buttons in the LINK PARAMETER field on the CH LINK screen to select the
parameters that you want to link.

5 Pressthex symbol to close the CH LINK screen.

Related links

“CH LINK screen” (p.219)
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Types of Channel Links

Types of Channel Links

Linking three or more channels

Hold down the [SEL] key of the link-source, and press the [SEL] keys of the input channels that you want to
add to the link group in succession.

Adding new channels to an existing link group
Hold down any [SEL] key within the group, and press the [SEL] keys that you want to add to the group.
Canceling a link

Hold down any [SEL] key that is registered within the same link group, and press the [SEL] key of the
channel that you want to remove from the group.

Editing the level balance between channels assigned to a link group
Hold down the [SEL] key of any linked channel, and work on the parameter that you want to edit.
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Temporary Link

This function creates a temporary link between multiple channels and links only the operated parameters
between channels. This is useful when you want to apply fader operations or EQ adjustments to multiple
channels, as it is faster than copying or recalling and in real time. Since it is not a permanent link, only one
group can be linked, but there is no limit to the number of channels. However, input channels and output
channels cannot be mixed in temporary links.

The list of linked parameters is shown below.
Gain and level have relative behavior.

For input channels:

Digital gain and analog gain settings

Insert on/off and point settings

Direct out on/off, level, point, and Follow settings
HPF settings
LPF settings
PEQ settings

Dynamics settings

Delay settings

On/off, level, Pre/Post, and Follow settings for signals sent to MIX buses

On/off, level, Pre/Post, and Follow settings for signals sent to MATRIX buses
TO STEREO settings
DCA/Mute Assign settings

Fader operations

[ON] key operations

Input patch settings
Order of EQ and DYN2

For output channels (excluding stereo channels):

Insert on/off and point settings
HPF settings

LPF settings

PEQ settings

Dynamics settings

Delay settings

On/off, level, Pre/Post, and Follow settings for signals sent to MATRIX buses
TO STEREO settings
DCA/Mute Assign settings

Fader operations

[ON] key operations
Order of EQ and DYN2
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Sound Operations > Temporarily Linking Channels

Temporarily Linking Channels

Hold down the [SHIFT] key and press the [SEL] key to temporarily link. The meter area and the channel name
at the bottom of the screen are enclosed in a yellow frame, and a link symbol is displayed. The [SEL] key of
the set channel will flash.

If you press the [SEL] key of a channel, the temporary link will be canceled. The temporary link will also be
canceled if you turn off the power or load a file. The temporary link will continue even if a scene is recalled,
but will be canceled if the pair settings of the temporarily linked channels are changed.
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Copying Channel Parameters

You can copy channel mix parameter settings to other channels. When the copy operation is executed, the
parameter settings will overwrite those of the copy destination. You can copy parameter settings between
the following channel combinations.

» Between input channels
* Between MIX channels
» Between MATRIX channels

NOTE

Patch, channel name, and phantom settings will not be copied.

1 Pressthe Ch Job button on the menu bar, and select Ch Copy.
When Ch Copy is selected, the CH COPY screen is displayed.
2 select the copy source channel.

Once you select the copy source channel, the system automatically switches to a mode that
allows you to select the copy destination. The fader graphics for the copy source channel will
be highlighted in green.

3  selectthe copy destination channels (multiple selections are allowed).

The fader graphics for the copy destination channels will be highlighted in pink.

4 1o execute the copy operation, press the Paste button.

The copy operation will be executed, and the parameter settings will overwrite those of the
copy destination.

5 Pressthex symbol to close the CH COPY screen.

Related links
“CH COPY screen” (p.221)
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Initializing Channel Parameters

This restores the channel parameters to their initial values. This operation can be performed on any channel.

NOTE

Channel name, patch, and Recall Safe settings will not be initialized.

1 Pressthe Ch Job button on the menu bar, and select CH Default.
When CH Default is selected, the CH DEFAULT screen is displayed.

2 select the channel that you want to initialize (multiple selections are allowed).

The corresponding channel will be highlighted.

3  Toexecute initialization, press the Default button.

A dialog box will ask you to confirm the Initialization operation.

4  Press the OK button in the confirmation dialog box.

The parameters of the selected channel will be initialized.

5 Toclose the CH DEFAULT screen, press the CLOSE button.

Related links
“CH DEFAULT screen” (p.223)
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Sound Operations > DSP Resource Management for Premium / FX / GEQ Rack

DSP Resource Management for Premium | FX /| GEQ Rack

Plug-ins and GEQ/PEQ each have their own dedicated DSP resources. DSP resources are consumed every
time one is inserted or loaded. There are 64 DSP resources available for Premium Rack (16 resources x 4
groups), 16 DSP resources available for FX Rack, and 32 DSP resources available for GEQ/PEQ. For details on
the DSP resources used by each plug-in or GEQ/PEQ, refer to the documentation.
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About Using a Graphic EQ (GEQ)

31BandGEQ

This is a monaural 31-band GEQ. The bandwidth is in 1/3-octave increments, and the variable gain ranges are
+15dB, +12 dB, +6 dB (both boost and cut directions), and -24 dB (cut direction only), allowing gain
adjustment in all 31 bands.

Flex15GEQ

This is a monaural 15-band GEQ. The bandwidth is in 1/3-octave increments, and the variable gain ranges are
+15dB, +12 dB, +6 dB (both boost and cut directions), and -24 dB (cut direction only). The Flex15GEQ allows
you to manipulate the gain on up to 15 bands (similarly, up to 31 bands for the 31BandGEQ), and once you
have used up the 15 bands, you cannot adjust the gain of a new band until you return one of the already set
bands to flat. The GEQ features a 1/12 oct (121-band) Real Time Analyzer (also called a spectrum analyzer). If
you are using a stereo source, you can link the two GEQ units.

About using a parametric EQ (PEQ)

8BandPEQ

This is a monaural 8-band PEQ. It also features four notch filters. The PEQ features a 1/12 oct (121-band) Real
Time Analyzer (also called a spectrum analyzer).

NOTE

Notch filters A-D are independent of the PEQ, and thus not affected by the PEQ’s BYPASS buttons. It is also possible to set the PEQ to
BYPASS and use only the notch filters.
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Sound Operations > Inserting a GEQ/PEQ into a Channel via the SELECTED CHANNEL VIEW Screen

Inserting a GEQ/PEQ into a Channel via the SELECTED

CHANNEL VIEW Screen

This section describes how to insert and use GEQ/PEQ on the selected channel.

1

5
6

Select the channel that you want to control.

Press the Insert button.

The Insert screen appears.

Use the Insert A-Insert D buttons to select an insert block which you want to assign
to the GEQ/PEQ.

Press the button to display the select screen.
Select the item to be inserted.

Press the OK button to allocate the GEQ/PEQ.

Related links
“Insert screen” (p.259)
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About Plug-ins

Plug-ins can be used by inserting them into a channel, or via send or return. The DM7 Series offers 30
different types of plug-ins. The maximum number of plug-ins that can be mounted depends on the type of
plug-in. For details on the amount of DSP resources that each plug-in uses, refer to the plug-in type list.

‘]irtual

VCM (Virtual Circuitry Modeling) is a technology for modeling analog circuits at the element level (resistors,
capacitors, etc.). Plug-ins use VCM technology.

The following functionality is also provided.
» The plug-in mount status and parameters can be saved in scene memory.
 Thereis a “PLUG-IN LIBRARY” that lets you store and recall plug-in parameters.

» Tap tempo functionality can be used for plug-ins that support it. Tap tempo can be used via a USER
DEFINED key or GPI.
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FOR INSERT
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PLUG-IN
Plug-in type list
Premium Rack
Amount of Tap
Plug-in type Explanation DSP tempo

resources function

A 21IN/2 OUT reverb algorithm that provides a high-density, richly

reverberant sound quality, smooth attenuation, and spaciousness
and depth that enhance the original sound. You can choose one of
three programs to suit the acoustic environment and your purpose:

REV-X HALL, REV-X ROOM, and REV-X PLATE

This delay effect is based on the Yamaha E1010 analog delay.

REV-X
Analog Del Dual
nalog Dela
& Y Stereo
Max100

Complete reproduction of a vintage effect that was manufactured

only during the late 1970s.

Dual Phaser

Complete reproduction of a vintage effect that was manufactured

during the middle of the 1970s.

This mastering plug-in emulates the tape compression created by
two open reel tape recorders (a recording deck and a reproduction

deck).

6 -
4 v
1 v
1 v
4 R
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Amount of Tap
Plug-in type Explanation DSP tempo
resources function

This is a model of phaser that provides a high degree of sound-

Vintage Phaser shaping flexibility, and is not intended as a reproduction of any 2 v
specific model.
HQ. Pitch A monaural pitch shifter that produces a stable effect. 4 v
. Dual :
Portico 5033 Models an analog 5-band EQ made by Rupert Neve Designs. 2 -
Stereo
Dual . . .
EQ-1A <t Models a classic vacuum tube passive-type vintage EQ. 3 -
ereo

An equalizer that emulates the characteristics of an analog

Equalizer601 equalizer used in the 1970s. It can be used to obtain a sense of 2 -
drive.

Dual i i i

DynamicEQ EQ that dynamically chan'ges the gain, allovylng the cut/boost 5 .
Stereo amount to be controlled in response to the input level.
Dual isi - i

Dynamic EQ4 This is a two-band Dynamic EQ that has been expanded to feature 3 )
Stereo four bands.
Dual imi

Portico 5043 Moc!els an analog compressor/limiter made by Rupert Neve 2 )
Stereo Designs.

. Dual . .
Portico 5045 <t Models a Primary Source Enhancer made by Rupert Neve Designs. 2 -
ereo

Dual L o

u7e Models a classic vintage compressor/limiter. 3 -
Stereo
Dual . .

Opt-2A Models a classic vacuum tube (optical type) compressor. 4 -
Stereo

Comp276 Mono This compressor emulates the characteristics of an FET gain ) i

Comp276S Stereo reduction compressor commonly used in recording studios.

Buss Comp 369 Dual This compressor emulates a standard bus compressor that is 3 .

P Stereo standard in recording studios and broadcasting stations.

Dual . L .

MBC4 This four-band compressor offers intuitive operability. 3 -
Stereo

DaNSe Dual A Dynamic Noise Supressor with excellent sound quality and 3 )
Stereo operability.

FX Rack

Amount of Tap
Plug-in type Explanation DSP tempo
resources function

HD Hall Areverb that simulates a concert hall. 2 -
HD Room Areverb that simulates room acoustics. 2 -
HD Plate Areverb that simulates plate echo. 2 -

Reverb that can configure the space using width, height, and

Space Simulator depth.

Gate Reverb The early reflected sound of the gate reverb. 1 -
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Amount of Tap
Explanation DSP tempo
resources function

Plug-in type

Areverb that simulates the acoustics of a concert hall, directly

R3 Hall derived from the ProR3 professional reverb processor. 2 )
Areverb that simulates room acoustics, directly derived from the
R3 Room . 2 -
ProR3 professional reverb processor.
Areverb that simulates plate reverb, directly derived from the
R3 Plate . 2 -
ProR3 professional reverb processor.
Early Ref A2IN/2 OUT early reflection effect. An effect in which only the early 1 )
yRet. reflected sound of the reverb is extracted.
Reverse Gate This is the Reverse Gate effect from the preset bank included with 1 .
the SPX2000. Reverse Gate is also known as reverse reverb.
Reverb N2 Hall A hall reverb directly derived from the SPX1000. 2
Reverb N2 Room Aroom reverb directly derived from the SPX1000. 2 -
Reverb N2 Stage A stage reverb directly derived from the SPX1000. 2 -
Mono Delay Abasic 2IN/2 OUT repeat delay. 1 v
Stereo Delay Abasic 2 IN/2 OUT stereo delay. 1 v
Delay LCR A2IN/2 OUT 3-tap delay. 1 v
Cross Delay This is a type of delay in which the delay sound jumps left and right. 1 v
Tempo Cross Atype of cross delay that synchronizes the delay time with the 1 v
Delay tempo.
Echo A2IN/2 OUT stereo delay with a cross-feedback loop. 1 v
A2IN/2 OUT ping pong delay. A delay effect in which the delay
Ping Pong Delay sound is repeated at equal intervals alternately on the left and 1 v
right.
Analog Delay Asimulation effect of analog delay using a BBD element. The BBD 1 )
Modern element's configuration is the long delay configuration.
Analog Delay A simulation effect of analog delay using a BBD element. The BBD 1 .
Retro element's configuration is the short delay configuration.
Chorus A2 IN/2 OUT chorus effect. 1 v
Symphonic 2 IN/2 OUT symphonic effect. 1 v
Flanger A 2IN/2 OUT flange effect. 1 v
Phaser A2IN/2 OUT 16-stage effect. 1 v
Auto Pan An effect that periodically mO\{es the sound image (Pan) left and 1 v
right.
Ring Mod An effect that changes the input sound to a metallic sound. 1 -
G Chorus A chorus effect that uses complex modulation to produce a rich, 1 v
deep sound.
Classic Flanger Aflanger that produces a naturally undulating sound. 1 v
Dyna. Phaser A stereo phaser that uses 16 stages of phase shifting. 1 -
Tremolo An effect that periodically changes the volume. 1 v
. An effect that controls the Ring Modulator parameter “OSC Freq” in
Dyna. Ring Mod. real time based on the input audio level. ! )
Ens. Detune A chorus effect without modulation, produced by adding a slightly 1 )

pitch-shifted signal.
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Amount of Tap

Plug-in type Explanation DSP tempo
resources function
Vintage Flanger Aflanger that uses VCM technology 1 v
Rotary Speaker An effect that simulates a rotary speaker. 1 -
Dual Pitch 2 IN/2 OUT pitch-shift effect. 1 v
Dyna. Filter Afilter that controls the cutofffrequency in real time with the input 9 )
audio level.
Yamaha'’s proprietary 2 IN/2 OUT Symphonic effect, which
Symphonic produces a more complex and richer modulation effect than 1 v
chorus.
Amp Simulator An effect that simulates a guitar amp. 1 -
Comp Distortion A Compressor+ distortion effect. 1 -
An effect that divides the bandwidth into three bands and applies a
MBC3 1 -
compressor to each band separately.
Vintage Wah Auto-wah that uses VCM technology. Pen‘odlcally changes the 5 v
center frequency of the filter.
Auto Synth An effect that resynthesizes the input glgnal by combining the delay 5 )
and modulation.
Isolator An effect that controls the volume per band using a powerful filter. 1 -
NOTE

Plug-ins are categorized into two types: Dual plug-ins that are used by two monaural channels; and Stereo plug-ins that are used by a
single stereo channel.

Related links
o “RACKscreen” (p.245)
o “FX Parameters” (p.430)
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Sound Operations > Live Rec

By installing the Yamaha Console Extension, computer software that links the DM7 Series with Nuendo Live,
itis possible to control Nuendo Live from the DM7 Series for easy multi-track recording and other functions.

As preparation, make the settings required for Dante (such as Dante Virtual Soundcard and Dante Controller
settings), or connect a USB flash drive.

NOTE

In addition to Nuendo Live, integration with Nuendo and Cubase is also supported.

Press the Live Rec button on the menu bar to display the REC&Play screen.
Press the Live Rec tab to display the REC&Play screen.

Press the Easy Rec button to start recording.

A W N R

When recording is finished, press the record lock button and then the STOP button.
Recordings created in Nuendo Live are saved as projects.
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About Automixer

Automixer detects effective audio from multiple microphones and automatically optimizes the gain
distribution for multiple live microphones in unscripted speech situations. In this way, the sound engineer
can maintain consistent system gain over multiple microphones without having to focus on the operation of
multiple faders.

Principles of Automixer operation

Automixer employs the Dugan Speech System, which automatically adjusts the automix gain of up to 64 live
speech microphones.

For one person speaking with multiple microphones For two people speaking with multiple microphones

70 70

Microphone input 60 Microphone input 60

level (dB) 50 level (dB) 50

40 40

0 0

R . -10 . . -10
Gain after automix Gain after automix

(dB) -20 (dB) -20

30 -30

If one person speaks, that microphone’s gain level will fade
up instantly, while the gain for the other microphone will be
reduced. If a different person speaks, the same behavior
occurs.

If two people speak, the gain of two microphones will be
automatically distributed so that the total gain will stay
constant. The gain of the third microphone will be reduced.

The behavior of the Dugan Speech System is different than that of a limiter or auto-level controller function.
This system allows an engineer to adjust the level balance as usual, even for multiple speakers. Also, while
no one is speaking, the system detects the microphone input levels and automatically distributes the gain.
This means that the faders can be left in a raised position.

The Automixer preferentially allocates the automix gain to channels with higher input levels. Automixer
provides the following benefits:

It prevents unnecessary fluctuations of levels and uneven ambient noise that is input from microphones
on the channels set to Channel Off or with a lowered fader setting

It adjusts the gain and fader settings according to the speaker’s voice level on each microphone, and
inputs even signal levels, resulting in more accurate automix gain distribution.

It achieves preferential distribution of automix gain for the speaker you want to emphasize by raising the
fader for that speaker or lowering others.
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Sound Operations > AFC IMAGE control

AFC IMAGE control

AFC IMAGE settings

AFC IMAGE allows you to place and freely move numerous objects, enabling a wide variety of productions
without having to consider individual speakers. Settings can be configured efficiently by controlling AFC
Image from the DM7 Series.

1 pPressthe Setup button on the Menu bar.
2  Press the NETWORK button to display the NETWORK screen.

3 Press the Immersive tab to display the “NETWORK screen: IMMERSIVE SOUND tab
(Theater Package Compatible)” (p.140).

NOTE
Patch the audio using Direct Out or Output.
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Other Operations > Storing a scene

Other Operations

The current mix data can be saved as new scene data, or overwritten onto existing scene data to update it.

1

Press the scene area.
The Scene List screen appears.
Press the Store button

The SCENE STORE screen is displayed, allowing you to assign a title or comment to the scene.
NOTE

¢ Press the Store button and the system automatically suggests a scene number and name (Automatic suggestion of
scene numbers and names).
o To store with a decimal point, hold down the [SHIFT] key and press the Store button.

Enter a scene number as the store-destination.
Assign a title or comment to the scene as needed.

Press the Store button.
Adialog box is displayed asking you to confirm the store operation.
To execute the store operation, press the OK button.

The current mix data will be stored to the scene number you selected in step 2. If you decide to
cancel the store operation, press the CANCEL button instead of the OK button.
NOTE

* You can configure a setting to prevent the store confirmation dialog box from appearing. (PREFERENCE screen)
¢ You cannot store data to a protected scene number.

Related links
“Scene List screen” (p.73)
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Recalling a Scene

You can recall scene data into current memory. Scene data is recalled through two filters: Focus or Recall

Safe.

1

Press the scene area.

The Scene List screen appears.

Select the scene you want to recall.

If you recall any scene other than the last-recalled or stored scene (simply "current scene"
below), the scene number will flash.

Press the Recall button.

Adialog box is displayed asking you to confirm the recall operation.

To execute the recall operation, press the OK button.

The scene you selected in step 2 will be recalled. To cancel the recall, press the CANCEL
button.

NOTE

You can configure a setting to prevent the recall confirmation dialog box from appearing.

Temporary recall safe

If you recall a scene while holding down a channel [SEL] key, that channel is temporarily recall-safe.

Related links
“Scene List screen” (p.73)
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Other Operations > Deleting a Scene

Deleting a Scene

This section explains how to delete a scene.

1 Press the scene area.

The Scene List screen appears.

Rotate the screen encoder to select the scene you want to delete, and then press
the Delete button.

Adialog box is displayed asking you to confirm the delete operation.
3 Toexecute the delete operation, press the OK button.

The scene number(s) you selected in step 2 will be erased. If you decide to cancel the delete
operation, press the CANCEL button instead of the OK button.

NOTE
¢ You cannot delete protected scenes.

¢ Toundo a scene deletion, press the Undo button.

Related links
“Scene List screen” (p.73)
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Duplicating Scenes

You can duplicate a scene to create a new scene.

1

Press the scene area.

The Scene List screen appears.

Rotate the screen encoder to select the scene you want to duplicate, and then
press the Duplicate button.

The SCENE DUPLICATE screen is displayed, allowing you to assign a title or comment to the
scene.

Assign a title or comment to the scene as needed.

NOTE
You can store duplicated scenes to any desired scene number.
To execute the duplicate operation, press the Duplicate button.

The source scene will be duplicated and saved to the scene number specified in step 3. If you

decide to cancel the duplicate operation, press the Cancel button instead of the Duplicate
button.

Related links
“Scene List screen” (p.73)
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Other Operations > Modifying the Scene Number and Title

Modifying the Scene Number and Title

This section explains how to modify the scene number and title.

1 Press the scene area.

The Scene List screen appears.

2 Rotate the screen encoder to select the scene that you want to modify the number
or title, and then press the scene title popup button.

The SCENE EDIT screen is displayed, allowing you to assign a title or comment to the scene.

3 Modify the scene number and/or rename the scene, as needed.

4 1o execute the modify or rename operation, press the OK button.

The changes you made in step 3 will be applied to the selected scene.

Related links

“Scene List screen” (p.73)
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Other Operations > Using the Focus Function

Using the Focus Function

The “Focus function” allows you to specify the scene parameters that will be recalled (loaded) when you
recall a scene. This can be configured for each scene individually. For example, it can be convenient to use
this function if you want to recall only the input channel settings of a certain scene.

NOTE

In contrast to the Focus function, the DM7 Series also features a Recall safe function that allows you to exclude specific channels and
parameters from recall operations. However, while the Focus Recall function can be configured individually for each scene, the Recall
Safe function settings are common to all scenes.

1

Press the scene area.

The Scene List screen appears.

Press the Focus tab at the top of the Scene List screen.

The Focus field appears in the right half of the Scene List screen.

Press the Set button for the scene for which you want to configure Focus settings.

The FOCUS screen appears.

To select the channel you want to set, press the channel display button to display
the channel, then scroll through the category selection list (channel).

If you want to apply the Focus function only to specific parameters, use the
parameter setting button to turn the parameter to have Focus applied on (multiple
selections are allowed). If you want to apply the Focus function to all parameters,
turn on the All On button.

Turn on the channel Focus ON button for the channels to which you want to apply
the Focus function.
If you want to apply the Focus function to all channels, turn on the ALL channel Focus ON
button.
When you finish configuring the settings, press the Apply button to apply the
settings. Press the x button to close the window.

For scenes in which the Focus function has been configured, the Focus Parameter indicator on
the Scene List screen (Focus tab) shows the Focus settings status.

NOTE

For scenes in which the Focus button is set to ON, a “Focus” indicator appears in the Status field on the Scene List screen
(Comment tab).

Recall a scene for which you have made Focus settings.

Only the channels/parameters selected in the FOCUS screen will be recalled.
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Other Operations > Using the Focus Function
NOTE

You can use the Focus function in conjunction with the Recall Safe function. Channels or parameters that are excluded from recall
operations by either Focus or Recall Safe will not be recalled.

Related links
“Scene List screen (Focus)” (p.76)
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Using the Fade Function

“Fade” function continuously changes the faders of specified channels/DCAs over a set period of time until
they reach their new values when you recall a scene. You can set the Fade function independently for each
scene.

1 Press the scene area.

The Scene List screen appears.

2  Pressthe Fade Time tab at the top of the Scene List screen.

The Fade Time field appears in the right half of the Scene List screen.

3 Press the Set button.
The FADE TIME screen appears.

4 nthe channel select field, select the channels or DCAs to which the fade effect will
be applied (multiple selections are allowed).

The [SEL] keys for the selected channels or DCA will light, and those channels or DCAs will be
highlighted green in the channel display field. You can cancel the selection by pressing the lit
[SEL] key again to turn it off.

5  Use the screen encoder or [TOUCH AND TURN] knob that corresponds to the Fade
Time to adjust the fade time.

The setting range is 0.0sec to 60.0sec. When you finish setting, press the OK button to close the
FADE TIME screen.

NOTE
The fade time you specify here is used for all channels/DCAs selected in step 4.
6  Press the Fade button to enable the Fade function.

You can turn the Fade function on/off individually for each scene.

NOTE

For scenes in which the Focus button is set to ON, a “Fade” indicator appears in the Status field on the Scene List screen
(Comment tab).

T Recall a scene for which the Fade function is turned on.

The faders will begin to move immediately after Recall occurs, and will reach the values of the
recalled scene over the course of the specified fade time.

NOTE

¢ By touching a moving fader, you can stop the fade operation of the fader at that point.

o If you recall the same scene while faders are moving, the faders of all channels/DCAs will move immediately to their target
positions.
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Related links
“Scene List screen (Fade Time)” (p.79)
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Outputting a Control Signal to an External Device in

Tandem with Scene Recall (GPI OUT)

A control signal can be output to an external device connected to the GPI connector when you recall a
specific scene. Proceed as follows.

NOTE

For more information about GPI Out settings, refer to "Using GPI Out".

1 Press the scene area.

The Scene List screen appears.

2  Pressthe GPI tab at the top of the Scene List screen.

The GPI Out field appears in the right half of the Scene List screen.

3  Foreach scene, specify the control signal that you want to output to each GPI Out

port.

Pressing a button repeatedly will switch between the following functions.

o === (OFF)....ccovverrerennne. Nothing will be output.

*TRIGGER ....................... A trigger will be output when the sceneis recalled.
e TALLY ... A tally will be output when the scene is recalled.

4  press the GPI button to enable the GPI Out function.
You can turn the GPI Out function on/off individually for each scene.

NOTE

For scenes in which the GPI button is set to ON, a “GPI” indicator appears in the Status field on the Scene List screen
(Comment tab).

5 Recall the scene for which you want to output GPI Out signals.

When you recall the scene, the control signals will be output to an external device connected
to the GPI connector.

Related links
“Scene List screen (GPI)” (p.82)
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Using the Global Paste Function

"Global Paste" is a function that allows you to copy-and-paste the settings of a desired channel or parameter
to scene data in memory. This is a convenient way in which changes can be applied to multiple scenes that
have already been stored.

1 Press the scene area.

The Scene List screen appears.

2 Press the Global Paste tab at the top of the Scene List screen.

The Global Paste screen appears.

3 selectthescene group being pasted into the Destination Scene field.

Select the scene(s) to store the scene group.

4 select the copy-source channels/parameters in the Parameter field.

Pressing the Manual button displays the GLOBAL PASTE PARAMETERS screen. On this screen,
select the channel and parameter to be copied from. When you finish making settings, press
the X symbol to return to the Global Paste screen.

5 Press the Paste button.

The selected item(s) will be pasted to the scene(s) in the selected scene group. A progress bar
will appear during the paste operation. Also, during the paste operation, a Cancel button will
appear, which you can press to cancel the paste operation. In this case, data will be pasted up
until you press the Cancel button. The operation cannot be reverted.

NOTE
¢ Inany of the following cases, a dialog box will appear and data will not be pasted:
« You attempted to paste data to a protected scene.

- The paste destination scene has been deleted by another operation (from DM Editor, etc.) just before the paste operation was
executed.

« |f pasting data to one of the paired channels causes the pairing setting to be canceled, the other channel from that pair will be set
to MONO.

Related links
“Global Paste screen” (p.88)
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Using the Recall Safe Function

"Recall Safe" is a function that excludes only specific parameters/channels (DCAs) from Recall operations.
Unlike the Focus function which lets you make settings for individual scenes, the Recall Safe settings are
globally applied to all scenes.

1 Press the scene area.

The Scene List screen appears.

2  Press the Recall Safe tab.
The RECALL SAFE screen appears.

3 Toselect the channel you want to set, press the channel display button to display
the channel, then scroll through the category selection list (channel).

4 ¥ you want to apply the Recall Safe function only to specific parameters, use the
parameter buttons to select those parameters (multiple selections are allowed). If
you want to apply the Recall Safe function to all parameters, turn on the AllOn
button.

5 Turn on the channel Recall Safe ON button for the channels to which you want to
apply the Recall Safe function.

If you want to apply the Recall Safe function to all channels, turn on the ALL channel Recall
Safe ON button.

NOTE

You can use the Recall Safe function in conjunction with the Focus function. Channels or parameters that are excluded from
recall operations by either Focus or Recall Safe will not be recalled.

Related links

“Recall Safe screen” (p.86)
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Saving Settings Data on a USB Drive

Allinternal data can be saved to the USB drive in a single operation as a settings file. The extension of the
saved file is ".dm7f".

1 Pressthe Save/Load button in the Utility screen to access the SAVE/LOAD popup
window.

2  Press the Save button.
The SAVE screen will appear, in which you can select data to save.
3 Thisallows you to select the type of data to save.

NOTE

The Save button will become available if data to save exists.

4  press the Save button on the SAVE screen.

A window will appear, allowing you to enter a file name and comment.

5 Enterafilenameor comment, and press the Save button.

When the file has been saved, the PROCESSING window that shows the progress of the writing
operation will close.

NOTE

If you are going to overwrite a file or save a file with the same name in the same folder, a dialog will ask you to confirm
the overwrite.

You can enter a comment of up to 54 characters.

You may enter a file name of up to 16 characters. However, the drive name, path name, and file name are limited to a
total of 256 characters. If you exceed this limit, you may be unable to save the file, depending on the length of the file
name. If this error indication appears at the bottom of the screen, shorten the file name and try saving the file again.

Related links
“SAVE/LOAD screen” (p.293)
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Loading a File from a USB Drive

Follow the steps below to load the setting file from the USB drive into the console. You can use the same
procedure to load the following files other than the setting file.

Extension Contents of file

.dm7f All data including internal settings

BMP Image file for display in the CONSOLE LOCKscreen (256 or more colors, uncompressed
: Bitmap format)
irg Image file for display in the CONSOLE LOCK screen (JPEG format)
.png Image file for display in the CONSOLE LOCK screen (PNG format)

NOTICE

* Some data may contain settings that will cause the console to output signals immediately after the data is loaded. Therefore,

before loading data, turn off the power to the connected equipment and/or lower the volume of such equipment so that there
will not be a problem even if a signal is output.

1 pressthe Save/Load button in the Utility screen to access the SAVE/LOAD popup
window.

Select afile to load.

NOTE

The Load button will become available if you select loadable data.
2  Pressthe Load button.
The LOAD screen will appear, in which you can select data to load.

3 IntheLOAD screen, select a type of data and data to load.
4  press the Load button. A confirmation dialog box will appear.

5  Press the OK button to begin loading the data.

When the file has finished loading, the PROCESSING window that shows the progress of the
loading operation will close.

NOTE

Setting files that have been saved in Split mode can only be loaded on consoles in Split mode that have the same Mix bus
configuration.

Related links
“SAVE/LOAD screen” (p.293)
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Editing a File

Copying and pasting

Follow the steps below to copy a file into buffer memory, and then paste it with a different file name.

1
2

Check the check box of the file being copied.
Press the Copy button that appears at the bottom.

If necessary, press the directory icon and change the directory.

To move to the next higher level, press the arrow button in the Path field.
NOTE

Copying between different storage locations (such as from internal to external storage) is also possible.

4  Ppress the Paste button.
Deleting
1 cCheck the check box of the file being deleted.
2  Press the Delete button that appears at the bottom.
Adialog box will ask you to confirm the Delete operation.
3

To execute the delete operation, press the OK button.

NOTE

You cannot delete a file that has been protected by pressing the Lock button.

Related links
“SAVE/LOAD screen” (p.293)

370



Other Operations > Creating a Directory

Creating a Directory

1l necessary, press the directory icon and change the directory.

To move to the next higher level, press the arrow button in the Path field.

2  Pressthe Menu button, then press the Make Dir button that appears.

3 Enter the name of the directory you want to create, then press the Save button.

NOTE

You cannot create a directory using a directory name that already exists.

Related links
“SAVE/LOAD screen” (p.293)
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Using the Monitor Function

Controlling the Monitor function via the MONITOR screen

In this screen, you can select desired monitor sources to monitor them from the PHONES output jacks or
external monitor speakers.

1 connect your monitor system to the OMNI OUT jacks, etc. on the rear panel.

Monitor signals can be sent to any desired output jack or output channel. If you are monitoring
through headphones, make sure that your headphones are connected to the front panel
PHONES output jacks.

2  Press the Monitor button on the Menu bar.

The MONITOR screen appears. The Monitor field on the MONITOR screen allows you to check
the current monitoring settings, and turn monitoring on/off.

3 Pressthe MONITOR button.

The MONITOR settings window appears. In the MONITOR settings window, you can make
detailed monitoring settings.

4  Ppress the Monitor Source Define button to display the MONITOR SOURCE DEFINE
popup window, and select the monitor source.
You can assign up to 8 channel signals to each DEFINE. Pressing the Clear All button will clear

all selections. You can choose from the following monitor sources.

5  Use the Source Select buttons to select monitor sources.

6 To specify a port as the output destination for monitor signals L, R, and C, press
one of the Output Patch buttons (L/R/C) on the MONITOR settings window to open
the Output Patch window. In this window, choose from the following monitor
signal output destinations (multiple selections are allowed).

When you have selected an output port, press the CLOSE button to close the popup window.
In the same way, specify the output ports for monitor signals L, R, and C.

NOTE
If desired, you can specify output ports only for monitor signals L and R to monitor through two speakers.
T Toenable the monitor, press the Output button to turn it on.

The monitor source you selected in step 4 will be sent to the output destination you specified
in step 6.

NOTE

The PHONES output jacks will always output the monitor signal, regardless of whether the MONITOR OUTPUT button is on/
off.
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8 Adjust the monitor level with the monitor fader.

If "Phones Level Link" is ON, use the PHONES LEVEL knob to adjust the monitor level when
monitoring through headphones.

9 Make settings for Dimmer, Delay, Monaural, and CUE INTERRUPTION as desired.

NOTE

Monitor on/off operations, selection of the monitor source, and dimmer on/off operations can also be assigned to USER
DEFINED keys.

Related links
“MONITOR(MONITOR) Screen” (p.225)
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Using the Cue Function

This section explains how to use the [CUE] key of a desired channel or DCA to monitor the Cue signal.

NOTE

Be aware that if you turn “Cue Interrupt” off in the PHONES window, the cue signal will not be sent to the connected monitor
speakers. However, the PHONES OUT jacks on the front panel will always output cue signals regardless of the Monitor on/off setting.
For more information about the Monitor function settings, refer to “Using the Monitor Function” (p.372).

1

Press the Monitor button on the Menu bar.

The MONITOR screen appears. The CUE field on the MONITOR screen allows you to check the
current cue settings, and turn Cue on/off.

Press the CUE button.

The CUE screen appears. This is used to select the CUE send destination (CUE A, CUE B, or
A+B).

Select either the mode in which channels are mixed for monitoring, or the mode in
which only the last-selected channel is monitored in the Mode section.

Select the Mix CUE button or Last CUE button.

NOTE

In Mix CUE mode, it is not possible to simultaneously turn on CUE for different CUE groups. The CUE group to which the
last-cued signal belongs will be turned on, allowing only the signals of that CUE group to be monitored.

Use the buttons of the Input field, DCA field, and Output field to specify the output
position and output level for each CUE group.

Refer to the explanation for each item on the CUE screen, and make the desired settings.

To specify a port as the output destination for CUE signals L and R, press one of the
Output Patch buttons (L/R).

The patch selection window appears. Choose from the following cue signal output

destinations (multiple selections are allowed).

To enable Cue Out for the ports you specified in step 5, press the Output button to
turniton.

Press the [CUE] key of a desired channel or DCA to turn it on.

The cue signal of the corresponding channel will be sent to the output destination specified in
step 5, and also to the monitor output. You can also view the CUE meter in the meter area to
check the output level of the CUE signal.
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NOTE
¢ When using the MIX/MATRIX bus select buttons in the SENDS ON FADER window, you can press the selected button once
again to turn on Cue for the corresponding MIX/MATRIX channel.

» If you want cue operations and channel select operations to be linked, open the SETUP window, choose the
“PREFERENCE screen” (p.100), and then turn on “[CUE] - [SEL] LINK”.

If you are auditioning the CUE signal in the monitor, adjust the cue signal level with
the Fader Level.

If “Phones Level Link” is ON, you can use the Fader Level and the PHONES LEVEL knob to
adjust the cue signal level while monitoring through headphones.

NOTE

To adjust the level of the signal sent to the Cue Out port (which you specified in step 6), use the output port Level for the
patch destination.

To cancel the cue, press the currently-on [CUE] key once again.

You can press the Clear CUE button in the CUE popup window to clear all cue selections.
NOTE

o Ifyou press the CUE meter in the meter area, all cue selections will be cleared.

o All cue selections will be cleared if you switch between Mix CUE mode and Last CUE mode in the Mode section.

e You can also assign the same function as the Clear CUE button to a USER DEFINED key (“The Functions that can be
Assigned to User Defined Keys” (p.394)).

Related links
“MONITOR (CUE) screen” (p.230)
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Using the Solo Function

This function allows you to monitor the signals routed from one or more specified channels to the main mix
outputs.

1

Press the Monitor button on the Menu bar.

The MONITOR screen appears. The CUE field on the MONITOR screen allows you to check the
current cue settings, and turn Cue on/off.

Press the CUE button.

The CUE screen appears.

Select either the mode in which channels are mixed for monitoring, or the mode in
which only the last-selected channel is monitored in the Mode section.

Select the Mix CUE button or Last CUE button.

Press the SOLO ON button to turn Solo on.

The confirmation window for solo operation appears.

To execute the solo operation, press the OK button.

The button will light up and SOLO mode will be enabled.

If you want to exclude certain channels or groups from Solo operations, press the
SOLO Safe button.

The SOLO SAFE screen appears.

Select input channels that will be excluded from SOLO operations (multiple
selections are allowed).

The channels specified here will not be muted in SOLO mode. The Solo Safe function is useful
if you do not want to accidentally mute certain channels during Solo operations, such as the
main STEREO channels, or MIX channels that send out mix signals to an external recorder.

Press the [CUE] key of a desired channel or DCA to turn it on.

Only the corresponding channel or DCA will be output to the buses and output jacks; other
channels and DCAs will be muted. The same signal will also be output from the CUE OUT jacks
and the MONITOR OUT jacks.

NOTE

If you turn on the [CUE] key of an output channel, the signal will be sent only to the corresponding bus.

To cancel Solo, press the currently-on SOLO ON button once again.

NOTE

If you select the Last CUE button to switch from Last CUE mode to Mix CUE mode (or vice versa), all previously-enabled Cue
(Solo) signals will be canceled.
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Related links
“CUE Screen” (p.232)
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Using the Oscillators

Sends a sine wave or pink noise from the internal oscillator to any chosen bus.

1 Press the Monitor button on the Menu bar.

The MONITOR screen appears. The OSCILLATOR field in the MONITOR screen lets you check
the current oscillator settings, and turn the oscillator on/off.

If you want to view or edit the oscillator settings in greater detail, use the OSCILLATOR popup
window described in step 2 and subsequent steps.

2  Pressthe OSCILLATOR button.

The OSCILLATOR screen appears. In this window, you can make detailed settings for the
oscillator.

3 Press the Mode button to select the type of signal you want to output.

4  ysethe parameter field to adjust the oscillator parameters.

The displayed parameters will vary depending on the oscillator selected with the Mode
button. To control the value shown in the parameter field, either use the [TOUCH AND TURN]
knob or touch the screen to slide it vertically or horizontally.

5 Pressabutton in the Assign field to specify the input channel(s) or bus(es) to which
the oscillator signal will be sent (multiple selections are allowed).

6 Toenable the oscillator, press the Output button to turniton.

The oscillator signal will be sent to the input channel or bus you selected in step 5. Press this
again to turn oscillator off.

NOTE
You can also assign oscillator on/off or an ASSIGN change to a USER DEFINED key.

Related links
“MONITOR (OSCILLATOR) screen” (p.238)
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Using Talkback

The Talkback function sends the signal (that is input at the input ports) to the desired bus.

1

Press the Monitor button on the Menu bar.

The MONITOR screen appears. In the MONITOR screen, the TALKBACK field allows you to check
the current talkback settings, and turn talkback on/off.

If you want to view or edit the talkback settings in greater detail, use the TALKBACK window
described in step 2 and following.

Press the TALKBACK popup button.

The TALKBACK screen appears. In this popup window, you can make detailed settings for
talkback.

If you want to use an input jack as supplementary input for talkback, follow the
steps below.

1 Press the Input TO TB patch select button, and the patch select screen is displayed.

2 Select the input that you want to use for talkback from the buttons. You can select only one
input at a time.

3 Use the gain knob and level meter in the Input TO TB field to adjust the input level of the
connected mic.

NOTE

The PAD will be switched on/off internally when the HA gain is adjusted between -1 dB and 0 dB. Keep in mind that noise
may be generated when using phantom power if there is a difference between the Hot and Cold output impedance of an
external device connected to the INPUT jack.

Select the bus(es) as the talkback signal destination in the Assign field or output
jack(s) in the Talkback Output field (multiple selections are allowed).

To enable talkback, press the Talkback ON button to turn it on.

The Talkback ON button will alternately turn on/off each time you press the button (Latch
operation). While talkback is on, signals from the TALKBACK jack and the selected INPUT jack
will be output to the destination buses.

NOTE
e You can also assign talkback on/off or an Assign change to a USER DEFINED key. In this case, you can select either a
Latch operation or an Unlatch operation (the function will be enabled only while you continue holding down the key).

e You can also use the Dimmer on TB function to attenuate the monitor level of the non-talkback signals while talkback is
on.

Related links
“TALKBACK screen” (p.243)

379



Other Operations > Using PHONES

Using PHONES

1

3
4

Press the Monitor button on the Menu bar.

The MONITOR screen appears.

Press the PHONES button.

The PHONES screen appears.

Use the buttons on screen to make the PHONES settings.

When you finish making settings, press the x symbol.

Related links
“PHONES screen” (p.235)
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The meter area displays various meters. Press any part of the meter area to recall the corresponding fader
layer to the panel.

— ¢
| a

©® 3 clipping indicator

Lights to indicate that a signal is clipping at some point in the channel.

® OVERindicator

Lights to indicate that a signal is clipping at the metering point in the channel.

NOTE
Metering points are switched using the Metering Point field (“Controlling the METER Screen” (p.382)).

You can switch the meter area display on the screen that appears when you press the button
on the menu bar.

Meter Full Screen button
Displays the METER screen (FULL SCREEN).
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Controlling the METER Screen

You can recall the METER screen (Meter Full Screen) to display the input and output levels of all channels on
the screen or switch the metering points of the level meters (the points where the level is detected).

Tabs
Switches between the Input METER screen, Output METER screen, and DCA METER screen.

Input METER screen

The meters, faders, and ON buttons of the input channels are displayed.

PreHPE  Bre Fader Post On

Output METER screen
All output channels, STEREO A/B, CUE A/B, and MONITOR A/B meters are displayed.
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Pre Fader PostOn

MONITOR

oooDooDooDaD

DCA METER screen

The DCA meters are displayed.

Fader level/meter display

The meters and faders of each channel are displayed.

©® channel number

The channel numbers are displayed.

® 3 clipping indicator

Lights to indicate that a signal is clipping at some point in the channel.

©® OVERindicator

Lights to indicate that a signal is clipping at the metering point in the channel.
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O Meter

The input or output levels of the channels are displayed. Press to switch to fader banks.

© CUEA/Bindicator
The CUE statuses are displayed.

©® ONindicator

The on/off statuses of the channels are displayed. Press to switch on/off.

@ Fader

The levels of the channels at the fader positions are displayed. If the [ON] key of the channel is turned OFF, the fader
will turn gray.

© Fader value/channel name display

The levels of the channels are displayed numerically (dB).

NOTE

Touch (or click) the fader bank for each of the 12 channels to recall the corresponding fader layers on the panel.
Metering Point field

Select the metering points detecting the levels from the following. The metering points of the level meters
can be individually set for input channels and output channels.

M For Input METER
«Pre GC

« Pre D. Gain

« Pre HPF

« Pre Fader

« Post On

Pre GC is enabled when there is GC for the device that has been input patched. For channels with no GC, the
Pre D. Gain meter value is displayed for the Pre GC metering point.

M For Output METER
« Pre HPF

« Pre Fader

«Post On
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Peak Hold button

If this button is on, the peak of each meter is held. If the button is off, the peaks are cleared. Whether the
Peak Hold button is on/off affects both the input and output channels. If this button is off, the displays of all
held peak levels are cleared.

NOTE
On/off switching of the Peak Hold button can be assigned to a User Defined key.

385



Other Operations > Assigning a Function to a User Defined Knob

Assigning a Function to a User Defined Knob

1 pressthe Setup button on the Menu bar.

Press the User Setup button to display the USER SETUP screen.
3 Press the User Defined Knobs | Encoder Mode button.

The USER DEFINED KNOBS screen appears.

4  pressthe button corresponding to the User Defined knob to which you want to
assign a function.

The system displays a popup window, in which you can assign a function to the User Defined
knob.

5 Check the Function field, and then use the screen encoder on the panel to select
the function you want to assign.

For details on the assignable functions and their parameters, refer to the appendix.

6 If the selected function features parameters, specify the type of parameter you
want to assign by selecting in the following order: Parameter 1 field -> Parameter 2
field -> Parameter 3 field.

T Press the OK button to close the popup window.

8 Assign the desired functions to other User Defined knobs in the same way.
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When a User Defined knob is touched, the following screen is displayed in the ADMIN area.

A

Thresh
-8.0

D

Attack
30m

Banks can be switched on this screen.

Normally, the screen disappears after a short time, but pressing the pin icon keeps it displayed.

Dynamic Mode

When the Dynamic button is turned on, this enters a mode in which EQ and Dynamics parameters are
operated using the User Defined knobs.

User Defined knob A User Defined knob B User Defined knob C User Defined knob D

EQ No Assign Q F G
Legacy Comp

Comp 260 Threshold Ratio Gain Attack
Expander
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Gate
Threshold Ratio - Attack
Ducking
De-easer Threshold Frequency Q
FET Limiter Input Output Ratio Attack
Diode Bridge Comp Threshold Ratio Gain Recovery
Related links

“USER DEFINED KNOBS screen” (p.106)
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The Functions that can be Assigned to User Defined

Knobs

The functions that can be assigned to User Defined knobs are as follows.

Function Parameterl Parameter2 Parameter3
No Assign
Selected Ch Bay C, Bay L
Analog Gain
CH 1-120 -
Input Gain
Selected Ch Bay C, Bay L
Digital Gain
CH 1-120 -
Selected Ch Bay C, Bay L
Pan/Bal
CH 1-120, MX1-48 -
TO STEREO
Selected Ch Bay C, Bay L
CSR
CH 1-120, MX1-48 -
Selected Ch Bay C, Bay L
TO MX Level MX 1-48
CH1-120 -
Selected Ch Bay C, Bay L
TO MT Level MT 1-12
CH 1-120, MX1-48,STA,STB  ---
Selected Ch Bay C, Bay L
TO MX Pan/Bal MX 1-48
CH 1-120 -
Selected Ch Bay C, Bay L
TO MT Pan/Bal MT 1-12
CH 1-120, MX1-48,STA,STB  ---
Selected Ch Bay C, Bay L
Threshold
CH1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Range
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Ratio
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Frequency
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
DYN 1 Attack
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Hold
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Decay
CH 1-120, MX1-48,STA,STB  ---
Selected Ch Bay C, Bay L
Release
CH 1-120, MX1-48,STA,STB -
. Selected Ch Bay C, Bay L
OutGain

CH 1-120, MX1-48,STA,STB -

389



Other Operations > The Functions that can be Assigned to User Defined Knobs

Function Parameterl Parameter2 Parameter3
Selected Ch Bay C, Bay L
Knee
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Type
CH 1-120, MX1-48,STA,STB -
o Selected Ch Bay C, Bay L
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
DYN 1 Input
MX1-48,STA, STB
Selected Ch Bay C, Bay L
Output
MX1-48,STA,STB
Selected Ch Bay C, Bay L
Recovery
MX1-48, STA,STB
Selected Ch Bay C, Bay L
Mix Balance
CH 1-120, MX1-48,STA,STB -
Selected Ch Bay C, Bay L
Threshold
CH 1-120 -
Selected Ch Bay C,Bay L
Range
CH 1-120 -
Selected Ch Bay C, Bay L
Ratio
CH 1-120 -
Selected Ch Bay C, Bay L
Frequency
CH 1-120 -
Selected Ch Bay C, Bay L
Attack
CH1-120 -
Selected Ch Bay C, Bay L
Hold
CH1-120 -
Selected Ch Bay C, Bay L
Decay
DYN 2 CH 1-120
Selected Ch Bay C, Bay L
Release
CH 1-120
Selected Ch Bay C, Bay L
OutGain
CH 1-120 -
Selected Ch Bay C, Bay L
Knee
CH 1-120 -
Selected Ch Bay C, Bay L
Type
CH 1-120 -
o Selected Ch Bay C, Bay L
CH 1-120 -
Selected Ch Bay C, Bay L
Input
CH1-120 -
Output Selected Ch Bay C, Bay L
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Function Parameterl Parameter2 Parameter3
Output CH1-120
Selected Ch Bay C, Bay L
Recovery
DYN 2 CH 1-120
Selected Ch Bay C, Bay L
Mix Balance
CH 1-120 -
Selected Ch Bay C, Bay L
Delay Delay Time CH1-120, MX 1-48,MT 1-12,
STA,STB
Selected Ch Bay C, Bay L
Band1-8Q CH1-120(Band1-4), MX1-48,
MT 1-12,STA,STB
Selected Ch Bay C, Bay L
EQ Band1-8 Frequency CH1-120(Band1-4), MX 1-48,
MT 1-12,STA, STB
Selected Ch Bay C, Bay L
Band1-8 Gain CH1-120(Band1-4), MX 1-48,
MT 1-12,STA,STB
Selected Ch Bay C, Bay L
HPF Freq CH1-120,MX 1-48, MT 1-12,
STA,STB
Filter
Selected Ch Bay C, Bay L
LPF Freq CH1-120, MX 1-48, MT 1-
12,STA,STB
CH CH 1-120
MX MX 1-48
Ch Fader Specific Ch MT MT 1-12
ST STA-B
DCA DCA1-24
Light
Mini LCD
Brightness* Color Bar
Panel
Screen
Input PFL Trim
DCATrim
CUEA -
Output PFL Trim
CUE Level
CUE
Input PFL Trim
DCATrim -
CUEB
Output PFL Trim
CUE Level
Monitor Common Dimmer Level
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Function Parameterl Parameter2 Parameter3
Common TB Dimmer Level -—-
Delay
Monitor A
Fader
Delay
Monitor Monitor B
Fader
Dimmer Level
Surround Monitor TB Dimmer Level
Fader
Level
Sine2 Level -
Oscillator
Sinel Frequency
Sine2 Frequency
Automixer Weight Automixer CH1-64
Control Room Level
DAW Remote
Phones Level

* Cannot be assigned to DM Editor’s User Defined knobs.
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Assigning a Function to a User Defined Key

1 pressthe Setup button on the Menu bar.

Press the User Setup button to display the USER SETUP screen.
3 Press the User Defined Keys button.

The USER DEFINED KEYS screen appears.

4  pressthe button corresponding to the User Defined key to which you want to
assign a function.

The system displays a popup window, in which you can assign a function to the User Defined
key.

5 Check the Function field, and then use the screen encoder on the panel to select
the function you want to assign.

For details on the assignable functions and their parameters, refer to the appendix.

6 If the selected function features parameters, specify the type of parameter you
want to assign by selecting in the following order: Parameter 1 field -> Parameter 2
field -> Parameter 3 field.

7  Press the OK button to close the assignment window.

8 Assign the desired functions to other User Defined keys in the same way.

Related links
“USER DEFINED KEYS Screen” (p.109)
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The Functions that can be Assigned to User Defined Keys

The functions that can be assigned to User Defined keys are as follows.

Function Parameterl Parameter2 Parameter3 Description
No Assign No assignment
Toggles the Alternate
Latch Function each time this
is pressed.
Alternate Function
Switches to the
Unlatch Alternate Function only
when this is pressed.
Group AB,C,D,E Override On Switches the Override
. of each group on/off.
Automixer Switches the P ;
Group A,B,C,D,E Preset On witches the Preset o
each group on/off.
A
Brightness Bank Select B Sele.cts the Brightness
setting Bank.
Toggle
CH 1-120
MX 1-48
CHON Specific CH MATRIX 1-12 switches the channel
on/off.
STEREO A,B
DCA 1-24
Switches the channel
being controlled in the
Inc Selected Channel
section to the next
channel.
Switches the channel
being controlled in the
Dec Selected Channel
CH Select section to the previous
channel.
CH 1-120
Switches the channel
MX 1-48 being controlled in the
Specific CH MATRIX 1-12 Selected Channel
STEREO A LR secti_o.n tg the chiannel
specified in the list.
STEREO B L,R
A Turns the CUE AON/
OFF.
Output
B Turns the CUE B ON/
CUE OFF.
CUEA Clears CUE A.
Clear CUE CUEB Clears CUE B.
CUEA+B Clears CUE A+B.
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Function Parameterl Parameter2 Parameter3 Description
CH 1-120
MX 1-48
Specific CH MATRIX 1-12 z}’;"tChes Cue Outon/
STEREO A B
DCA 1-24
CUE Mode AB Switches the cue
mode.
Turns the CUE
CUE Interruption Monitor A, Monitor B Interruption function
CUE ON/OFF.
. Switch the cue point of
Input CUE Point AB the input channel.
. Switches the cue point
DCA CUE Point A,B of the DCA.
. Switches the cue point
Output CUE Point AB of the output channel.
Turns the Fader CUE
Fader CUE Release ON Release ON/OFF.
Turns the Backstop PFL
Backstop PFL ON ON/OFF.
Go to Project Start
Go to Prev Marker
Rewind
Fast Forward
Go to Next Marker Operates the transport
Transport .
Go to Project End function of the DAW.
Cycle
Stop
Play
Rec
Turns the Jog Wheel's
Scrub
DAW Remote scrub mode on/off.
Jog Wheel
Shuttle Turns the Jog Wheel's
shuttle mode on/off.
Touch
Auto Latch
Cross Over Configures the
Automation - Automation mode
Trim settings.
Read All
Write All
Ch Left Moves the channel
Fader Bank assigned to the fader
ChRight left or rightin 1-

channel units.
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Function Parameterl Parameter2 Parameter3 Description
Bank Left Moves the channels
assigned to the faders
left or rightin 12-
channel units (12-
channel units for DM7
Fader Bank . Compact; for the DM7,
Bank Right 12-channel units when
DAW R " Bay Link is disabled,
emote and 24-channel units
when Bay Link is
enabled).
Rec Ready All All tracks ready to
record.
Clear Mute Unmutes all.
Clear Solo Clears all solos.
Selects DAW for Jog
DAW
Wheel Target.
. Selects Scene List for
DM7 CONTROL Wh T Li
co (0] Jog Wheel arget Scene List Jog Wheel Target.
Touch and Turn Selects Touch and Turn
for Jog Wheel Target.
Effect Bypass FX Rack 1-16 Puts Effectin a bypass
state.
1-12,13-24,25-36,
CH 37-48,49-60, 61-72,
73-84, 84-96, 97-108,
109-120
1-12,13-24,25-
MX , 13-24,25-36,
This Ba 37-48 Selects the current
Y MATRIX 1-12 Bay's fader bank.
ST/MON
DCA 1-12,13-24
CUSTOM 1A-4E
DAW 1-12,13-24
Fader Bank Select
1-12,13-24, 25-36,
ch 37-48,49-60, 61-72,
73-84, 84-96,97-108,
109-120
WX 1-12, 13-24, 25-36,
Bay C 37-48 Selects the Bay C's
Y MATRIX 1-12 fader bank.
ST/MON
DCA 1-12,13-24
CUSTOM 1A-4E
DAW 1-12,13-24
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Function Parameterl Parameter2 Parameter3 Description
1-12,13-24, 25-36,
cH 37-48,49-60, 61-72,
73-84, 84-96,97-108,
109-120
WX ;1;8 13-24,25-36,
Fader Bank Select Bay L Selects the Bay L's
MATRIX 1-12 fader bank.
ST/MON
DCA 1-12,13-24
CUSTOM 1A-4E
DAW 1-12,13-24
Stores the current
fader layer and
position for each Bay
(when the key is
Fader Bank Snapshot | This Bay, Bay C, Bay L, Bay All pressed for 2 seconds
or longer). Or, returns
to the last stored layer
and position (when the
key is pressed for under
2 seconds).
INC This Bay, Bay C, Bay L Use the faders in the
channel strip section
GEQ FREQ Bank . on the GEQ EDIT screen
DEC This Bay, Bay C, Bay L to change the bands
that will be controlled.
Group 1-32, Current W/ Screen Executes Global Paste
Scene, All Scenes W/O Screen in a single operation.
Current Scene selects
the lowest scene group
AlLIN ONE X
to which the current
No Scene - scene belongs.
Global Paste NO Scene clears the
selected scene group.
Group 1-32, Current W/ Screen )
Scene, All Scenes W/O Screen Turns. the Set by Edit
Set by Edit function ON/OFF.
No Scene -
Paste - Executes Global Paste.
Latch Turns the GPI OUT
function ON/OFF.
GPIOut 1-10 Turns the GPI OUT
Unlatch function on only when
this is pressed.
Switches the specified
Input A/B Specific CH CH1-120 channel's input patch
A/B.
Go To Project Start
Live Rec Transport ) Operz.ztes the transport
Go To Prev Marker function of the DAW.
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Function Parameterl Parameter2 Parameter3 Description
Rewind
Fast Forward
Go To Next Marker
Go To Project End
Operates the transport
. Transport Cycle function of the DAW.
Live Rec Stop
Start
Rec
Easy Recording
Add Marker Executes /'\dd Marker in
Nuendo Live.
Turns peak hold for
Meter Peak Hold meters ON/OFF.
Local Turns Program Change
Program Change On Tx, Rx by messages ON/OFF.
Sends the program
change message with
Program Change PGM 1-128 the corresponding
number to the external
device.
Local Turns Control Change
MIDI Control Change On Tx, Rx by ON/OFF.
Sends the control
Control Change CC 1-31,33-95, 102-119 change with the
corresponding number
to the external device.
Sends the
ing MIDI
Note On NOTE ON C-2(0)-G8(127) corresponding
message to the
external device.
Common Dimmer On Turns the Dimmer ON/
OFF.
Turns the Monitor A
Output ON/OFF.
Pressing this key
selects DEFINE.
Pressing the [SEL] key
Source Select/Sel Ch X while this kgy Is being
Monitor Assion Define 1-8 pressed switches
X g Assign on/off. The [SEL]
Monitor A LED is lit up when
Assign is ON and dark
when it is OFF.
Dimmer ON Attenuates Monitor A's

monitor signal.

Source Select Mode

Toggles the Source
Select Mode for
Monitor A.
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Function

Parameterl

Parameter2

Parameter3

Description

Monitor

Monitor A

Mono

Sets Monitor A's output
mode to monaural.

SpeakerSelect

MAIN

ALT1

ALT2

Selects the Speaker for
the Monitor A output
destination.

Monitor B

Output

Turns the Monitor B
ON/OFF.

Source Select/Sel Ch
Assign

Define 1-8

Pressing this key
selects DEFINE.
Pressing the [SEL] key
while this key is being
pressed switches
Assign on/off. The [SEL]
LED is lit up when
Assign is ON and dark
when it is OFF.

Dimmer ON

Attenuates Monitor B's
monitor signal.

Source Select Mode

Toggles the Source
Select Mode for
Monitor B..

Mono

Sets Monitor B's output
mode to monaural.

Mute Group Control

Mute 1-12

Turns the Mute Group
Control ON/OFF.

All Mute

Turns all Mute Group
Controls on/off at once.

Oscillator

ON

Switches the oscillator
on/off.

Sel Ch Assign

Pressing the [SEL] key
while this key is being
pressed switches
Assign on/off.

The [SEL] LED is lit up
when Assign is ON and
dark when it is OFF.
The Assign setting is
also saved when this
key is being pressed.
The setting is recalled
when the key is
pressed again.
Switches the Assign
when settings are
saved to multiple keys.

Direct Assign

CH1-120

MX 1-48

MATRIX 1-12

STEREO AL

399

Assigns the oscillator to
the selected channel.
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Function Parameterl Parameter2 Parameter3 Description
STEREO AR
STEREO BL
STEREO BR
Monitor AL
. . . . Assigns the oscillator to
Oscillator Direct Assign Monitor AR the selected channel.
Monitor AC
Monitor BL
Monitor BR
Monitor BC
Stores the currently
displayed screen for
each Bay (when the key
is pressed for 2 seconds
Bookmark This Bay, Bay C, Bay L or longer). Or, displays
the last stored screen
(when the key is
pressed for under 2
seconds).
Page Change Stores the currently
displayed screen and
SEL status for each Bay
(when the key is
pressed for 2 seconds
Bookmark with SEL This Bay, Bay C, Bay L or longer). Or, displays
the last stored screen
and restores the SEL
status (when the key is
pressed for under 2
seconds).
Play
Pause
Stop
FF The transport functions
Next of the RECORDER.
Rew
Previous
Rec
Recorder Transport STOP = REC = PLAY
shortcut function.
Recording starts with
Auto Rec one_act|on. If ?xecuted
during recording, the
file being recorded in
closes and recording
continues in a new file.
Afunction to start
Rec & Start recording right away

without standby.
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Function Parameterl Parameter2 Parameter3 Description
NO Assign Plays the specified
audio file(s) from the
beginning. The audio
Recorder Direct Play . file(s) to be played are
(Title) those saved in the
SONGS folder inside
the YPE folder.
USB1
Save File USB2 Savgs the DM7 Series
settings.
Internal
Recalls the scene with
Inc Recall
the next scene number.
Recalls the scene with
Dec Recall the previous scene
number.
Direct Recall (Scene) D|r§ctly recallsa
desired scene.
Recall Undo Cancel§ the recall
operation.
h
Update Undo Cancel§t e store
operation.
Scene Inc Selects the scene
number to be stored/
Dec recalled.
Recall Recalls a scene.
Newly stores the
Store current mix data in the
scene memory.
Overwrites and
updates the current
Update scene (last recalled or
stored scene) with the
current mix data.
Module Switches to Module

Selected Ch View Mode

mode.

Channel Selected

Switches to Channel
mode.
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Function Parameterl Parameter2 Parameter3 Description
MX 148 Normal This Bay, Bay C,Bay L  [Normal function on/off
With CUE This Bay, Bay C, Bay L |SWitch (NORMAL) and
cued function on/off
Normal This Bay, Bay C, Bay L i i
MATRIX 1-12 y, Bay y switch (FUE). (With
With CUE This Bay, Bay C,Bay L  |CUE). With CUE enables
Normal This Bay, Bay C, Bay L the cue wher-l sends On
Fader mode is entered
Sends On Fader .
or a switch occurs
during Sends On Fader
Sends On Fader mode. When Sends On
With CUE This Bay, Bay C,Bay L |Fader mode is exited in

With CUE, all output
channel cues are
cleared.

Set By SEL

Set [+48V]

Set [Phase]

Set [Insert On]

Set [Direct Out On]

Pressing the [SEL] key
while this key is being
pressed switches it on/
off.

The [SEL] LED is lit up
when ON and dark
when OFF.

Set [Pre Send]

Set [To STA]

Set [To STB]

Set [To LCR]

Set [Gain Compensation On]

Set Nominal Value

Pressing the [SEL] key
while this key is being
pressed sets the
channel’s FADER to
nominal level.

Pressing a parameter
knob with a nominal
setting also sets the
parameter to nominal.

Switches the Solo

402

Solo on function on/off.
Side A This Bay, Bay C, Bay L
Split Side B This Bay, Bay C, Bay L Z;’;gmes the unit mode
Toggle Side This Bay, Bay C, Bay L
Selected Ch This Bay, Bay C, Bay L
LOn
CH 1-120 -
Selected Ch This Bay, Bay C, Bay L
ROn CH1-120 _ Turns the send to the
Surround Pan - surround channel on/
o Selected Ch This Bay, Bay C,Bay L |t
n .
CH 1-120 -
Selected Ch This Bay, Bay C, Bay L
LFE On
CH1-120 -
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Function Parameterl Parameter2 Parameter3 Description
Selected Ch This Bay, Bay C, Bay L
LsOn CH 1-120 _ Turns the send to the
selocted Ch This Bav Bav C.Bav L surround channel on/
electe is Bay, Bay C, Ba
Rs On Y, bay YL |off.
CH 1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning L
CH1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning R
CH1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning Front
CH1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning Ls
CH 1-120 -
Surround Pan
Selected Ch This Bay, Bay C, Bay L
Panning Rs
CH 1-120 B
Sets surround pan.
. Selected Ch This Bay, Bay C, Bay L
Panning Back
CH 1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning Side L
CH 1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning Side R
CH 1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning Center
CH1-120 -
Selected Ch This Bay, Bay C, Bay L
Panning Toggle
CH1-120 -
Latch Current Group, Group | Turns the Talkback ON/
1-8 OFF.
on C G G Whil d
urrent Group, Group ile pressed,
Unlatch 1-8 Talkback is on.
Pressing this key
Talkback selects the specified
Group. Pressing the
Talk Group 1-8 [SEL] key for the output
channel while this key
is being pressed
switches Assign on/off.
TAP Tempo
" Tempo 1-4 Sets TAP Tempo.
This Bay Turns the User Defined
User Defined Knobs Dynamic Mode Bay C Knobs’s Dynamic Mode
BayL on/off.

*1. Tap Tempo cannot be used on the Utility screen.

403




Other Operations > Setting a Custom Fader Bank

Setting a Custom Fader Bank

A set of channels assigned to the top-panel faders is called a "fader bank." There are input and output
channel banks, as well as custom fader banks. Custom fader banks enable you to select various
combinations of channels, regardless of channel types. You can also change the setting of the channels that
will be controlled by the four main faders.

1
2

7
8

Press the Setup button on the Menu bar.
Press the User Setup button to display the USER SETUP screen.

Press the Custom Fader button.

The CUSTOM FADER screen appears.
Select the target BAY or main fader, and the target bank.
Press the fader assign button for the fader you want to set up.

On the CH SELECT screen that appears, select the channel you want to assign to
that fader.

The name of the selected channel will appear on the fader assign button.

To assign channels to other faders, repeat steps 4 and 5.

When you finish selecting them, press the x symbol.

Related links
“CUSTOM FADER screen” (p.104)
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Using the Assist Function

This function supports the operator for setting up devices and rehearsals.

HA Assist

Suggests an appropriate gain value when an input channel is specified and the assist function is enabled.
This is useful for making quick, fine adjustments to the HA of each channel during rehearsals. The targets are
input channels with analog gain.

NOTE

If Gain Compensation is enabled, a gain value will not be correctly suggested.

Fader Assist

Suggests an appropriate fader level value when up to four groups of input channels are specified and the
assist function is enabled. In Manual mode, the suggested value is applied manually using Apply. In Auto
mode, the suggested value is applied automatically. The targets are input channels only.

NOTE

¢ Setting the appropriate icon (instrument type) to the target input channel improves the suggestion accuracy.
o Fader Assist channels are excluded if a Fader operation (touch sensitivity) is detected.
o Suggested Fader Assist values cannot be correctly set to input channels with channel pairs or channel link.

Naming Assist

Analyzes the audio input to a channel and suggests a recommended instrument as a candidate. Once the
candidate is selected, the corresponding icon and instrument name are set. “NAME Screen” (p.267)

Comp Assist

Suggests an appropriate compressor parameter when an input channel is specified and the assist function is
enabled. This helps reduce the time needed to set parameters during rehearsal and allows audio adjustment
to be performed quickly.

NOTE

e Comp Assist is enabled only for Dyn2.
e Comp Assist is enabled for the Legacy Comp, Comp 260, FET Limiter, and Diode Bridge Comp types.
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1 Press the Assist button on the Utility screen.

ASSIST

2  select the function you want support for from Assist Type.
3 Press the channel selection button in either the CH 1-60 field of the CH 61-120 field
to open the CH SELECT screen.

NOTE
Turn on the Set by SEL button to select the channel using the [SEL] button on the panel.

4 select the channel being controlled on the CH SELECT screen.
5 PressEnable HA Assist or Enable Fader Assist to enable the functions.

6 HAAssist performs gain adjustment on screens such as the 1ch GAIN screen and
12ch GAIN screen, and Fader Assist performs balance adjustment on the Fader
screen.

The recommended value is displayed in HA Assist.

HA Assist Fader Assist

1ch GAIN screen 12ch GAIN screen Fader screen
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Apply

(=T

HA AssIst

-6.00

L= = T P )

Comp Assist
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Type
BankA BankB Legacy Comp

129m

NOTE

Select Auto mode to make automatic settings with Fader Assist.

Related links
e “ASSIST Screen” (p.291)
o “NAME Screen” (p.267)

408



Other Operations > Using Split Mode

Using Split Mode
Using the Split unit mode allows one console to take on two roles at the same time.
Examples of use

* Mixture of on-site and online

* Mixture of FOH and monitoring

NOTE

The data is initialized if the mode is switched, but the last data is stored in memory and restored when the mode is reverted to.

1 pPressthe System button on the Utility screen.

409



Other Operations > Using Split Mode

2  Press the Unit Mode button on the SYSTEM screen.
UNIT MODE

Default Split

Input Ch: A:36/B: 36

Mix : A:24/B:24

DCA: A:12/B:12
Mute : A:6/B:6

Auto Mixer : A:32/B:32
PremiumRack: A:2/B:2
Fx: A:8/B:8

EQ: A:16/B:16

Custom Fader Bank : A:2/B:2

3  Pressthe Split button.
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4  sclect the Mix bus distribution.

UNIT MODE

Split

A: 36 / B: 36

A:24 [B:24

A:8/B:8

A:16/B: 16

Revert

NOTE
The DM7 Series settings file cannot be loaded if the mode is different. This is also true if the Mix bus distribution is different

5 Pressthe Apply button.
6 a popup window appears. Press the OK button to change the mode.

7  When the unit mode change is complete, a popup window for confirming restart is
displayed. Press the OK button to restart.
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Related links
“UNIT MODE Screen” (p.302)
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Actor Library Setting Procedure (Theater Package

Compatible)

This section describes the procedure for setting up an actor library, which is useful for managing
understudies in theater applications. By storing each performer’s EQ/DYN parameters in the actor library
instead of in scenes, and linking the actor library to the channel for the corresponding role, understudy
management can be performed smoothly.

1 pressthe Setup button on the Menu bar.

Press the General button to display the GENERAL screen.
3 Press the Actor button.

The ACTOR screen appears.

4 press the Actor button in the list to set the channel to Actor mode.

NOTE

For channels set to Actor mode, EQ/DYN is increased to four banks, and EQ/DYN parameters other than bank selection are
no longer recalled by scenes.

5 setand edit the actor library as needed.

Related links
“ACTOR Screen (Theater Package Compatible)” (p.270)
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About Dante

The DM7 Series uses Dante as a protocol for transmitting audio signals. Dante is a network protocol
developed by Audinate. It is designed to deliver multi-channel audio signals at various sampling and bit
rates, as well as device control signals over a Giga-bit Ethernet (GbE) network. It also offers the following
advantages.

Theoretically, a total of 1,024 channels of audio can be transmitted in a Gigabit Ethernet environment: up
to 512 in and 512 out.

Devices in the network can be automatically detected and set, and device names can be set as desired.

Using highly accurate network synchronization technology allows for low latency, low jitter, and high
sample accuracy.

The primary line and secondary line are redundantly connected in the unlikely event of a failure.

Connecting to a computer via Ethernet allows audio to be directly input/output without an audio interface
device.

Audio can be transmitted between devices up to 100 m apart using a CAT5e network cable. However, the
maximum practical distance may vary depending on the cable used.

Visit the Audinate website for more details on Dante:
https://www.audinate.com/

More information on Dante is also posted on the Yamaha Pro Audio website:
https://www.yamahaproaudio.com/

Do not use the EEE function (*) of a network switch inside a Dante network.

Power consumption settings are adjusted automatically between switches that support the EEE function,
but some switches do not correctly adjust these mutual settings. This means that in certain unfavorable
cases with the Dante network, the EEE function of a switch might be enabled, impairing the clock
synchronization capability and causing audio to be interrupted. Therefore, we strongly recommend that:

« If using a managed switch, turn off the EEE function of all ports that use Dante. Do not use a switch that
does not allow you to turn off the EEE function.

« If using an unmanaged switch, do not use a switch that supports the EEE function. Such switches cannot
turn off the EEE function.

*EEE (Energy Efficient Ethernet) function, A technology that reduces power consumption of an Ethernet
device when network traffic is sparse. Itis also called “green Ethernet” or IEEE802.3az.
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Other Operations > Configuring Dante Controller

Configuring Dante Controller

Connect the network port of the computer to a GbE-compatible network switch. Configure the computer to
obtain an IP address automatically (this is the default setting). You must make the following settings for
Dante Controller.

* For multitrack recording: Patch audio signals from the /0 DEVICE to the DVS or Dante Accelerator card for
multitrack recording

« Forvirtual sound check: Patch audio signals in such a way that they will be output from the computer to
the Dante audio network, then routed to the channels on the DM7 Series.

During multitrack playback, you can switch these settings easily using the VIRTUAL SOUND CHECK ON button
on the RECORDING PATCH screen.

NOTE

For details about operating Dante Controller and configuring detailed settings, refer to the Dante Controller manual.

415



Other Operations > Mounting an /O DEVICE

Here’s how to select a device from the multiple /O DEVICE on the Dante audio network, and mount that
device.

Press the 1/0 Device button on the Menu bar.

Press the DANTE 1/0 Device button to display the DANTE 1/O DEVICE screen.
Press a vacant 1/O DEVICE select button.

Press the 1/0 DEVICE button to display the DEVICE SELECT screen.

aui A W N R

Select the mounting method, and mount the 1/O DEVICE.

Related links
o “DANTE I/O DEVICE screen” (p.179)
o “DEVICE SELECT screen” (p.175)
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Patching an 1/0 DEVICE

Here you can patch between an I/O DEVICE connected to a Dante connector and the Dante audio network.

1
2

NOTE

Press the 1/0 Device button on the Menu bar.
Press the DANTE Patch button to display the DANTE PATCH screen.

Press the Input button to display the Input tab on the DANTE PATCH screen.

Set the patch being Input to the I/O DEVICE from the Dante audio network. Use the Auto Setup
button to set it in the Source list.

Press the Output tab to display the Output tab on the DANTE PATCH screen.

Set the patch being output to the I/0 DEVICE from the Dante audio network. Set it in the
Source list.

When you finish making settings, press the x button to close the DANTE PATCH
screen.

To input a signal from or output a signal to an I/O DEVICE, an input channel or output channel must be patched.

Related links
“DANTE SETUP (Device Mount) screen” (p.174)
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Using the manual and shortcuts

This screen is used to refer to the Reference Manual for checking console functions and to use convenient
shortcuts.
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Other Operations > Using the manual and shortcuts

1 Press the Manual button on the Utility screen.

Press the Reference Manual button on the Manual screen to display a 2D code that links
to the URL for the Reference Manual.

LELITEL

Reference
Shortcuts
Manual

Press the Shortcuts button on the Manual screen to display useful shortcuts.
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CHANNEL PAIR

Create/Destroy Stereo paired channels

Neighbor channels

You can move between pages using the arrow buttons at the bottom.
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DM Editor > About DM Editor

DM Editor

About DM Editor

DM Editor is software that allows you to use your computer to perform offline editing by preparing the
settings for the DM7/DM5 Series unit in advance, and to connect to the unit to monitor and adjust its settings
(online monitoring/operation).

DM Editor and the DM7/DM5 Series are connected over a network. The DM7/DM5 Series unit and a computer
on which DM Editor is installed are connected on the same network. For more information on configuring the
network, please refer to the DM Editor Installation Guide.

NOTE
¢ DM Editor and DM StageMix can be used on up to three terminals at the same time. However, DM Editor can only be used on one of
them.

o Parts of this software are based on open-source software. For information regarding software licenses, please see the License
screen.

NOTICE

e The copyrights for this software and the PDF owner's manual belong to Yamaha Corporation.

Neither this software nor the PDF owner's manual may be reproduced or modified in whole or in part without consent.

Commercial music data may not be reproduced or transferred without the consent of the rights holder, except in cases of
reproduction for personal use, etc. that do not violate the Copyright Act. Please consider consulting with a copyright expert
before use.

Please be aware that we bear no responsibility for the results or impact of using this software or the PDF owner's manual.

All of the illustrations and screens in this PDF owner's manual are to explain operations. Please note that they may differ from
the final specifications.

Please visit the Yamaha Pro Audio website for changes to system software and some functions and specifications associated
with application version upgrades, etc.

Windows is a registered trademark of the Microsoft Corporation in the United States of America and other countries.

Mac and Macintosh are trademarks of Apple Inc. registered in the United States of America and other countries.

Other company names and product names are the trademarks and registered trademarks of their respective companies.
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The File menu is a menu for file operations.

NOTE

You can save files created in DM Editor in a USB storage device connected to the computer, and then load the files directly to the DM7/
DM5 Series unit via the USB port. Similarly, if you save files from the DM7/DM5 Series unit to a USB storage device, you can load them
into DM Editor.

The functions are as follows.
Load:
Loads a saved file.

Save:
Overwrite saves a file.

SaveAs:
Saves a file under a different name.

Import Scene/Library...:
Loads library and scene data in the file.

Initialize Memory :
« Current Memory:
Initializes the DM Editor current memory.
The data to be initialized are the mixing data and setup data.
- Al Memory :
Initializes the entire DM Editor memory.
The data to be initialized are all scenes, all presets, mixing data, and setup data.
Load User Key:
Loads a user authentication key.
Channel List :
Displays a screen for editing the channelicon, channel name, and channel color together.
« Exit:
Exits DM Editor.
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The Setup menu is used to configure the environment for using DM Editor.

A checkmark appears when an item is selected, enabling the function. It is unchecked when selected again,
disabling the function.

Unicast Level Meter :
Displays level meter information even if the DM7/DM5 Series is on a different subnet.
Ch Select Link:

Sets whether or not channel selection is synchronized with the unit during synchronization with the DM
Editor Series unit.

Network Interface:
Selects the network port through which the DM Editor Series unit and computer communicate.
The displayed contents differ depending on the usage environment.
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DM Editor >Window Menu

The Window menu configures the screen display.
e Zoom:

Sets the application display size to 50%, 75%, 100%, 125%, or 150%.
 User Defined Control :

Displays the User Defined key screen.
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DM Editor > Help Menu

The Help menu displays the DM Editor manual, version, and license information.

e Help:
Opens a Web browser to display the manual library.

* About:
Displays the About screen, which shows the version of DM Editor.

NOTE

You must connect to the Internet to view the manual library.
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Editor Operation Overview
This section explains how to operate DM Editor using a mouse or keyboard.

Using the mouse wheel
You can use the mouse wheel as if you were operating the [TOUCH AND TURN] knob on the unit.

Using the PC keyboard
You can use the PC keyboard to enter text as if you were operating the KEYBOARD screen on the unit.

Using the touch screen
You can operate it by touching the display on a touch screen PC, etc.
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DM Editor > Operation during Editor Startup

Operation during Editor Startup

When DM Editor is started up, the screen to select the DM7/DM5 Series model appears.
Select the model and click the Start button to launch the Editor.
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DM Editor > Editor and Unit Synchronization

Editor and Unit Synchronization

When DM Editor is started up, the parameter settings in the DM7 Series unit and DM Editor are different.
Therefore, the DM7 Series unit and DM Editor settings must first be synchronized.

Before synchronization, configure the network interface.

1 click the ONLINE button on the Utility screen.
2  select the network interface being used from the Network Interface list.

3 select the DM7 Series unit being synchronized and the direction of
synchronization.

The synchronized DM7 Series can select the configured model when the DM Editor is launched.

Use the Direct IP button to directly specify the IP address without running an automated
search. When Unicast Level Meter on the Setup menu is turned on, level meter information can
be displayed even if the DM7 Series is on a different subnet.

If the maximum number (up to 3) has already been reached for the DM Editor and DM StageMix
connected to the DM7 Series unit, a prohibited symbol is displayed on the left side of IP
Address. Even if the prohibited symbol is not displayed, when the DM7 Series unit is selected
and the Connect button is pressed, a message may appear indicating that connection was not

possible depending on the connection conditions of other DM Editor and DM StageMix
applications.

The synchronization directions are as follows.
DM7->PC Parameter settings on the DM7 Series unit will be copied to DM Editor.
DM7«PC Parameter settings on DM Editor will be copied to the DM7 Series unit.

4 fan Administrator password is set up on the DM7 Series unit, enter the password.
5 click the Connect button.

Do not operate the DM7 Series unit during synchronization.
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DM Editor > Editor's Offline Edit Function

Editor's Offline Edit Function

When you do not want to link the DM7 Series unit with DM Editor, click the ONLINE button on the Utility
screen to switch to offline. To apply the edits made offline to the DM7 Series unit, click the ONLINE button
again, and synchronize using “DM7<DM Editor”.
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Appendix

FX Parameters

Reverb HD Hall, Reverb HD Room, Reverb HD Plate
These are highly dense reverb simulations directly from Yamaha.
» HD Hallis reverb that simulates a concert hall

» HD Room is reverb that simulates room acoustics

» HD Plate is reverb that simulates plate echo

Parameter Range Description
Reverb Time 0.3s-30.0s The length of the reverb
Room Size 0-4 (HALL, ROOM only) The size of the space where the sound is playing
Plate Type 0-2 (PLATE only) The reverb quality
Initial Delay 0.1ms - 200.0ms The delay until the early reflected sound of the reverb is produced
High Damp Freq 1.0kHz - 20.0kHz Adjusts high-frequency attenuation
Low Ratio 01-2.4 The ratlo‘ofthe low-frequency reverb time with respect to the
Reverb Time
High Ratio 0.1-1.0 The ratlo.ofthe high-frequency reverb time with respect to the
Reverb Time
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter
Space Simulator

Reverb that can configure the space using width, height, and depth.

430



Appendix > FX Parameters

Parameter Range Description

Reverb Time 0.3s-30.0s The length of the reverb

Width 0.5m-30.2m Width of space

Height 0.5m-30.2m Height of space

Depth 0.5m-30.2m Depth of space
The conditions of the walls in the space.

Wall Vary 0-30 A larger value means stronger diffusion, and a smaller value means
weaker diffusion

Space Type Canyon, White Room The type of space simulation

Initial Delay 0.1ms - 200ms The delay until the early reflected sound of the reverb is produced

High Ratio 0.1-1.0 LhJEratio of the high-frequency reverb time with respect to the REV

Diffusion 0-10 The horizontal spread of the reverb

Density 0-4 The density of the reverb

HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter

LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

E/R Delay 0.1ms - 200.0ms The delay from the early reflected sound until the reverb

ER/Rev Balance

E63>R - E<R63

The level balance between the early reflected sound and the reverb

Feedback Gain

-99% - +99%

The feedback amount from the initial delay

Gate Reverb

The early reflected sound of the gate reverb.

Parameter Range Description
Type Type-A, Type-B The pattern type of the early reflected sound
Room Size 0.1-20.0 The size of the room (the reflected sound interval)
Liveness 0-10 How the reflected sound is attenuated (0: dead, 10: Live)
Initial Delay 0.1ms - 200.0ms The delay until the early reflected sound is produced
Diffusion 0-10 The horizontal spread of the reflected sound
Density 0-3 The density of the reflected sound
Feedback Gain -99% - +99% The feedback amount
Low Ratio 0.1-1.0 The low-frequency feedback
High Ratio 0.1-1.0 The high-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Reverb R3 Hall, Reverb R3 Room, Reverb R3 Plate
This is reverb that uses algorithms directly from the ProR3, professional reverb equipment.

* R3 Hallis reverb that simulates a concert hall

e R3 Room is reverb that simulates room acoustics

» R3Plateis reverb that simulates plate echo
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Parameter Range Description
Reverb Time 0.3s-30.0s The length of the reverb
Initial Delay 0.1ms - 200ms The delay until the early reflected sound of the reverb is produced
Low Ratio 01-24 The ratio.ofthe low-frequency reverb time with respect to the
Reverb Time
High Ratio 0.1-1.0 IthEratio of the high-frequency reverb time with respect to the REV
Diffusion 0-10 The horizontal spread of the reverb
Density 0-4 The density of the reverb
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Reverb Delay

0.1ms - 200.0ms

The delay from the early reflected sound until the reverb

ER/Rev Balance

E63>R - E<R63

The level balance between the early reflected sound and the reverb

Feedback Gain

-99% - +99%

The feedback amount from the initial delay

Early Reflection
2 IN/2 OUT early reflections. An effect in which only the early reflected sound of the reverb is extracted.
Parameter Range Description
Type z:—\i]:lrl;;—;ﬁltl;t?;;ggrgn, The pattern type of the early reflected sound
Room Size 0.1-20.0 The size of the room (the reflected sound interval)
Liveness 0-10 How the reflected sound is attenuated (0: dead, 10: Live)
Initial Delay 0.1ms - 200.0ms The delay until the early reflected sound is produced
Diffusion 0-10 The horizontal spread of the reflected sound
Density 0-3 The density of the reflected sound
Feedback Gain -99% - +99% The feedback amount
Low Ratio 0.1-1.0 The low-frequency feedback
High Ratio 0.1-1.0 The high-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter
Reverse Gate

This is the Reverse Gate effect from the preset bank included with the SPX2000. Reverse Gate is also known

as reverse reverb.
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Parameter Range Description
Type Type-A, Type-B The pattern type of the early reflected sound
Room Size 0.1-20.0 The size of the room (the reflected sound interval)
Liveness 0-10 How the reflected sound is attenuated (0: dead, 10: Live)
Initial Delay 0.1ms - 200.0ms The delay until the early reflected sound is produced
Diffusion 0-10 The horizontal spread of the reflected sound
Density 0-3 The density of the reflected sound
Feedback Gain -99% - +99% The feedback amount
High Ratio 0.1-1.0 The high-frequency feedback
Low Ratio 0.1-1.0 The low-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Reverb N2 Hall, Reverb N2 Room, Reverb N2 Stage
This is hall, room, and stage reverb directly from the SPX1000.

Parameter Range Description
Reverb Time 0.3s-30.0s The length of the reverb
Initial Delay 0.1ms - 200ms The delay until the early reflected sound of the reverb is produced
Low Ratio 01-2.4 The ratio of the low-frequency reverb time with respect to the REV
TIME
High Ratio 0.1-1.0 Ilfl;lzratio of the high-frequency reverb time with respect to the REV
Diffusion 0-10 The horizontal spread of the reverb
Density 0-4 The density of the reverb
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Reverb Delay

0.1ms - 200.0ms

The delay from the early reflected sound until the reverb

ER/Rev Balance

E63>R - E<R63

The level balance between the early reflected sound and the reverb

Feedback Gain

-99% - +99%

The feedback amount from the initial delay

Mono Delay
Basic 2IN/20UT repeat delay.
Parameter Range Description
Delay 1.0-2700.0ms Delay time
Feedback Gain -99 - +99 The feedback amount
High Ratio 0.1-1.0 The amount of high-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter
Sync OFF, ON Tempo parameter synchronization on/off
Note -, *1-714 The value for converting the DELAY from the tempo
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Stereo Delay

Basic 2 IN /2 OUT stereo delay.

Parameter Range Description
Delay L 1.0 - 1350.0ms The delay time of the L-channel
Delay R 1.0 - 1350.0ms The delay time of the R-channel

Feedback Gain L -99 - +99 The feedback amount of the L-channel

Feedback Gain R -99 - +99 The feedback amount of the R-channel

High Ratio 0.1-1.0 The amount of high-frequency feedback

HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter

LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Sync OFF, ON Tempo parameter synchronization on/off

Note L -, *1-%14 The value for converting the DELAY L from the tempo
Note R -, *1-%14 The value for converting the DELAY R from the tempo
Delay LCR
2 IN /2 OUT 3-tap delay.

Parameter Range Description

Delay L 1.0-2700.0ms The delay time of the L-channel

Delay C 1.0-2700.0ms The delay time of the center channel

Delay R 1.0-2700.0ms The delay time of the R-channel

Delay FB 1.0-2700.0ms The delay time of the feedback

Feedback Gain -99 - +99 The feedback amount

High Ratio 0.1-1.0 The amount of high-frequency feedback

HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter

LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Level L -100 - +100 The level of the L-channel

Level C -100 - +100 The level of the center channel

Level R -100 - +100 The level of the R-channel

Sync OFF, ON Tempo parameter synchronization on/off

Note L -, *1-%14 The value for converting the DELAY L from the tempo
Note C ----,*1-%14 The value for converting the DELAY C from the tempo
Note R -, *1-%14 The value for converting the DELAY R from the tempo
Note FB -, *1-%14 The value for converting the DELAY FB from the tempo

Cross Delay

This is a type of delay in which the delay sound jumps left and right.
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Parameter Range Description
Delay L>R 1.0-1638.3ms The delay time from left to right
Delay R>L 1.0-1638.3ms The delay time from right to left

Feedback Gain

-99 - +99

The feedback amount

R first, L first, L cross R, R first

Type 2,Lfirst2 The input channel selection
High Ratio 0.1-1.0 The amount of high-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter
Echo
2 IN /2 OUT stereo delay with cross-feedback loop.
Parameter Range Description
Delay L 1.0-1350.0ms The delay time of the L-channel
Delay R 1.0 - 1350.0ms The delay time of the R-channel
Delay FB L 1.0-1350.0ms The feedback delay time of the L-channel
Delay FBR 1.0 - 1350.0ms The feedback delay time of the R-channel
Feedback Gain L -99 - +99 The feedback amount of the L-channel
Feedback Gain R -99 - +99 The feedback amount of the R-channel
XFeedback Gain -99 - +99 The feedback amount for L->R and R->L
High Ratio 0.1-1.0 The amount of high-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter
Sync OFF, ON Tempo parameter synchronization on/off
Note L -, *1-*14 The value for converting the DELAY L from the tempo
Note R -, *1-714 The value for converting the DELAY R from the tempo
Note FBL —-,*1-*14 The value for converting the DELAY FB L from the tempo
Note FBR -, *1-714 The value for converting the DELAY FB R from the tempo
Ping Pong Delay

2 IN/2 OUT ping pong delay. A delay effect in which the delay sound is repeated at equal intervals alternately

on the left and right.

Parameter Range Description
Delay 1.0ms - 1350.0ms Delay time
Feedback Gain -99% - +99% The feedback amount
High Ratio 0.1-1.0 The amount of high-frequency feedback
HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter
LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter
Sync Off, On Tempo parameter synchronization on/off
Note -, *1-714 The value for converting the DELAY from the tempo
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Analog Delay Modern

A simulation effect of analog delay using a BBD element. The BBD element's configuration is the long delay

configuration.

Parameter Range Description
Delay 50 - 1000.0ms Delay time
Feedback Gain -99 - +99 The feedback amount
Input Level 0-100 The delay input level
Type Urban, Dub, Narrow, Soft, The delay character
Dark
Analog Delay Retro

A simulation effect of analog delay using a BBD element. The BBD element's configuration is the short delay

configuration.

Parameter Range Description
Delay 25-800ms Delay time
Feedback Gain -99 - +99 The feedback amount
Input Level 0-100 The delay input level
Type Mellow, Dub, Narrow, Soft, The delay character
Dark
Chorus

2IN/2 OUT chorus effect.

Parameter Range Description
Frequency 0.05Hz - 10.00Hz The speed of modulation
AM Depth 0% - 100% The depth of amplitude modulation
PM Depth 0% - 100% The depth of pitch modulation
MOD. Delay 1.0ms - 500.0ms The modulation delay time
Sync Off, On Tempo parameter synchronization on/off
Note *1-*14 The value for converting the Frequency from the tempo
Symphonic
2 IN/2 OUT symphonic effect.
Parameter Range Description
Frequency 0.05Hz - 10.00Hz The speed of modulation
Depth 0% - 100% The depth of modulation
MOD. Delay 1.0ms - 500.0ms The modulation delay time
Sync Off, On Tempo parameter synchronization on/off
Note *1-*14 The value for converting the Frequency from the tempo
Flanger

2 IN/2 OUT flange effect.
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Parameter Range Description
Frequency 0.05Hz - 10.00Hz The speed of modulation
Depth 0% - 100% The depth of modulation
MOD. Delay 1.0ms - 500.0ms The modulation delay time

Feedback Gain

-99% - +99%

The feedback amount

Sync Off, On Tempo parameter synchronization on/off
Note *1-*14 The value for converting the Frequency from the tempo
Phaser

2 IN/2 OUT 16-stage effect.

Parameter

Description

Frequency

0.05Hz - 10.00Hz

The speed of modulation

Depth

0% - 100%

The depth of modulation

Feedback Gain

-99% - +99%

The feedback amount

Stage 2-16 The number of phase shift stages

HPF Thru, 21.2Hz - 8.00kHz The cutoff frequency of the high pass filter

LPF 50.0Hz - 16.0kHz, Thru The cutoff frequency of the low pass filter

Sync Off, On Tempo parameter synchronization on/off

Note *1-*14 The value for converting the FREQ. from the tempo
Auto Pan

An effect that periodically moves the sound image (Pan) left and right.

Parameter Range Description
Frequency 0.0Hz - 39.70Hz The auto pan frequency
L/R Depth 0% - 100% The left-right pan depth
F/R Depth 0% - 100% The forward-rear pan depth

Pan Direction

L<>R, L>>R, L<<R, LTurn,
RTurn, L/R

The type of auto pan

Pan Curve 0-28 Changes the panning curve
LSF Freq 21.2Hz - 8.0kHz Low EQ Freq

LSF Gain -12dB - +12dB Low EQ Gain

EQ Freq 100Hz - 8.0kHz Mid EQ Freq

EQ Gain -12dB - +12dB Mid EQ Gain

EQQ 0.1-12.0 Mid EQ Q

HSF Freq 50.0Hz - 16.0kHz High EQ Freq

HSF Gain -12dB - +12dB High EQ Gain

Input Mode Mono / Stereo Input mono/stereo
Tremolo

An effect that periodically changes the volume.
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Parameter Range Description
Frequency 0.0Hz - 39.70Hz The modulation frequency
AM Depth 0% - 100% The depth of amplitude modulation
PM Depth 0% - 100% The depth of pitch modulation
LFO Phase Diff. -180deg - +180deg The L/R phase difference of the modulated wave system
LSF Freq 21.2Hz - 8.0kHz Low EQ Freq
LSF Gain -12dB - +12dB Low EQ Gain
EQ Freq 100Hz - 8.0kHz Mid EQ Freq
EQ Gain -12dB - +12dB Mid EQ Gain
EQQ 0.1-12.0 Mid EQ Q
HSF Freq 50.0Hz - 16.0kHz High EQ Freq
HSF Gain -12dB - +12dB High EQ Gain
Input Mode Mono / Stereo Input mono/stereo
Rotary Speaker
An effect that simulates a rotary speaker.
Parameter Range Description
Rotor Speed Slow 0.0Hz - 2.65Hz The rotor's rotation speed during slow rotation
Horn Speed Slow 0.0Hz - 2.65Hz The horn's rotation speed during slow rotation

Rotor Speed Fast

2.69Hz - 39.70Hz

The rotor's rotation speed during fast rotation

Horn Speed Fast

2.69Hz - 39.70Hz

The horn's rotation speed during fast rotation

Accel Rotor 0-100 The transition time when switching rotational speeds of the rotor
Accel Horn 0-100 The transition time when switching rotational speeds of the horn
Drive Rotor 0-100 The depth of modulation from rotor rotation

Drive Horn 0-100 The depth of modulation from horn rotation

Rotor/Horn Balance 0-100 The horn and rotor volume balance

LSF Freq 21.2Hz - 8.0kHz Low EQ Freq

LSF Gain -12dB - +12dB Low EQ Gain

HSF Freq 50.0Hz - 16.0kHz High EQ Freq

HSF Gain -12dB - +12dB High EQ Gain

Mic L-R Angle Odeg - 180deg The L/R angle of the mic from which output is taken

Speed Control Slow / Fast Rotation speed switch

Amp Simulator

An effect that simulates a guitar amp.
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Parameter Range Description

Drive 0-100 The degree of distortion
Transistor, VNTG Tube, DST 1, . -

Type DST 2, Fuzz A device that changes the way sound is distorted
Flat, Stack, Combo, Twin,

Speaker Type Radio, Megaphone The speaker type

Presence -10-10 Controls a wide area

Output Level 0-100 The output level

Comp Distortion

A Compressor+ distortion effect.

Parameter Range Description
Drive 0-100 The degree of distortion
LSF Freq 21.2Hz - 8.0kHz Low EQ Freq
LSF Gain -12dB - +12dB Low EQ Gain
LPF 50.0Hz - Thru Low EQ Gain
Output Level 0-100 The output level
EQ Freq 100Hz - 8.0kHz Mid EQ Freq
EQ Gain -12dB - +12dB Mid EQ Gain
EQQ 0.1-12.0 Mid EQQ
Edge (Clip Curve) 0-100
Attack 1ms - 40ms
Release 10ms - 680 ms
Threshold -48dB - -6dB
Ratio 1.0-20.0
MBC3

An effect that divides the bandwidth into three bands and applies a compressor to each band separately.
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Parameter Range Description

Low Attack 1ms - 200ms The time until the compressor begins to work in the low frequency
range

Low Threshold -54dB - -6dB The input level at which the effect begins to take effect in the low
frequency range

Low Ratio 1.0-20.0 The compression ratio of the compressor in the low frequency
range

Low Gain -c0 - 18dB The output level in the low frequency range

Mid Attack 1ms - 200ms The time until the compressor begins to work in the mid frequency
range

Mid Threshold -54dB - -6dB The input level at which the effect begins to take effect in the mid
frequency range

Mid Ratio 1.0-20.0 The compression ratio of the compressor in the mid frequency
range

Mid Gain -c0 - 18dB The output level in the mid frequency range

High Attack 1ms - 200ms The time until the compressor begins to work in the high frequency
range

High Threshold -54dB - -6dB The input level at which the effect begins to take effect in the high
frequency range

High Ratio 1.0-20.0 The compression ratio of the compressor in the high frequency
range

High Gain -c0 - 18dB The output levelin the high frequency range

XOver Lo 16Hz - 20Hz The Low/Mid frequency for dividing the bandwidth into three
bands

XOver Hi 16Hz - 20Hz The Mid/High frequency for dividing the bandwidth into three

bands

Common Release

10ms - 3000ms

The common release time set for all three bands

Vintage Flanger

This is a flanger that uses VCM technology.

Parameter Range Description
Speed 0.04Hz - 10.00Hz LFO speed
Manual 0% - 100% LFO center frequency
Feedback -99 - +99% Feedback amount
Spread 0-100 Sound spread
Type 1,2,3 Selects the feedback type
Foot Sw ON, OFF Flanger on/off
Vintage Wah

Auto-wah that uses VCM technology. Periodically changes the center frequency of the filter.
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Parameter Range Description
Speed 0.100Hz - 20.00Hz The LFO speed
Bottom 0-100 The lowest value of the wah filter's variable range
Top 0-100 The highest value of the wah filter's variable range
Reso. Offset -12.0-12.0 The offset of the resonance
Wave Sine / Tri Selects the waveform (either sine wave or square wave)
Type High, Mid, Low, Bass Selects the wah type
Drive 0.0dB - 40.0dB The degree of distortion
Output -20.0dB - 10.0dB The output level
Ring Mod.
An effect that changes the input sound to a metallic sound.
Parameter Range Description
0OSC Freq Coarse 0.5Hz - 5.0kHz The frequency for modulating the input waveform
0SC Freq Fine 0-100 ﬁr;&r:\’;ic:;::qed setting of the frequency for modulating the
LFO Wave Tri / Sine Selects the modulation waveform
LFO Depth 0% - 100% Sets the depth of modulation
LFO Freq 0.0Hz - 39.70Hz The modulation frequency
HPF Thru - 8.0kHz The cutoff frequency of the high pass filter
LPF 50kHz - Thru The cutoff frequency of the low pass filter
LSF Freq 21.2Hz - 8.0kHz Low EQ Freq
LSF Gain -12dB - +12dB Low EQ Gain
HSF Freq 50.0Hz - 16.0kHz High EQ Freq
HSF Gain -12dB - +12dB High EQ Gain
Dynamic Ring Mod.
An effect that controls the Ring Modulator parameter “OSC Freq” in real time based on the input audio level.
Parameter Range Description
Sensitivity 0-100 The modulation sensitivity towards input changes
HPF Thru - 8.0kHz The cutoff frequency of the high pass filter
LPF 50kHz - Thru The cutoff frequency of the low pass filter
Attack Time 0.3ms-227ms The attack time of the envelope follower
Release Time 2.6ms-2171ms The release time of the envelope follower
Direction up /down The direction of approach of the envelope follower
Lvl Offset 0-100 The offset added to envelope follower output
LSF Freq 21.2Hz - 8.0kHz Low EQ Freq
LSF Gain -12dB - +12dB Low EQ Gain
HSF Freq 50.0Hz - 16.0kHz High EQ Freq
HSF Gain -12dB - +12dB High EQ Gain
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Auto Synth
An effect that resynthesizes the input signal by combining the delay and modulation.
Parameter Range Description
Mod Speed 0-100 The speed of modulation
Mod Wave Type TypeA, TypeB The modulation waveform
Mod Depth 0-100 The depth of modulation
Mod Depth Ofst R -63-+63 The offset of the depth of modulation in the R-channel
HPF Thru - 8.0kHz The cutoff frequency of the high pass filter
LPF 50kHz - Thru The cutoff frequency of the low pass filter
Delay Time 0.1ms - 170.0ms The delay length
Delay Time Ofst R 0-884 The offset of the delay length in the R-channel
Delay Mix 0-100 The delay sound level
FB Gain -99% - +99% The feedback amount
FB Level Ofst R -99% - +99% The offset of the feedback amount in the R-channel
AM Speed 0.00Hz - 39.70Hz The speed of volume modulation
AM Wave Tri, Sine, Saw, Up, Saw Down |The volume modulation waveform
AM Depth 0% - 100% The depth of volume modulation
AM Inverse R Normal / Inverse The phase of volume modulation in the R-channel
Dual Pitch
2 IN/2 OUT pitch shift effect.
Parameter Range Description
Pitch 1 -24-+24 Ch1 pitch (in semitones)
Fine1 -50 - +50 Ch1 pitch (in cents)
Level 1 -100 - +100 Chlvolume
Pan1 L63-R63 Chlpan
Delay 1 1.0ms - 1000.0ms Ch1delay time
Feedback Gain 1 -99 - +99 Ch1 feedback level
Pitch 2 -24-+24 Ch2 pitch (in semitones)
Fine 2 -50 - +50 Ch2 pitch (in cents)
Level 2 -100 - +100 Ch2volume
Pan 2 L63 - R63 Ch2 pan
Delay 2 1.0ms - 1000.0ms Ch2 delay time
Feedback Gain 2 -99 - +99 Ch2 feedback level
Sync Off, On Tempo parameter synchronization on/off
Notel ----, ¥1-%14 The value for converting the DELAY 1 from the tempo
Note2 -, *1-%14 The value for converting the DELAY 2 from the tempo

Dynamic Filter

Afilter that controls the cutoff frequency in real time with the input audio level.
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Parameter Range Description
Filter Type tﬁigijg;: II:Il;F;(,lssFB,);BEF The filter type
Sensitivity 0-100 The modulation sensitivity towards input changes
Lvl Offset 0-100 The offset added to envelope follower output
Resonance -16-111 Applies resonance to the filter
Attack Time 0.3ms-227ms The attack time of the envelope follower
Release Time 2.6ms-2171ms The release time of the envelope follower
Direction Up / Down The direction of approach of the envelope follower
Threshold 0-100 The movement level of the envelope follower
LSF Freq 32Hz - 2.0kHz Low EQ Freq
LSF Gain -12dB - +12dB Low EQ Gain
HSF Freq 500Hz - 16.0kHz High EQ Freq
HSF Gain -12dB - +12dB High EQ Gain
Isolator
An effect that controls the volume per band using a powerful filter.
Parameter Range Description

Low Level -64 - +63 Low frequency level
Mid Level -64 - +63 Mid frequency level
High Level -64 - +63 High frequency level
Low Mute On / Off Low frequency mute
Mid Mute On / Off Mid frequency mute
High Mute On / Off High frequency mute
XOver Lo 90Hz - 16kHz The Low/Mid frequency for dividing the bandwidth
XOver Hi 90Hz - 16kHz The Mid/High frequency for dividing the bandwidth
Delay notes
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REV-X

2 IN/2 OUT reverb algorithm. It provides a high-density, richly reverberant sound quality, with smooth
attenuation, and spread and depth that work together to enhance the original sound. You can choose one of
three programs to suit the acoustic sound field and your intentions: REV-X HALL, REV-X ROOM, and REV-X
PLATE.

Parameter Range Description
REV TYPE HALL, ROOM, PLATE The type of reverb.
0.28-27.94s
REV TIME " The length of the reverb
INI. DLY 1.0-125.0 ms The delay until the early reflected sound of the reverb is produced
HI. RATIO 0.1-1.0 Expresses the ratio of the high-frequency reverb time with respect

to the REV TIME.

Expresses the ratio of the low-frequency reverb time with respect

LO. RATIO 0.1-1.4 to the REV TIME.

LO.FREQ 22.0 Hz-18.0 kHz Frequency value that serves as the basis for the LO. RATIO value.
DIFF. 0-10 The horizontal spread of the reverb

ROOM SIZE 0-28 The size of the space

DECAY 0-53 The speed at which the gate closes

HPF THRU, 22.0 Hz-8.00 kHz The cutoff frequency of the high pass filter

LPF 1.00 kHz-18.0 kHz, THRU The cutoff frequency of the low pass filter

*1  Thevalue when the effect type is REV-X HALL and the ROOM SIZE is 28. The setting range will vary depending on the
effect type and ROOM SIZE value.

Analog Delay

This delay effect is based on the Yamaha E1010 analog delay.

Parameter Range Description

BED TYPE ABCDE Characteistcsbecor sronger i he erderof stch AGO .
TIME RANGE 1-200, 201-600, 601-1000 Specifies the delay time range controlled via the DELAY knob.
INPUT 0.00 to 10.00 Adjusts the input gain.

BASS -15.00 to 15.00 Adjusts the low frequency range level at the input stage.
TREBLE -15.00 to 15.00 Adjusts the high frequency range level at the input stage.
DELAY 613(?1) tzc?(l)omO(s)’nz'\gl t0 600 ms, Adjusts the delay time.

FEEDBACK 0.00 to 10.00 Adjusts the feedback amount of the delay time.

FREQUENCY 0.00 t0 20.0 Hz Adjusts the frequency of modulation.

DEPTH 0.00 to 10.00 Adjusts the depth of modulation.

MIX 0.00 to 10.00 Adjusts the mix balance between dry and delay sounds.
SYNC OFF, ON Switches tempo parameter synchronization on/off
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Max100

Complete reproduction of a vintage effect that was manufactured only during the late 1970s.
Parameter Range Description

MODE 1to4 The timbre switch

SPEED SYNC ON, 0.100 to 10.00 Hz The modulation speed

FOOT OFF, ON Switches the effect on/off

Dual Phaser

Complete reproduction of a vintage effect that was manufactured during the middle of the 1970s.

Parameter Range Description
LFO 1 RATE SYNC ON, 0.067 to 20.00 Hz LFO 1 speed.
LFO 1 SHAPE SINE, SQUARE LFO 1 waveform.
LFO 2 RATE SYNCON, 0.111 t0 20.00 Hz LFO 2 speed.
LFO 2 SHAPE SINE, SQUARE LFO 2 waveform.
PHASER ADEPTH (A .
DEPTH*1) 1.00 to 10.00 The depth of modulation for phaser A.
Egéi)ER AFEEDBACK (A 0t0 10.00 The feedback amount for phaser A.
PHASER A ON/OFF OFF, ON Turns phaser A on/off.
PHASER B DEPTH (B .
DEPTH*1) 1.00 to 10.00 The depth of modulation for phaser B.
PHASER B FEEDBACK 0t010.00 The feedback amount for phaser B.
(BFB.*1)
SWEEP LFO LFO1,LFO2 The LFO of phaser B.
PHASER B SWEEP TYPE |NORM/REV The LFO phase for phaser B.
PHASER B ON/OFF OFF, ON Turns phaser B on/off.
MODE 1to4 Switches the connection order of the two phasers.

*1. Encoder access field display

OpenDeck

Emulates the tape compression created by two open reel tape recorders (a recording deck and a

reproduction deck). You can change the sound quality by adjusting various elements, such as the deck type,

tape quality, tape speed, etc.
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Parameter Range Description
Swss70, Swss78, Swss85, .
REC DEC AmerT0 Selects the recording deck type.
Adjusts the input level of the recording deck. As you raise the level,
REC LVL -96.0 to +18.0 dB tape compression is generated, which narrows the dynamic range
and distorts the sound.
REC HI -6.0 to +6.0 dB Adjusts the high range gain of the recording deck.
REC BIAS -1.00 to +1.00 Adjusts the bias of the recording deck.
Swss70, Swss78, Swss85, .
REPR DEC Amer70 Selects the reproduction deck type.
REPR LVL -96.0 to +18.0 dB Adjusts the output level of the reproduction deck.
REPR HI -6.0to +6.0 dB Adjusts the high range gain of the reproduction deck.
REPRLO -6.0to +6.0 dB Adjusts the low range gain of the reproduction deck.
When the REC LVL is moved, REPR LVL will also change to maintain
MAKE UP Off, On a constant output level. You can change the amount of distortion
without changing the output level.
TP SPEED 15ips, 30ips Selects the tape speed.
TP KIND Old, New Selects the tape type.

Vintage Phaser

This is a model of phaser that provides a high degree of sound-shaping flexibility, and is not intended as a
reproduction of any specific model.

Parameter Range Description
SPEED ;ZNC ON, 0.100 Hz to 10.00 The modulation speed
MANUAL 0.00 to 10.00 The center frequency of the modulation
DEPTH 0.00 to 10.00 The depth of modulation
FEEDBACK 0.00 to 10.00 The feedback amount
COLOR 0.00 to 10.00 Fine tuning of timbre
MODE 1,2 The type of circuit structure that is modeled
STAGE 4,6,8,10,12,16 The extent of the circuit that is modeled
FOOT OFF, ON Switches the effect on/off
HQ.Pitch
11IN/2 OUT high-quality pitch shifter.

Parameter Range Description
PITCH -12 to +12 semitones The amount of pitch change (in semitones)
FINE -50 to +50 cents Fine tuning of pitch change (in cents)
DELAY 1.0-1000.0 ms The pitch change delay time
FB. GAIN -99 to +99% The feedback amount
MODE 1-10 The pitch change accuracy
SYNC OFF, ON Switches tempo parameter synchronization on/off
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**1:—Illaag R R DNEND I din However, the maximum value depends

on the TEMPO setting.

Portico 5033
Models an analog 5-band EQ made by Rupert Neve Designs.
Parameter Range Description
ALL BYPASS OFF, ON Dacses though he nputfoutput ransformer and amp ireut.
TRIM -12.0t012.0dB The input gain
LF FREQ 30.00 to 300.0 Hz The center frequency of the LF.
LF GAIN -12.0to0 12.0dB The gain of the LF.
LMF IN OFF, ON Turns the LMF ON/OFF.
LMFQ 0.70 to 5.00 The Q of the LMF.
LMF FREQ 50.00 to 400.0 Hz The center frequency of the LMF.
LMF GAIN -12.0t012.0dB The gain of the LMF.
MF IN OFF, ON Turns the MF ON/OFF.
MF Q 0.70 to0 5.00 The Q of the MF.
MF FREQ 330.0 to 2500 Hz The center frequency of the MF.
MF GAIN -12.0t0 12.0dB The gain of the MF.
HMF IN OFF, ON Turns the HMF ON/OFF.
HMF Q 0.70 to 5.00 The Q of the HMF.
HMF FREQ 1.80k to 16.0k Hz The center frequency of the HMF.
HMF GAIN -12.0t012.0dB The gain of the HMF.
LF/HFIN OFF, ON Turns the LF/HF ON/OFF.
HF FREQ 2.50k to 25.0k Hz The center frequency of the HF.
HF GAIN -12.0t0 12.0dB The gain of the HF.
EQ-1A

A processor that emulates a vintage EQ that is considered the classic passive EQ.
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Parameter

Description

LOW FREQUENCY (LO
FREQ *1)

20, 30, 60, 100 Hz

The frequency range of the low-range filter

(LOW) BOOST (LO
BOOST *1)

0.0t0 10.0

The amount of amplification of the low-range filter

(LOW) ATTEN (LO ATT
")

0.0t010.0

The amount of attenuation of the low-range filter

HIGH FREQUENCY (HI
FREQ *1)

3k, 4k, 5k, 8K, 10k, 12k, 16k Hz

The frequency range of the high-range filter

(HIGH) BOOST (HI
BOOST*1)

0.0t0 10.0

The amount of amplification of the high-range filter

(HIGH) BAND WIDTH
(BAND WID *1)

0.0t0 10.0

The bandwidth of the high-range filter

(HIGH) ATTEN SEL (H!
ATT F*1)

5k, 10k, 20k Hz

The frequency range attenuated with the high-range filter

(HIGH) ATTEN (HIATT

) 0.0t0 10.0 The amount of attenuation of the high-range filter

N OFF. ON On/off. If off, the filter section is bypassed but the signal passes
’ through the input/output transformer and amp circuit.

*1 Screen encoder access field display

Equalizer601

An equalizer that emulates the characteristics of an analog equalizer used in the 1970s. Reproduces
distortion characteristic of analog circuitry to produce drive and other effects.
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Parameter Range Description

LO TYPE HPF-2/1, LSH-1/2 The type of the EQ1.

LOF 16.0 Hz to 20.0 kHz The cutoff frequency of the EQ1.

LOG -18.0to +18.0dB The gain of the EQL.

MID1Q 0.50-16.0 The Q of the EQ2.

MID1F 16.0 Hz to 20.0 kHz The center frequency of the EQ2.

MID1G -18.0to +18.0dB The gain of the EQ2.

MID2 Q 0.50-16.0 The Q of the EQ3.

MID2 F 16.0 Hz to 20.0 kHz The center frequency of the EQ3.

MID2 G -18.0to +18.0dB The gain of the EQ3.

INPUT -18.0to +18.0dB The input gain

OUTPUT -18.0to +18.0dB The output gain.

MID3 Q 0.50-16.0 The Q of the EQ4.

MID3 F 16.0 Hz to 20.0 kHz The center frequency of the EQ4.

MID3 G -18.0to+18.0dB The gain of the EQ4.

MID4 Q 0.50-16.0 The Q of the EQ5.

MID4 F 16.0 Hz to 20.0 kHz The center frequency of the EQ5.

MID4 G -18.0to +18.0dB The gain of the EQ5.

HI TYPE LPF-2/1, HSH-1/2 The type of the EQ®6.

HIF 16.0 Hz t0 20.0 kHz The center frequency of the EQ6.

HIG -18.0to +18.0dB The gain of the EQ6.

LO SW OFF, ON Turns the EQ1 ON/OFF.

MID1 SW OFF, ON Turns the EQ2 ON/OFF.

MID2 SW OFF, ON Turns the EQ3 ON/OFF.

MID3 SW OFF, ON Turns the EQ4 ON/OFF.

MID4 SW OFF, ON Turns the EQ5 ON/OFF.

HI SW OFF, ON Turns the EQ6 ON/OFF.
Selects the equalizer type. CLEAN emulates changes in the
frequency characteristics of analog circuitry with the clear,
circuitry with a driven sound that emphasizes analog character by
adding distortion.

Dynamic EQ

A newly developed equalizer that dynamically changes EQ gain according to the input signal, allowing you to

control the amount of EQcut or boost like a compressor or expander.
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Parameter Range Description
BAND ON/OFF OFF, ON Switches the corresponding band on/off.
SIDECHAIN CUE OFF, ON If this button is on, the 5|dec'ha|r15|gnall|nked to the dynamics is
sent to the CUE bus for monitoring.
If this button is on, the sidechain signal linked to the dynamics is
SIDECHAIN LISTEN OFF, ON output to the bus (e.g., STEREO bus or MIX/MATRIX bus) to which

the inserted channel is being sent.

FILTER TYPE Low Shelf, Bell, Hi Shelf Switches the type of equalizer and sidechain filter.

FREQUENCY (FREQ 1, 20.0 to 20.0k Hz The frequency that is controlled by the equalizer and the sidechain
FREQ2 *1) filter.

Q(Q1,Q2*1) 15.0t0 0.50 The Q of the equalizer and the sidechain filter.

THRESHOLD (THRESH
1, THRESH 2 *1)

-80.0to0 10.0dB

The threshold value at which the processing effect begins to apply.

RATIO (RATIO 1, RATIO
2*1)

:1to1:1.50

Specifies the ratio of boost/cut for the input signal.

Specifies whether processing operates when the sidechain signal

MODE BELOW, ABOVE exceeds the threshold value (ABOVE) or when it falls below it
(BELOW).
ATTACK/RELEASE FAST, SLOW, AUTO The attack time and release time at which compression or boost is

applied.

*1  Screen encoder access field display

Dynamic EQ4
This is a two-band Dynamic EQ that has been expanded to feature four bands.
Parameter Range Description

BAND ON/OFF OFF, ON Switches the corresponding band on/off.

KEY IN SOURCE INT, EXT Sfalect main (INT) or external (E.XT) as the source for the KEY IN
signal used for the corresponding band.

KEY IN CUE OFF, ON Ifthle bL{tton is on, the sidechain signal is sent to the CUE bus for
monitoring.

SHELF ON/OFF OFF, ON Switches the type of equalizer and sidechain filter.

FREQUENCY 20.0 to 20.0k Hz ;ri::rfrequencythahs controlled by the equalizer and the sidechain

Q 15.0t0 0.50 The Q of the equalizer and the sidechain filter.

THRESHOLD -80.0to0 10.0dB The threshold value at which the processing effect begins to apply.

RATIO c:1t01:1.50 Specifies the ratio of boost/cut for the input signal.
Specifies whether processing operates when the sidechain signal

MODE BELOW, ABOVE exceeds the threshold value (ABOVE) or when it falls below it
(BELOW).

ATTACK/RELEASE FAST, SLOW, AUTO The ;.attack time and release time at which compression or boost is
applied.

Portico 5043

Models an analog compressor/limiter made by Rupert Neve Designs.
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Parameter Range Description
Switches the compressor bypass on/off. When bypassed, the
IN OFF, ON button is unlit. However, even in the bypassed state, the signal
passes through the input/output transformer and amp circuit.
FB OFF, ON Switches between Feed-Forward and Feed-Back.
THRESHOLD -50.0t0 0.0 dB The threshold level
RATIO 1.10:1t028.9:1,LIMIT The compression ratio
ATTACK 20to 75 ms The attack time
RELEASE 100 ms to 2.50 sec The release time
GAIN -6.0t020.0dB The output level
Portico 5045
Models a Primary Source Enhancer made by Rupert Neve Designs.

Parameter Range Description
e A O
RMS/Peak RMS, Peak The operation mode for the level detector
TIME CONSTANT A,B,C,D,E,F The attack time and release time
THRESHOLD -42.0t0-12.0dB The threshold level
DEPTH 0.0t0-20.0dB The amount of signal attenuation below the threshold level

u7e
Models a standard vintage compressor/limiter used in a wide variety of situations.
Parameter Range Description
INPUT -96.0t0 0.0 dB The input level
OUTPUT -96.0t0 0.0 dB The output level
ATTACK 5.50t0 0.10 ms 'rrigf‘tattack time of the compressor. Fastest when fully turned to the
RELEASE 1100.0 to 56.4 ms The r.elease time of the compressor. Fastest when fully turned to
theright.
RATIO ALL,4,8,12,20 Switches the compression ratio. Strong when ALL is pressed.
METER OFF, +4, +8, GR Switches the meter display
Opt-2A
A processor that emulates a standard vintage model of vacuum tube optical compressor.
Parameter Range Description
GAIN -56.0 dB to 40.0 dB The output level
PEAK REDUCTION . .
(REDUC *1) -48.0 dB to 48.0 dB The amount of gain reduction
RATIO 2.00to 10.00 The compression ratio
OUTPUT+10, GAIN . .
METER SELECT REDUCTION, OUTPUT+4 Switches the meter display
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*1 Screen encoder access field display

Comp276

Emulates the characteristics of an FET gain reduction compressor commonly used in recording studios. It
produces a thick and solid sound that is suitable for drums or bass.

Parameter Range Description

INPUT -180to 0dB Adjusts the input level.

OUTPUT -180to 0dB Adjusts the output gain.

RATIO 2:1,4:1,8:1,12:1,20:1 The compressor ratio

ATTACK 0.022-50.4 ms The attack time of the compressor.

RELEASE 10.88-544.22 ms The release time of the compressor.

MAKE UP OFF, ON Automatically cqmpen§ates the decrease in the output gain when
the compressor is applied.
If the compressor's sidechain HPF is on, the compressor applies

SIDE HPF OFF, ON less to the low-frequency region, strengthening the low-frequency
output.

Comp276S

Emulates the characteristics of an FET gain reduction compressor commonly used in recording studios. It
produces a thick and solid sound that is suitable for drums or bass. The L/R channel parameters can be
controlled together.

Parameter Range Description
INPUT -180to 0dB Adjusts the input level.
OUTPUT -180to 0dB Adjusts the output gain.
RATIO 2:1,4:1,8:1,12:1,20:1 The compressor ratio
ATTACK 0.022-50.4 ms The attack time of the compressor.
RELEASE 10.88-544.22 ms The release time of the compressor.

Automatically compensates the decrease in the output gain when

MAKE UP OFF, ON . .
the compressor is applied.
If the compressor's sidechain HPF is on, the compressor applies
SIDE HPF OFF, ON less to the low-frequency region, strengthening the low-frequency
output.
Buss Comp 369

This compressor emulates a standard bus compressor that is standard in recording studios and broadcasting
stations.
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Parameter Range Description

Adjusts the input gain. However, the output gain changes inversely
in tandem with the level of this knob so that the volume remains

INPUT ADJUST -15.0to +15.0dB the same as the pass-through volume. For example if INPUT
ADJUST is +5 dB, the input gain is +5 dB and the output gain is -5
dB.

LINK ON, OFF Switches the stereo link on/off (stereo only).

METER IN, GR, OUT Selects the signal source for the meter (stereo only).

VU IN, OUT Selects the signal source for the VU meter (dual only).

COMP IN ON, OFF Switches the compressor on/off.

COMP RATIO 1.5:1,2:1,3:1,4:1,6:1 The compressor ratio

COMP GAIN 0.0 to +20.0dB The makeup gain of the compressor
The release time of the compressor. For al (auto 1) and a2 (auto 2),

COMP RECOVERY 100 ms, 400 ms, 800 ms, 1500 Fhe release time changes automatically. al: .Automatlcally Fhanges

ms, al, a2 in the range of 100 ms to 2 sec . a2: Automatically changes in the

range of 50 ms to 5 sec.

COMP THRESHOLD -40 to -5 dBFS The threshold of the compressor

LIMITIN ON, OFF Switches the limiter on/off.

LIMIT ATTACK FAST, SLOW The attack time of the limiter. FAST: 2 ms, SLOW: 4 ms

LIMIT RECOVERY

50 ms, 100 ms, 200 ms, 800

The release time of the limiter. For al (auto 1) and a2 (auto 2), the
release time changes automatically. al: Automatically changes in

ms, al, a2 the range of 100 ms to 2 sec . a2: Automatically changes in the
range of 50 ms to 5 sec.
LIMIT THRESHOLD -16 to -5 dBFS The threshold of the limiter
MBC4

This four-band compressor offers intuitive operability.

454




Appendix > Premium Parameters

Parameter Range Description
LOW CROSSOVER 20 to 500 Hz The crossover frequency from the low to mid-low range
MID CROSSOVER 80 to 10 kHz The crossover frequency from the mid-low to mid-high range
HIGH CROSSOVER 1k to 15 kHz The crossover frequency from the mid-high to high range

LOW GAIN -18.0dBto 12.0dB The output gain of the low range

LOW THRESHOLD -80.0dB to 0.0 dB The threshold of the low range

LOW RATIO 1.0:1t020.0:1 The compression ratio of the low range

LOW ATTACK 0.1to 120 ms The attack time of the low range

LOW RELEASE 5t0 1000 ms The release time of the low range

LOW COMP IN ON, OFF Switches the low-range compressor on/off.

LOW CUE ON ON, OFF If this button is on, the low-range output is cued and monitored.
LOW MID GAIN -18.0dBto 12.0dB The output gain of the mid-low range

LOW MID THRESHOLD |-80.0dBto 0.0 dB The threshold of the mid-low range

LOW MID RATIO 1.0:1t020.0:1 The compression ratio of the mid-low range

LOW MID ATTACK 0.1to 120 ms The attack time of the mid-low range

LOW MID RELEASE 5t0 1000 ms The release time of the mid-low range

LOW MID COMP IN ON, OFF Switches the mid-low range compressor on/off.

LOW MID CUE ON ON, OFF If this button is on, the mid-low range output is cued and

monitored.

HIGH MID GAIN -18.0dB to 12.0dB The output gain of the mid-high range

HIGH MID THRESHOLD |-80.0 dB to 0.0 dB The threshold of the mid-high range

HIGH MID RATIO 1.0:1t020.0:1 The compression ratio of the mid-high range

HIGH MID ATTACK 0.1to 120 ms The attack time of the mid-high range

HIGH MID RELEASE 5t0 1000 ms The release time of the mid-high range

HIGH MID COMP IN ON, OFF Switches the mid-high range compressor on/off.

HIGH MID CUE ON ON, OFF If this button is on, the mid-high range output is cued and

monitored.

HIGH GAIN -18.0dBto 12.0dB The output gain of the high range

HIGH THRESHOLD -80.0dB to 0.0 dB The threshold of the high range

HIGH RATIO 1.0:1t020.0:1 The compression ratio of the high range

HIGH ATTACK 0.1to 120 ms The attack time of the high range

HIGH RELEASE 5t0 1000 ms The release time of the high range

HIGH COMP IN ON, OFF Switches the high-range compressor on/off.

HIGH CUE ON ON, OFF If this button is on, the high-range output is cued and monitored.
MAIN GAIN -18.0dBto 12.0dB Adjusts the gain of the final output signal.

KNEE HARD, 1, 2, 3, SOFT Adjusts the knee of the compressor.
e o sorbban e
HARMONICS ON, OFF Switches musical harmonics that emulate analog circuitry on/off.
LINK GAIN — Adjusts the output gain of the four bands together.

LINK THRESHOLD — Adjusts the threshold of the four bands together.

LINK RATIO — Adjusts the compression ratio of the four bands together.
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Parameter Range Description

LINKATTACK — Adjusts the attack time of the four bands together.

LINK RELEASE — Adjusts the release time of the four bands together.

DaNSe
A Dynamic Noise Suppressor with excellent sound quality and operability.

Parameter Range Description

TIGHTNESS 50 to 2000ms The release time

LOW_FREQUENCY 20 Hz to 5.00 kHz The lower frequency limit of the noise suppression band
HIGH_FREQUENCY 80 Hz to 20.00 kHz The upper frequency limit of the noise suppression band

LINK - The GAIN 1-6 simultaneous modulation knob.

THRESHOLD -80.0t0 0.0dB The threshold level

GAIN 1 -24.0t0 0.0dB The maximum amount of gain reduction in BAND1.

GAIN 2 -24.0t00.0dB The maximum amount of gain reduction in BAND2.

GAIN 3 -24.0t0 0.0dB The maximum amount of gain reduction in BAND3.

GAIN 4 -24.0t00.0dB The maximum amount of gain reduction in BANDA4.

GAIN 5 -24.0t0 0.0dB The maximum amount of gain reduction in BAND5.

GAIN 6 -24.0t00.0dB The maximum amount of gain reduction in BAND6.

LEARN ON, OFF The LEARN (THRESHOLD and GAIN 1-6 automatic adjustment) start

button. *1
REVERT — The REVERT (restoration of last LEARN parameter) start button.

*1  Since the internal signal processing parameters are also adjusted automatically, LEARN in different environments may
have different effects even if all the displayed parameters are configured the same. If a scene recall or library recall is
executed without using Recall Safe for parameters during LEARN, the LEARN may fail.
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General specifications

DMT: 120 Inputs, 48 MIX + 12 MATRIX + 2 STEREO
DM7 Compact: 72 Inputs, 48 MIX + 12 MATRIX + 2 STEREO

Mixing capacity

. External clock Frequency range 48 kHz / 96 kHz 200 ppm
Sampling frequency
Internal clock Frequency 48 kHz / 96 kHz
Signal delay Less than 1.5 ms, INPUT to OMNI OUT @Fs=96 kHz
DMT7: 12.1" multi-touch screen x 2, 7" multi-touch screen x 1
Screens DM7 Compact: 12.1" multi-touch screen x 1, 7" multi-touch
screen x 1
Fad DM7: 100 mm touch-sensitive motorized fader x 28
ader
DM7 Compact: 100 mm touch-sensitive motorized fader x 16
Power requirements 100-240V, 50/60 Hz
Power consumption 240 W
DMT: 793 mm x 324 mm x 564 mm (including the rubber feet)
Dimensions (W x H x D) DM7 Compact: 468 mm x 324 mm x 564 mm (including the
rubber feet)
DMT:23.5 kg
Weight
DM7 Compact: 16.5 kg
Fan Speed Low NC=20
NC value *1 ]
Fan Speed High NC=30
Operating temperature range Min: 0 °C, Max: 40 °C
Storage temperature range Min: -20 °C, Max: 60 °C
Owner’s Manual, power cords x2, dust cover, cable hook,
Accessories Nuendo Live and VST Rack Elements Download Information
leaflet
DM7: PY card, DM7 Control (CTL-DM7)
Optional items DM7 Compact: PY card, DM7 Control (CTL-DM7), RK1 rack
mount kit

* 1. Measured at a position 30 cm in front of and 30 cm above the edge of the unit (front pad)
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Audio characteristics

During measurement, all faders were nominal. The output impedance of the signal generator is 150Q. The
output load impedance is 600Q (set using the Output Load Impedance button on the OMNI OUT screen).

Frequency characteristics
@20Hz-20kHz, reference to the nominal output level @1kHz

Input Output RL Conditions Min. Typ. Max. Unit
INPUT 1-32

(DM7 OMNIOUT | 6000 GAIN: +66dB  |-1.5 0.0 05 dB
Compact 1-16

INPUT 1-16)

Total harmonic distortion

Input Output RL Conditions Min. Typ. Max. Unit
INPUT 1-32 rab

+ u
(DM7 ?_Tg' OUT 1000 @20Hz-20kHz 0.05 %
Compact , GAIN: -6B
INPUT 1-16)
INPUT 1-32

50mW @1kHz,
(DM7 PHONES 400 PHONES 0.15 %
Compact LEVEL: Max.
INPUT 1-16)

* 1. Total harmonic distortion was measured using an 80 kHz, 18 dB/octave low pass filter.

Ham & noise *2

Input Output RL Conditions Min. Typ. Max. Unit
INPUT 1-32 -128 EIN *1
(DM7 OMNIOUT Rs=150Q,
Compact 116 6000 GAIN: +66dB 2 dBu
INPUT 1-16)
INPUT 1-32
(DM7 OMNIOUT | o Rs=1500Q, 88 85 B
Compact 116 GAIN: -6dB Y
INPUT 1-16)
Residual
OMNIOUT output noise;
- 116 600Q Output 92 dBu
channelis off.
Residual
output noise;
- PHONES 400 PHONES -94 dBu
LEVEL: Min.

*1. EIN stands for EIN Equivalent Input Noise.

*2. Ham & noise levels were measured using an A-weight filter.
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Dynamic range

Input Output RL Conditions Min. Typ. Max Unit
INPUT 1-32
(DM7 OMNIOUT | 0o AD + DA, GAIN: 11 dB
Compact 1-16 -6dB
INPUT 1-16)
- OMNIOUT 600Q DA Converter 117 dB
1-16
* 1. Dynamic range was measured using an A-weight filter.
Crosstalk
Input Output Conditions Min. Typ. Max Unit
INPUT 1-32 (DM7 Compact
INPUT n S:’;:l'l')“ (-1 Nput 1-16), adjacent inputs, -100 dB
GAIN: -6dB
OMNIOUT
INPUT n (n-1) or (n+1) Input to output -100 dB

*1. Crosstalk was measured using a 22 kHz, 30 dB/octave low pass filter.
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Analog input standards

Input level: |Input level: Input level:
. . Input Source P e P e |Maximum Balanced /
Inputjack |Gain . ) Sensitivity |Specified R Connector
impedance |impedance |, non-clip Unbalanced
1 level
level
INPUT 1-32 +66 dB 50-6000 -82dBu -62dBu -42dBu
a (61.6pV) (0.616mV) | (6.16mV) N
(DM7 7.5kQ Mics & 600Q XLR3-hole | 1 nced
Compact | o Lines -10dBu +10dBu +30dBu chassis "2
INPUT 1-16) (245mV) (2.45V) (24.5V)

* 1. Sensitivity is the input level needed to produce +4 dBu (1.23 V) or the specified level when all faders and
level controls are set to maximum.

*2. The connectors are balanced type (1=GND, 2=HOT, 3=COLD).

*3.0dBu=0.775Vrms.

*4. The INPUT 1-32 jacks have +48 V DC (phantom power) that can be set from the main unit's software for
each terminal.
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Analog output standards

Output level:
. Output Load Output level: Y Pu eve Balanced /
Output jack . . s Maximum non- |Connector
impedance impedance Specified level ) Unbalanced
clip level
. XLR 3-pin
OUTPUT 1-16 75Q 600 Q Lines -+4dBu (1.23V) |+24dBu (12.3V) chassis *1 Balanced
8 Q Phones 60mwW *2 60 mW
PHONES 100 StereoPhone 1\ ced
40 QPhones  [60mW *3 100 mW Socket (TRS) *4

*1. The connectors are balanced type (1=GND, 2=HOT, 3=COLD).
*2. This is the value when the PHONES LEVEL knob is set to 12 dB below the maximum position.
*3. This is the value when the PHONES LEVEL knob is set to 10 dB below the maximum position.
*4. The connectors are unbalanced type (Tip= LEFT, Ring= RIGHT, Sleeve= GND).
*5.0dBu=0.775 Vrms.
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Digital /O standards

AES/EBU OUT
1/2)

. Bal d
Jack Format Data length Level Audio Connector alanced /
Unbalanced
Dante 144 ch input etherCON
Primary,Second |Dante 24bit / 32bit 1000BASE-T 1w -
ary 144 choutput  |CAT5e *1"2
. 18 chinput .
USB TO HOST USB2.0 32bit USB2.0 USB Cchassis |-
18 ch output
AES/EBU IN
1/2,3/4(DM7  |AES/EBU 24bit RS422 2chinput XLR 3-hole Balanced
* chassis *4
Only)*3
AES/EBU OUT
1/2,3/4*3 XLR 3-pi
. -pin
(DM7 Compact |AES/EBU 24bit RS422 2 ch output chassis *4 Balanced

*1. The connection cables are CAT5e or higher.

*2. STP is recommended for the connection cables.

*3. Built-in sampling rate converter (DM7 Only), Supported input/output frequencies: 40-102 kHz
*4. The connectors are balanced type (1=GND, 2=HOT, 3=COLD).
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Control I/O standards
Jack Format Level Connector Balanced /Unbalanced
WORD CLOCKIN |- TTL/?5Q BNC -
terminated
WORD CLOCK
ouT TTL/75Q BNC -
0.3Vpp(min)/
TCIN SMPTE 10.0Vpp(max), |-k 3hote Balanced
chassis *1
10kQ
USB *2 USB2.0/1.1 USB2.0/1.1 USB A chassis -
10BASE-T/ o
NETWORK IEEE802.3 100BASE-TX RJ-45 CAT5 *3*4
GPI*5 B B D—SUE 15-hole
chassis

*1. The connectors are balanced type (1=GND, 2=HOT, 3=COLD).
*2. The USB port can supply up to 1A for each jack.

*3. The connection cables are CAT5 or higher.

*4, STP is recommended for the connection cables.

*5.

e Input pins CH 1-5: TTL level (input voltage 0-5V) with internal 47kQ pull-up resistor

» Output pins CH 1-5: Open collector output (maximum supply voltage 12V, maximum inflowing current/pin

75mA)

» Power supply pins: Output voltage 5V, maximum output current 300mA
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Pin assignment table

GPI

#4-40 x 0.635mm pitch

Pin Signal Name Pin Signal Name

1 GPO1 9 GPO2
2 GPO3 10 GPO4
3 GPO5 11 GND
4 GND 12 GND
5 +5V 13 +5V
6 GPI1 14 GPI2
7 GPI3 15 GPI4
8 GPI5
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Troubleshooting

FAQ (frequently asked questions and answers) are available on the Yamaha Pro Audio website. http://

www.yamahaproaudio.com/

Problem and cause

Corrective action

No sound

The input source setting for the
input channelis not appropriate.

Check the Input Patch screen.

The [ON] key for the corresponding
channelis off.

Turniton.

The fader/volume for the
corresponding channel is not
raised.

Raise the fader/volume.

Phantom power is not being
supplied to the condenser
microphone.

Turn on the +48V Active button on the GENERAL screen, and turn on the +48V button
on the INPUT screen (I/O DEVICE screen: HA or OMNI IN screen).

Mute is on.

Check the mute group assignment and Mute Group Control settings.

The gate is being applied too
strongly.

Check the settings on the DYN1 screen.

Sound is low

The gain setting is not appropriate.

Adjust the gain on the INPUT screen (/O DEVICE screen: HA or OMNI IN screen).

The gate or compressor is being
applied too strongly.

Check the settings on the DYN1 screen or DYN2 screen.

Sound is distorted

The gain setting is not appropriate.

Adjust the gain on the INPUT screen (/O DEVICE screen: HA or OMNI IN screen).

The input level is too high.

Lower the volume of the input source.

Other

The subnet masks of the DM7 Series
and computer are different.

In Static IP mode, match the IP address settings. When using DHCP mode, use a router
with DHCP server functionality, and enable the DHCP function on the computer.

The motorized fader behavior is
misaligned.

Turn on the power while holding down the [SEL] key for channel D in the Main section,
and calibrate the faders on the MAINTENANCE screen.

There are points in the LCD display
that do not light, or points that
remain lit.

This is a characteristic of TFT color LCDs. This is not a malfunction.
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YAMAHA [ Digital Mixing Console ] Date : 10 Jul. 2024
Model : DM7/DM7 Compact MIDI Implementation Chart version: 1.0
Function... Transmitted Recognized Remarks
Basic Default 1 1-16 Memorized
Channel Changed 1-16 1-16
Default X 1, 3
Mode Messages X X Memorized
Altered Kk kok ok ok ok kkokokkkokok X
Note True Voice 0-127 x
Number X X
. Note On O 9nH, v=0,127 X
Vel t ! ! Effect Control
elocity 0 off o =0 X ec ontro
After Key's X X
Touch Ch's X X
Pitch Bend X X
0,32 (¢} (o} Bank Select
6,38 (0] (0] Data Entry
1
gﬁralrtlrz 98,99 X X NRPN LSB,MSB
g 1-31,33-95, 0 0 Assignable Cntrl
102-119
Prog 0 0-127 O 0-127 .
Change :True# ok ko ok ok ko ko kK kK 1.00-499.99 Assignable
System Exclusive X X MMC, MTC
:Song Pos. X X
Common :Song Sel. X X Recorder Control
:Tune X X
System :Clock X ¢}
Real Time :Commands X X Bffect Control
:All Sound Off X X
:Reset All Cntrls X X
Aux :Local ON/OFF X X
Messages :All Notes OFF X X
:Active Sense X o]
:Reset X O
Notes
Mode 1: OMNI ON, POLY Mode 2: OMNI ON, MONO O: Yes
Mode 3: OMNI OFF, POLY Mode 4: OMNI OFF, MONO X: No
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